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1. DESIGN INTENT - THIS PLAN IS INTENDED TO DEPICT THE CONSTRUCTION OF DESIGN INTENT - THIS PLAN IS INTENDED TO DEPICT THE CONSTRUCTION OF AN INFILL CONNECTOR BETWEEN THE EXISTING ST. JOHN'S CHURCH AND PARISH HALL BUILDINGS TOGETHER WITH ASSOCIATED SITE IMPROVEMENTS.  2. THE BASE PLAN USED HERE WAS DEVELOPED FROM "LIMITED TOPOGRAPHIC THE BASE PLAN USED HERE WAS DEVELOPED FROM "LIMITED TOPOGRAPHIC PLAN, 101 & 105 CHAPEL STREET, BOW & DANIEL STREETS, PORTSMOUTH, NH" BY JAMES VERRA AND ASSOCIATES, INC., DATED APRIL 2, 2020.  A FULL BOUNDARY SURVEY WAS NOT CONDUCTED AS A PART OF THIS SURVEY.  A PORTION OF THE BOUNDARY SHOWN HEREON WAS DERIVED FROM CITY TAX MAPS.  OTHER SITE FEATURES WERE ADDED TO THIS PLAN BASED ON SITE OBSERVATIONS BY ALTUS ENGINEERING. 3. ZONE:  CIVIC ZONE:  CIVIC CIVIC OVERLAY: DOWNTOWN OVERLAY DISTRICT DOWNTOWN OVERLAY DISTRICT HISTORIC OVERLAY DISTRICT 4. DIMENSIONAL REQUIREMENTS:     EXISTING  PROPOSED DIMENSIONAL REQUIREMENTS:     EXISTING  PROPOSED EXISTING  PROPOSED PROPOSED FRONT YARD:    NR    0'   SAME NR    0'   SAME ±0'SAME SIDE YARD:     NR    6.6'  SAME NR    6.6'  SAME ±6.6'SAME REAR YARD:     NR    6.5'  SAME NR    6.5'  SAME ±6.5'SAME MAX. BUILDING COVERAGE:  NR     40.7%   44.5%  BUILDING COVERAGE:  NR     40.7%   44.5%  NR     40.7%   44.5%  ±40.7%±44.5%MAX. BUILDING FOOTPRINT:  NR    11,017 S.F.  12,036 S.F. BUILDING FOOTPRINT:  NR    11,017 S.F.  12,036 S.F. NR    11,017 S.F.  12,036 S.F. ±11,017 S.F.±12,036 S.F.MIN. LOT AREA:    NR    27,062 S.F. SAME NR    27,062 S.F. SAME ±27,062 S.F.SAME MIN. OPEN SPACE:   NR    48.7%   44.3% NR    48.7%   44.3% ±48.7%±44.3%±13,175 S.F.±11,999 S.F.MAX. BUILDING HEIGHT:  NR   UNKNOWN  SAME NR   UNKNOWN  SAME UNKNOWN  SAME SAME 5. PARKING REQUIREMENTS: NR (NO REQUIREMENT) PARKING REQUIREMENTS: NR (NO REQUIREMENT) 6. ALL BONDS AND FEES SHALL BE PAID/POSTED PRIOR TO INITIATING ALL BONDS AND FEES SHALL BE PAID/POSTED PRIOR TO INITIATING CONSTRUCTION. 7. ALL CONDITIONS OF THIS APPROVAL SHALL REMAIN IN EFFECT IN PERPETUITY ALL CONDITIONS OF THIS APPROVAL SHALL REMAIN IN EFFECT IN PERPETUITY PURSUANT TO THE REQUIREMENTS OF THE SITE PLAN REVIEW REGULATIONS. 8. ALL CONSTRUCTION SHALL MEET THE MINIMUM CONSTRUCTION STANDARDS OF ALL CONSTRUCTION SHALL MEET THE MINIMUM CONSTRUCTION STANDARDS OF THE CITY OF PORTSMOUTH & NHDOT'S STANDARD SPECIFICATIONS FOR ROAD & BRIDGE, LATEST EDITION.  THE MORE STRINGENT SPECIFICATION SHALL GOVERN. 9. THE CONTRACTOR SHALL VERIFY ALL BENCHMARKS AND TOPOGRAPHY IN THE THE CONTRACTOR SHALL VERIFY ALL BENCHMARKS AND TOPOGRAPHY IN THE FIELD PRIOR TO CONSTRUCTION. 10. AREA OF DISTURBANCE IS UNDER 43,560 SF, COVERAGE UNDER EPA NPDES AREA OF DISTURBANCE IS UNDER 43,560 SF, COVERAGE UNDER EPA NPDES PHASE II CONSTRUCTION GENERAL PERMIT IS NOT REQUIRED. 11. THE CONTRACTOR SHALL VERIFY ALL BUILDING DIMENSIONS WITH THE THE CONTRACTOR SHALL VERIFY ALL BUILDING DIMENSIONS WITH THE ARCHITECTURAL AND STRUCTURAL DRAWINGS PRIOR TO CONSTRUCTION.  ANY AND ALL DISCREPANCIES SHALL BE IMMEDIATELY BROUGHT TO THE ATTENTION OF BOTH THE ARCHITECT AND CIVIL ENGINEER FOR RESOLUTION. 12. ALL IMPROVEMENTS SHOWN ON THIS SITE PLAN SHALL BE CONSTRUCTED AND ALL IMPROVEMENTS SHOWN ON THIS SITE PLAN SHALL BE CONSTRUCTED AND MAINTAINED IN ACCORDANCE WITH THE PLAN BY THE PROPERTY OWNER AND ALL FUTURE PROPERTY OWNERS. NO CHANGES SHALL BE MADE TO THIS SITE PLAN WITHOUT THE EXPRESS APPROVAL OF THE PORTSMOUTH PLANNING DIRECTOR 13. THIS SITE PLAN SHALL BE RECORDED IN THE ROCKINGHAM COUNTY REGISTRY THIS SITE PLAN SHALL BE RECORDED IN THE ROCKINGHAM COUNTY REGISTRY OF DEEDS. 14. SITEWORK CONTRACTOR SHALL PREPARE A LICENSED LAND SURVEYOR (LLS) SITEWORK CONTRACTOR SHALL PREPARE A LICENSED LAND SURVEYOR (LLS) STAMPED AS-BUILT SITE PLAN & PROVIDE A DIGITAL (CAD FORMAT) COPY FOR THE CITY'S G.I.S. DATA BASE. 15. UNLESS OTHERWISE NOTED, ALL SIDEWALKS TO BE CONSTRUCTED WITHIN THE UNLESS OTHERWISE NOTED, ALL SIDEWALKS TO BE CONSTRUCTED WITHIN THE CHAPEL ST. RIGHT OF WAY SHALL BE BRICK. CONTRACTOR SHALL BE RESPONSIBLE FOR CONTACTING PORTSMOUTH DPW TO CONFIRM BRICK SPECIFICATIONS. 16. TRASH AND RECYCLING SHALL BE STORED INSIDE BUILDING. TRASH AND RECYCLING SHALL BE STORED INSIDE BUILDING. 17. WAIVER OF SITE PLAN REGULATION SECTION 8.1.2 TO ALLOW A PORTION OF WAIVER OF SITE PLAN REGULATION SECTION 8.1.2 TO ALLOW A PORTION OF EXISTING OVERHEAD UTILITIES TO REMAIN. 18. ALL ROAD/LANE CLOSURES OR OTHER TRAFFIC INTERRUPTIONS ON CITY ROADS ALL ROAD/LANE CLOSURES OR OTHER TRAFFIC INTERRUPTIONS ON CITY ROADS SHALL BE COORDINATED WITH THE PORTSMOUTH POLICE DEPARTMENT AND PORTSMOUTH DPW. 19. ALL WATER MAIN INSTALLATIONS AND SERVICE CONNECTIONS SHALL CONFORM ALL WATER MAIN INSTALLATIONS AND SERVICE CONNECTIONS SHALL CONFORM TO PORTSMOUTH WATER DEPARTMENT STANDARDS.  WATER MAIN SHALL BE WRAPPED WITH A WATER TIGHT POLYETHYLENE WRAPPING.  ALL JOINTS SHALL HAVE THREE (3) WEDGES  PER JOINT.  20. THE APPLICANT SHALL HAVE A SITE SURVEY CONDUCTED BY A RADIO THE APPLICANT SHALL HAVE A SITE SURVEY CONDUCTED BY A RADIO COMMUNICATIONS CARRIER APPROVED BY THE CITY'S COMMUNICATION DIVISION.  THE RADIO COMMUNICATIONS CARRIER MUST BE FAMILIAR AND CONVERSANT WITH THE POLICE AND RADIO CONFIGURATION.  IF THE SITE SURVEY INDICATES IT IS NECESSARY TO INSTALL A SIGNAL REPEATER EITHER ON OR NEAR THE PROPOSED PROJECT, THOSE COSTS SHALL BE THE RESPONSIBILITY OF THE PROPERTY OWNER.  THE APPLICANT SHALL BE REQUIRED TO PAY FOR THE SITE SURVEY WHETHER OR NOT THE SURVEY INDICATES A REPEATER IS NECESSARY.  THE OWNER SHALL COORDINATE WITH THE SUPERVISOR OF RADIO COMMUNICATIONS FOR THE CITY.  THE SURVEY SHALL BE COMPLETED AND THE REPEATER, IF DETERMINED IT IS REQUIRED, SHALL BE INSTALLED PRIOR TO THE ISSUANCE OF CERTIFICATE OF OCCUPANCY. 21. EXISTING CURB RAMP DOES NOT MEET ADA REGULATIONS.  IF EXISTING CURB RAMP DOES NOT MEET ADA REGULATIONS.  IF RECONSTRUCTION OF THE EXISTING RAMP IS REQUIRED, IT SHALL BE TO THE APPROXIMATE LINES AND GRADES OF THE EXISTING RAMP.  ALTHOUGH THE RECONSTRUCTED RAMP WILL NOT MEET ADA REGULATIONS DUE TO THE NOT MEET ADA REGULATIONS DUE TO THE  MEET ADA REGULATIONS DUE TO THE PRE-EXISTING CONDITIONS OF THE SURROUNDING AREA, THE CONTRACTOR IS DIRECTED TO MAKE WHATEVER MODIFICATIONS ARE NECESSARY TO BRING THE RECONSTRUCTED RAMP INTO CONFORMITY WITH ADA REGULATIONS AS CLOSELY AS POSSIBLE. 
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1. DO NOT BEGIN CONSTRUCTION UNTIL ALL STATE AND LOCAL PERMITS HAVE DO NOT BEGIN CONSTRUCTION UNTIL ALL STATE AND LOCAL PERMITS HAVE BEEN APPLIED FOR AND RECEIVED. 2. CONTRACTOR SHALL OBTAIN A "DIGSAFE" NUMBER AT LEAST 72 HOURS PRIOR CONTRACTOR SHALL OBTAIN A "DIGSAFE" NUMBER AT LEAST 72 HOURS PRIOR TO COMMENCING CONSTRUCTION. 3. ALL CONSTRUCTION SHALL MEET THE MINIMUM CONSTRUCTION STANDARDS OF ALL CONSTRUCTION SHALL MEET THE MINIMUM CONSTRUCTION STANDARDS OF THE CITY OF PORTSMOUTH AND NHDOT STANDARD SPECIFICATIONS FOR ROAD AND BRIDGE CONSTRUCTION, LATEST EDITION.  THE MORE STRINGENT SPECIFICATION SHALL GOVERN. 4. ALL BENCHMARKS AND TOPOGRAPHY SHALL BE FIELD VERIFIED BY THE ALL BENCHMARKS AND TOPOGRAPHY SHALL BE FIELD VERIFIED BY THE CONTRACTOR PRIOR TO INITIATING CONSTRUCTION. 5. UNLESS OTHERWISE AGREED IN WRITING, THE CONTRACTOR SHALL BE UNLESS OTHERWISE AGREED IN WRITING, THE CONTRACTOR SHALL BE RESPONSIBLE FOR ESTABLISHING AND MAINTAINING TEMPORARY BENCHMARKS (TBMS) AND PERFORMING ALL CONSTRUCTION SURVEY LAYOUT. 6. PRIOR TO CONSTRUCTION, FIELD VERIFY JUNCTIONS, LOCATIONS AND PRIOR TO CONSTRUCTION, FIELD VERIFY JUNCTIONS, LOCATIONS AND ELEVATIONS/INVERTS OF ALL EXISTING STORMWATER AND UTILITY LINES.  PRESERVE AND PROTECT LINES TO BE RETAINED.  7. TEMPORARY INLET PROTECTION MEASURES SHALL BE INSTALLED IN ALL CATCH TEMPORARY INLET PROTECTION MEASURES SHALL BE INSTALLED IN ALL CATCH BASINS WITHIN 100' OF THE PROJECT SITE WHEN SITE WORK WITHIN CONTRIBUTING AREAS IS ACTIVE OR SAID AREAS HAVE NOT BEEN STABILIZED.  8. PROTECTION OF SUBGRADE: THE CONTRACTOR SHALL BE REQUIRED TO MAINTAIN PROTECTION OF SUBGRADE: THE CONTRACTOR SHALL BE REQUIRED TO MAINTAIN STABLE, DEWATERED SUBGRADES FOR FOUNDATIONS, PAVEMENT AREAS, UTILITY TRENCHES, AND OTHER AREAS DURING CONSTRUCTION. SUBGRADE DISTURBANCE MAY BE INFLUENCED BY EXCAVATION METHODS, MOISTURE, PRECIPITATION, GROUNDWATER CONTROL, AND CONSTRUCTION ACTIVITIES.  THE CONTRACTOR SHALL TAKE PRECAUTIONS TO PREVENT SUBGRADE DISTURBANCE.  SUCH PRECAUTIONS MAY INCLUDE DIVERTING STORMWATER RUNOFF AWAY FROM CONSTRUCTION AREAS, REDUCING TRAFFIC IN SENSITIVE AREAS, AND MAINTAINING AN EFFECTIVE DEWATERING PROGRAM.  SOILS EXHIBITING HEAVING OR INSTABILITY SHALL BE OVER EXCAVATED TO MORE COMPETENT BEARING SOIL AND REPLACED WITH FREE DRAINING STRUCTURAL FILL. IF THE EARTHWORK IS PERFORMED DURING FREEZING WEATHER, EXPOSED SUBGRADES ARE SUSCEPTIBLE TO FROST.  NO FILL OR UTILITIES SHALL BE PLACED ON FROZEN GROUND.  THIS WILL LIKELY REQUIRE REMOVAL OF A FROZEN SOIL CRUST AT THE COMMENCEMENT OF EACH DAY'S OPERATIONS. THE FINAL SUBGRADE ELEVATION WOULD ALSO REQUIRE AN APPROPRIATE DEGREE OF INSULATION AGAINST FREEZING. 9. IF SUITABLE, EXCAVATED MATERIALS SHALL BE PLACED AS FILL WITHIN UPLAND IF SUITABLE, EXCAVATED MATERIALS SHALL BE PLACED AS FILL WITHIN UPLAND AREAS ONLY AND SHALL NOT BE PLACED WITHIN WETLANDS.  PLACEMENT OF BORROW MATERIALS SHALL BE PERFORMED IN A MANNER THAT PREVENTS LONG TERM DIFFERENTIAL SETTLEMENT.  EXCESSIVELY WET MATERIALS SHALL BE STOCKPILED AND ALLOWED TO DRAIN BEFORE PLACEMENT.  FROZEN MATERIAL SHALL NOT BE USED FOR CONSTRUCTION. 10. ALL CATCH BASIN, MANHOLE AND OTHER DRAINAGE RIMS SHALL BE SET FLUSH ALL CATCH BASIN, MANHOLE AND OTHER DRAINAGE RIMS SHALL BE SET FLUSH WITH OR NO LESS THAN 0.1' BELOW FINISH GRADE.  ANY RIM ABOVE SURROUNDING FINISH GRADE SHALL NOT BE ACCEPTED. 11. ALL SPOT GRADES ARE AT FINISH GRADE AND BOTTOM OF CURB WHERE ALL SPOT GRADES ARE AT FINISH GRADE AND BOTTOM OF CURB WHERE APPLICABLE. 12. ALL CPP DRAINAGE PIPE SHALL BE ADS N-12 OR APPROVED EQUAL. ALL CPP DRAINAGE PIPE SHALL BE ADS N-12 OR APPROVED EQUAL. 13. ALL YARD DRAIN GRATES SHALL BE PEDESTRIAN RATED. ALL YARD DRAIN GRATES SHALL BE PEDESTRIAN RATED. 14. CONTRACTOR SHALL PREVENT TRACKING OF DIRT ONTO ANY PUBLIC OR PRIVATE CONTRACTOR SHALL PREVENT TRACKING OF DIRT ONTO ANY PUBLIC OR PRIVATE ROADWAYS.  IF TRACKING OF DIRT FROM CONSTRUCTION VEHICLES IS PRESENT ON THE OPEN STREETS, CONTRACTOR WILL BE REQUIRED TO SWEEP THE ROADWAY AT NO ADDITIONAL EXPENSE TO THE OWNER. 15. IN ORDER TO PROVIDE VISUAL CLARITY ON THE PLANS, DRAINAGE AND OTHER IN ORDER TO PROVIDE VISUAL CLARITY ON THE PLANS, DRAINAGE AND OTHER UTILITY STRUCTURES MAY NOT BE DRAWN TO SCALE.  THE CONTRACTOR SHALL BE RESPONSIBLE FOR THE PROPER SIZING AND LOCATION OF ALL STRUCTURES AND IS DIRECTED TO RESOLVE ANY POTENTIAL DISCREPANCY WITH THE ENGINEER PRIOR TO CONSTRUCTION.

AutoCAD SHX Text
06/02/20

AutoCAD SHX Text
JUNE 2, 2020

AutoCAD SHX Text
TAC WORK SESSION

AutoCAD SHX Text
TAC WORK SESSION


	5072-DETAILS-COVER
	Sheets and Views
	COVER


	ExteriorPerspective3
	23609-REV2-4-22-20
	5072-SITE-OVERALL C-1
	Sheets and Views
	OVERALL C-1


	5072-SITE-DEMO C-2
	Sheets and Views
	DEMO C-2


	5072-SITE-SITE C-3
	Sheets and Views
	SITE C-3


	5072-SITE-GRADING C-4
	Sheets and Views
	GRADING C-4





