### WINDOW SCHEDULE

<table>
<thead>
<tr>
<th>TYPE</th>
<th>WIDTH (INCHES)</th>
<th>HEIGHT (FEET)</th>
<th>ROUGH OPENING SIZE (FEET)</th>
<th>WINDOW DATA</th>
<th>EASE</th>
<th>COMMENTS</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

- **NOTES:**
  - Windows 10-15 may be pine.
  - Windows 30-35 may be sash/hopper.
  - Windows 40-45 may be sash/hopper.

### GENERAL WINDOW NOTES

1. **Exterior window sash MUST BE IFFICIT WITH TYPICAL ENTRANCE DOOR SASH.**
   - Select finish interior and color of window to be consistent with interior finishes.
   - Included with window sash:
     - Screens (Screen frames, screen mesh, and screen frame hardware)
     - Exterior finish
     - Insulation, if applicable
     - Exterior sash glazing material
     - Exterior sash frame hardware
   - Exterior finish: white or a neutral color as specified by architect

2. **Windows 10-15 may be pine.**
   - Windows 30-35 may be sash/hopper.
   - Windows 40-45 may be sash/hopper.

3. **Contractor is responsible for obtaining architectural approval prior to fabrication and delivery of windows.**
   - Any changes made to existing windows must be discussed with architect and approved in writing.

4. **Windows 10-15 may be pine.**
   - Windows 30-35 may be sash/hopper.
   - Windows 40-45 may be sash/hopper.

5. **MONITORING OF ACCEPTANCE OF WINDOW DIMENSIONS TO BE EXECUTED:**

6. **REFER TO SCHEDULE FOR WINDOW FRAME AND CORNER DIMENSIONS:**

7. **CONTRACTOR TO SUPPLY ALL TEMPERED GLASS UNLESS SPECIFIED:**
   - All required glass and installation drawings prior to submission of the ordering documents:\n   - Architectural and window frame drawings with dimensions and travel directions.