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INSPECTION & MAINTENANCE

PART # STUB A B C

SC310EPE06T / SC310EPE06TPC

6" (150 mm) 9.6" (244 mm)

5.8" (147 mm)

---

SC310EPE06B / SC310EPE06BPC ---

0.5" (13 mm)

SC310EPE08T / SC310EPE08TPC

8" (200 mm) 11.9" (302 mm)

3.5" (89 mm)

---

SC310EPE08B / SC310EPE08BPC ---

0.6" (15 mm)

SC310EPE10T / SC310EPE10TPC

10" (250 mm) 12.7" (323 mm)

1.4" (36 mm)

---

SC310EPE10B / SC310EPE10BPC ---

0.7" (18 mm)

SC310EPE12B

12" (300 mm) 13.5" (343 mm)

---

0.9" (23 mm)

SC310EPE12BR

12" (300 mm) 13.5" (343 mm)

---

0.9" (23 mm)

ALL STUBS, EXCEPT FOR THE SC310EPE12B ARE PLACED AT BOTTOM OF END CAP SUCH THAT THE OUTSIDE DIAMETER OF

THE STUB IS FLUSH WITH THE BOTTOM OF THE END CAP. FOR ADDITIONAL INFORMATION CONTACT STORMTECH AT

1-888-892-2694.

* FOR THE SC310EPE12B THE 12" (300 mm) STUB LIES BELOW THE BOTTOM OF THE END CAP APPROXIMATELY 0.25" (6 mm).

BACKFILL MATERIAL SHOULD BE REMOVED FROM BELOW THE N-12 STUB SO THAT THE FITTING SITS LEVEL.

NOTE: ALL DIMENSIONS ARE NOMINAL

NOMINAL CHAMBER SPECIFICATIONS

SIZE (W X H X INSTALLED LENGTH) 34.0" X 16.0" X 85.4" (864 mm X 406 mm X 2169 mm)

CHAMBER STORAGE 14.7 CUBIC FEET (0.42 m³)

MINIMUM INSTALLED STORAGE* 31.0 CUBIC FEET (0.88 m³)

WEIGHT 35.0 lbs. (16.8 kg)

*ASSUMES 6" (152 mm) ABOVE, BELOW, AND BETWEEN CHAMBERS

PRE-FAB STUB AT BOTTOM OF END CAP WITH FLAMP END WITH "BR"

PRE-FAB STUBS AT BOTTOM OF END CAP FOR PART NUMBERS ENDING WITH "B"

PRE-FAB STUBS AT TOP OF END CAP FOR PART NUMBERS ENDING WITH "T"

PRE CORED END CAPS END WITH "PC"

34.0"

(864 mm)

16.0"

(406 mm)

90.7" (2304 mm) ACTUAL LENGTH 85.4" (2169 mm) INSTALLED LENGTH

BUILD ROW IN THIS DIRECTION

A A

B C

9.9"

(251 mm)

15.6"

(396 mm)

OVERLAP NEXT CHAMBER HERE

(OVER SMALL CORRUGATION)

START END

1.     STORMTECH REQUIRES INSTALLING CONTRACTORS TO USE AND UNDERSTAND

STORMTECH'S LATEST INSTALLATION INSTRUCTIONS PRIOR TO BEGINNING

SYSTEM INSTALLATION.

2.     OUR TECHNICAL SERVICES DEPARTMENT OFFERS INSTALLATION

CONSULTATIONS TO INSTALLING CONTRACTORS. CONTACT OUR TECHNICAL

SERVICES REPRESENTATIVE AT LEAST 30 DAYS PRIOR TO SYSTEM

INSTALLATION TO ARRANGE A PRE-INSTALLATION CONSULTATION. OUR

REPRESENTATIVES CAN THEN ANSWER QUESTIONS OR ADDRESS COMMENTS

ON THE STORMTECH CHAMBER SYSTEM AND INFORM THE INSTALLING

CONTRACTOR OF THE MINIMUM INSTALLATION REQUIREMENTS BEFORE

BEGINNING THE SYSTEM'S CONSTRUCTION. CALL 1-888-892-2694 TO SPEAK TO A

TECHNICAL SERVICES REPRESENTATIVE OR VISIT WWW. STORMTECH.COM TO

RECEIVE A COPY OF OUR INSTALLATION INSTRUCTIONS.

3.     STORMTECH'S REQUIREMENTS FOR SYSTEMS WITH PAVEMENT DESIGN

(ASPHALT, CONCRETE PAVERS, ETC.):MINIMUM COVER IS 18" (457 mm) NOT

INCLUDING PAVEMENT; MAXIMUM COVER IS 96" (2438 mm) INCLUDING PAVEMENT.

FOR INSTALLATIONS THAT DO NOT INCLUDE PAVEMENT, WHERE RUTTING FROM

VEHICLES MAY OCCUR, MINIMUM REQUIRED COVER IS 24" (610 mm), MAXIMUM

COVER IS 96" (2438 mm).

4.     THE CONTRACTOR MUST REPORT ANY DISCREPANCIES WITH CHAMBER

FOUNDATION MATERIALS BEARING CAPACITIES TO THE DESIGN ENGINEER.

5.     AASHTO M288 CLASS 2 NON-WOVEN GEOTEXTILE (FILTER FABRIC) MUST BE USED

AS INDICATED IN THE PROJECT PLANS.

6.     STONE PLACEMENT BETWEEN CHAMBERS ROWS AND AROUND PERIMETER MUST

FOLLOW INSTRUCTIONS AS INDICATED IN THE MOST CURRENT VERSION OF

STORMTECH'S INSTALLATION INSTRUCTIONS.

7.     BACKFILLING OVER THE CHAMBERS MUST FOLLOW REQUIREMENTS AS

INDICATED IN THE MOST CURRENT VERSION OF STORMTECH'S INSTALLATION

INSTRUCTIONS.

8.     THE CONTRACTOR MUST REFER TO STORMTECH'S INSTALLATION INSTRUCTIONS

FOR A TABLE OF ACCEPTABLE VEHICLE LOADS AT VARIOUS DEPTHS OF COVER.

THIS INFORMATION IS ALSO AVAILABLE AT STORMTECH'S WEBSITE:

WWW.STORMTECH.COM.  THE CONTRACTOR IS RESPONSIBLE FOR PREVENTING

VEHICLES THAT EXCEED STORMTECH'S REQUIREMENTS FROM TRAVELING

ACROSS OR PARKING OVER THE STORMWATER SYSTEM.  TEMPORARY FENCING,

WARNING TAPE AND APPROPRIATELY LOCATED SIGNS ARE COMMONLY USED

TO PREVENT UNAUTHORIZED VEHICLES FROM ENTERING SENSITIVE

CONSTRUCTION AREAS.

9.     THE CONTRACTOR MUST APPLY EROSION AND SEDIMENT CONTROL MEASURES

TO PROTECT THE STORMWATER SYSTEM DURING ALL PHASES OF SITE

CONSTRUCTION PER LOCAL CODES AND DESIGN ENGINEER'S SPECIFICATIONS.

10.   STORMTECH PRODUCT WARRANTY IS LIMITED.  SEE CURRENT PRODUCT

WARRANTY FOR DETAILS.  TO ACQUIRE A COPY CALL STORMTECH AT

1-888-892-2694 OR VISIT WWW.STORMTECH.COM

STORMTECH GENERAL NOTES
STEP 1) INSPECT ISOLATOR ROW FOR SEDIMENT

A. INSPECTION PORTS (IF PRESENT)

A.1. REMOVE/OPEN LID ON NYLOPLAST INLINE DRAIN

A.2. REMOVE AND CLEAN FLEXSTORM FILTER IF INSTALLED

A.3. USING A FLASHLIGHT AND STADIA ROD, MEASURE DEPTH OF

SEDIMENT AND RECORD ON MAINTENANCE LOG

A.4. LOWER A CAMERA INTO ISOLATOR ROW PLUS FOR VISUAL

INSPECTION OF SEDIMENT LEVELS (OPTIONAL)

A.5. IF SEDIMENT IS AT, OR ABOVE, 3" (80MM) PROCEED TO STEP 2.

IF NOT, PROCEED TO STEP 3.

B.

C. ALL ISOLATOR ROWS

C.1. REMOVE COVER FROM STRUCTURE AT UPSTREAM END OF

ISOLATOR ROW

C.2. USING A FLASH LIGHT, INSPECT DOWN THE ISOLATOR ROW

THROUGH OUTLET PIPE. MIRRORS ON POLES OR CAMERAS

MAY BE USED TO AVOID A CONFINED SPACE ENTRY. FOLLOW

OSHA REGULATIONS FOR CONFINED SPACE ENTRY IF

ENTERING MANHOLE

C.3. IF SEDIMENT IS AT, OR ABOVE, 3" (80MM) PROCEED TO STEP 2.

IF NOT, PROCEED TO STEP 3.

STEP 2) CLEAN OUT ISOLATOR ROW USING THE JETVAC PROCESS

A. A FIXED CULVERT CLEANING NOZZLE WITH REAR FACING SPREAD

OF 45" (1.1M) OR MORE IS PREFERRED

B. APPLY MULTIPLE PASSES OF JETVAC UNTIL BACKFLUSH WATER IS

CLEAN

C. VACUUM STRUCTURE SUMP AS REQUIRED

STEP 3) REPLACE ALL COVERS, GRATES, FILTERS, AND LIDS; RECORD

OBSERVATIONS AND ACTIONS.

STEP 4) INSPECT AND CLEAN BASINS AND MANHOLES UPSTREAM OF THE

STORMTECH SYSTEM.

NOTES

1. INSPECT EVERY 6 MONTHS DURING THE FIRST YEAR OF

OPERATION. ADJUST THE INSPECTION INTERVAL BASED ON

PREVIOUS OBSERVATIONS OF SEDIMENT ACCUMULATION AND HIGH

WATER ELEVATIONS. ADJUSTMENT TO THE INSPECTION INTERVAL

TIMEFRAME SHALL NOT BE GREATER THAN 12 MONTHS.

2. CONDUCT JETTING AND VACTORING ANNUALLY OR WHEN

INSPECTION SHOWS THAT MAINTENANCE IS NECESSARY.

PLEASE NOTE:

1. THE LISTED AASHTO DESIGNATIONS ARE FOR GRADATIONS ONLY. THE STONE MUST ALSO BE CLEAN, CRUSHED, ANGULAR. FOR EXAMPLE, A SPECIFICATION FOR #4 STONE WOULD

STATE: "CLEAN, CRUSHED, ANGULAR NO. 4 (AASHTO M43) STONE".

2. STORMTECH COMPACTION REQUIREMENTS ARE MET FOR 'A' LOCATION MATERIALS WHEN PLACED AND COMPACTED IN 6" (150 mm) (MAX) LIFTS USING TWO FULL COVERAGES WITH

A VIBRATORY COMPACTOR.

3. WHERE INFILTRATION SURFACES MAY BE COMPROMISED BY COMPACTION, FOR STANDARD DESIGN LOAD CONDITIONS, A FLAT SURFACE MAY BE ACHIEVED BY RAKING OR

DRAGGING WITHOUT COMPACTION EQUIPMENT. FOR SPECIAL LOAD DESIGNS, CONTACT STORMTECH FOR COMPACTION REQUIREMENTS.

4. ONCE LAYER 'C' IS PLACED, ANY SOIL/MATERIAL CAN BE PLACED IN LAYER 'D' UP TO THE FINISHED GRADE. MOST PAVEMENT SUBBASE SOILS CAN BE USED TO REPLACE THE

MATERIAL REQUIREMENTS OF LAYER 'C' OR 'D' AT THE SITE DESIGN ENGINEER'S DISCRETION.

MATERIAL LOCATION DESCRIPTION

AASHTO  MATERIAL

CLASSIFICATIONS

COMPACTION / DENSITY REQUIREMENT

D

FINAL FILL: FILL MATERIAL FOR LAYER 'D' STARTS

FROM THE TOP OF THE 'C' LAYER TO THE BOTTOM

OF FLEXIBLE PAVEMENT OR UNPAVED FINISHED

GRADE ABOVE. NOTE THAT PAVEMENT SUBBASE

MAY BE PART OF THE 'D' LAYER.

ANY SOIL/ROCK MATERIALS, NATIVE SOILS, OR

PER ENGINEER'S PLANS. CHECK PLANS FOR

PAVEMENT SUBGRADE REQUIREMENTS.

N/A

PREPARE PER SITE DESIGN ENGINEER'S PLANS. PAVED

INSTALLATIONS MAY HAVE STRINGENT MATERIAL AND

PREPARATION REQUIREMENTS.

C

INITIAL FILL: FILL MATERIAL FOR LAYER 'C' STARTS

FROM THE TOP OF THE EMBEDMENT STONE ('B'

LAYER) TO 18" (450 mm) ABOVE THE TOP OF THE

CHAMBER. NOTE THAT PAVEMENT SUBBASE MAY

BE A PART OF THE 'C' LAYER.

GRANULAR WELL-GRADED SOIL/AGGREGATE

MIXTURES, <35% FINES OR PROCESSED

AGGREGATE.

 MOST PAVEMENT SUBBASE MATERIALS CAN

BE USED IN LIEU OF THIS LAYER.

AASHTO M145¹

A-1, A-2-4, A-3

OR

AASHTO M43¹

3, 357, 4, 467, 5, 56, 57, 6, 67,

68, 7, 78, 8, 89, 9, 10

BEGIN COMPACTIONS AFTER 12" (300 mm) OF MATERIAL OVER THE

CHAMBERS IS REACHED. COMPACT ADDITIONAL LAYERS IN 6" (150

mm) MAX LIFTS TO A MIN. 95% PROCTOR DENSITY FOR WELL

GRADED MATERIAL AND 95% RELATIVE DENSITY FOR PROCESSED

AGGREGATE MATERIALS. ROLLER GROSS VEHICLE WEIGHT NOT

TO EXCEED 12,000 lbs (53 kN). DYNAMIC FORCE NOT TO EXCEED

20,000 lbs (89 kN).

B

EMBEDMENT STONE: FILL SURROUNDING THE

CHAMBERS FROM THE FOUNDATION STONE ('A'

LAYER) TO THE 'C' LAYER ABOVE.

CLEAN, CRUSHED, ANGULAR STONE

AASHTO M43¹

3, 357, 4, 467, 5, 56, 57

NO COMPACTION REQUIRED.

A

FOUNDATION STONE: FILL BELOW CHAMBERS

FROM THE SUBGRADE UP TO THE FOOT (BOTTOM)

OF THE CHAMBER.

CLEAN, CRUSHED, ANGULAR STONE

AASHTO M43¹

3, 357, 4, 467, 5, 56, 57

PLATE COMPACT OR ROLL TO ACHIEVE A FLAT SURFACE.

2,3

ACCEPTABLE FILL MATERIALS: STORMTECH SC-310 CHAMBER SYSTEMS

NOTES:

1. CHAMBERS SHALL MEET THE REQUIREMENTS OF ASTM F2922 (POLETHYLENE) OR ASTM F2418-16a (POLYPROPYLENE), "STANDARD SPECIFICATION FOR CORRUGATED WALL STORMWATER COLLECTION

CHAMBERS".

2. SC-310 CHAMBERS SHALL BE DESIGNED IN ACCORDANCE WITH ASTM F2787 "STANDARD PRACTICE FOR STRUCTURAL DESIGN OF THERMOPLASTIC CORRUGATED WALL STORMWATER COLLECTION

CHAMBERS".

3. THE SITE DESIGN ENGINEER IS RESPONSIBLE FOR ASSESSING THE BEARING RESISTANCE (ALLOWABLE BEARING CAPACITY) OF THE SUBGRADE SOILS AND THE DEPTH OF FOUNDATION STONE WITH

CONSIDERATION FOR THE RANGE OF EXPECTED SOIL MOISTURE CONDITIONS.

4. PERIMETER STONE MUST BE EXTENDED HORIZONTALLY TO THE EXCAVATION WALL FOR BOTH VERTICAL AND SLOPED EXCAVATION WALLS.

5. REQUIREMENTS FOR HANDLING AND INSTALLATION:

· TO MAINTAIN THE WIDTH OF CHAMBERS DURING SHIPPING AND HANDLING, CHAMBERS SHALL HAVE INTEGRAL, INTERLOCKING STACKING LUGS.

· TO ENSURE A SECURE JOINT DURING INSTALLATION AND BACKFILL, THE HEIGHT OF THE CHAMBER JOINT SHALL NOT BE LESS THAN 2”.

· TO ENSURE THE INTEGRITY OF THE ARCH SHAPE DURING INSTALLATION, a) THE ARCH STIFFNESS CONSTANT AS DEFINED IN SECTION 6.2.8 OF ASTM F2922 SHALL BE GREATER THAN OR EQUAL TO 400

LBS/IN/IN. AND b) TO RESIST CHAMBER DEFORMATION DURING INSTALLATION AT ELEVATED TEMPERATURES (ABOVE 73° F / 23° C), CHAMBERS SHALL BE PRODUCED FROM REFLECTIVE GOLD OR

YELLOW COLORS.

D

C

B

A

18"

(450 mm) MIN*

8'

(2.4 m)

MAX

6" (150 mm)

MIN

12" (300 mm) MIN 12" (300 mm) MIN34" (864 mm)

6"

(150 mm) MIN

ADS GEOSYNTHETICS 601T NON-WOVEN GEOTEXTILE ALL AROUND

CLEAN CRUSHED, ANGULAR STONE IN A & B LAYERS

*TO BOTTOM OF FLEXIBLE PAVEMENT. FOR UNPAVED

INSTALLATIONS WHERE RUTTING FROM VEHICLES MAY

OCCUR, INCREASE COVER TO 24" (600 mm).

PERIMETER STONE

(SEE NOTE 5)

EXCAVATION WALL

(CAN BE SLOPED OR VERTICAL)

SC-310

END CAP

SUBGRADE SOILS

(SEE NOTE 4)

PAVEMENT LAYER (DESIGNED

BY SITE DESIGN ENGINEER)

DEPTH OF STONE TO BE DETERMINED

BY SITE DESIGN ENGINEER 6" (150 mm) MIN

16"

(406 mm)

**THIS CROSS SECTION DETAIL REPRESENTS

MINIMUM REQUIREMENTS FOR INSTALLATION.

PLEASE SEE THE LAYOUT SHEET(S) FOR

PROJECT SPECIFIC REQUIREMENTS.

NOTE:

INSPECTION PORTS MAY BE CONNECTED THROUGH ANY CHAMBER CORRUGATION CREST.

STORMTECH CHAMBER

CONCRETE COLLAR

PAVEMENT

12" (300 mm) MIN WIDTH

CONCRETE SLAB

6" (150 mm) MIN THICKNESS

8" NYLOPLAST INSPECTION PORT

BODY (PART# 2708AG4IPKIT) OR

TRAFFIC RATED BOX W/SOLID

LOCKING COVER

CONCRETE COLLAR NOT REQUIRED

FOR UNPAVED APPLICATIONS

4" (100 mm)

SDR 35 PIPE

4" (100 mm) INSERTA TEE

TO BE CENTERED ON

CORRUGATION CREST

OPTIONAL INSPECTION PORT

SC-310 END CAP

COVER ENTIRE ISOLATOR ROW PLUS WITH ADS

GEOSYNTHETICS 601T NON-WOVEN GEOTEXTILE

5' (1.5 m) MIN WIDE

SC-310 CHAMBERSTORMTECH HIGHLY RECOMMENDS

FLEXSTORM INSERTS IN ANY UPSTREAM

STRUCTURES WITH OPEN GRATES

ONE LAYER OF ADSPLUS125 WOVEN GEOTEXTILE BETWEEN

FOUNDATION STONE AND CHAMBERS

4' (1.2 m) MIN WIDE CONTINUOUS FABRIC WITHOUT SEAMS

ELEVATED BYPASS MANIFOLD

12" (300 mm) HDPE ACCESS PIPE REQUIRED

USE FACTORY PRE-FABRICATED END CAP

WITH FLAMP PART #: SC310EPE12BR

SUMP DEPTH TBD BY

SITE DESIGN ENGINEER

(24" [600 mm] MIN RECOMMENDED)

1. STORMTECH SC-310 CHAMBERS SHALL NOT BE INSTALLED UNTIL THE

MANUFACTURER'S REPRESENTATIVE HAS COMPLETED A

PRE-CONSTRUCTION MEETING WITH THE INSTALLERS.

2. STORMTECH SC-310 CHAMBERS SHALL BE INSTALLED IN ACCORDANCE

WITH THE "STORMTECH SC-310/SC-740/DC-780 CONSTRUCTION GUIDE".

3. CHAMBERS ARE NOT TO BE BACKFILLED WITH A DOZER OR AN

EXCAVATOR SITUATED OVER THE CHAMBERS.

STORMTECH RECOMMENDS 3 BACKFILL METHODS:

· STONESHOOTER LOCATED OFF THE CHAMBER BED.

· BACKFILL AS ROWS ARE BUILT USING AN EXCAVATOR ON THE

FOUNDATION STONE OR SUBGRADE.

· BACKFILL FROM OUTSIDE THE EXCAVATION USING A LONG BOOM

HOE OR EXCAVATOR.

4. THE FOUNDATION STONE SHALL BE LEVELED AND COMPACTED PRIOR

TO PLACING CHAMBERS.

5. JOINTS BETWEEN CHAMBERS SHALL BE PROPERLY SEATED PRIOR TO

PLACING STONE.

6. MAINTAIN MINIMUM - 6" (150 mm) SPACING BETWEEN THE CHAMBER

ROWS.

7. EMBEDMENT STONE SURROUNDING CHAMBERS MUST BE A CLEAN,

CRUSHED, ANGULAR STONE 3/4-2" (20-50 mm).

8. THE CONTRACTOR MUST REPORT ANY DISCREPANCIES WITH CHAMBER

FOUNDATION MATERIALS BEARING CAPACITIES TO THE SITE DESIGN

ENGINEER.

9. ADS RECOMMENDS THE USE OF "FLEXSTORM CATCH IT" INSERTS

DURING CONSTRUCTION FOR ALL INLETS TO PROTECT THE

SUBSURFACE STORMWATER MANAGEMENT SYSTEM FROM

CONSTRUCTION SITE RUNOFF.

1. STORMTECH SC-310 CHAMBERS SHALL BE INSTALLED IN ACCORDANCE

WITH THE "STORMTECH SC-310/SC-740/DC-780 CONSTRUCTION GUIDE".

2. THE USE OF CONSTRUCTION EQUIPMENT OVER SC-310 & SC-740

CHAMBERS IS LIMITED:

· NO EQUIPMENT IS ALLOWED ON BARE CHAMBERS.

· NO RUBBER TIRED LOADERS, DUMP TRUCKS, OR EXCAVATORS

ARE ALLOWED UNTIL PROPER FILL DEPTHS ARE REACHED IN

ACCORDANCE WITH THE "STORMTECH SC-310/SC-740/DC-780

CONSTRUCTION GUIDE".

· WEIGHT LIMITS FOR CONSTRUCTION EQUIPMENT CAN BE FOUND

IN THE "STORMTECH SC-310/SC-740/DC-780 CONSTRUCTION

GUIDE".

3. FULL 36" (900 mm) OF STABILIZED COVER MATERIALS OVER THE

CHAMBERS IS REQUIRED FOR DUMP TRUCK TRAVEL OR DUMPING.

USE OF A DOZER TO PUSH EMBEDMENT STONE BETWEEN THE ROWS OF

CHAMBERS MAY CAUSE DAMAGE TO THE CHAMBERS AND IS NOT AN

ACCEPTABLE BACKFILL METHOD. ANY CHAMBERS DAMAGED BY THE "DUMP

AND PUSH" METHOD ARE NOT COVERED UNDER THE STORMTECH

STANDARD WARRANTY.

CONTACT STORMTECH AT 1-888-892-2694 WITH ANY QUESTIONS ON

INSTALLATION REQUIREMENTS OR WEIGHT LIMITS FOR CONSTRUCTION

EQUIPMENT.

1. CHAMBERS SHALL BE STORMTECH SC-310.

2. CHAMBERS SHALL BE ARCH-SHAPED AND SHALL BE MANUFACTURED FROM VIRGIN,

IMPACT-MODIFIED POLYPROPYLENE OR POLYETHYLENE COPOLYMERS.

3. CHAMBERS SHALL MEET THE REQUIREMENTS OF ASTM F2922 (POLETHYLENE) OR ASTM

F2418-16a (POLYPROPYLENE), "STANDARD SPECIFICATION FOR CORRUGATED WALL

STORMWATER COLLECTION CHAMBERS".

4. CHAMBER ROWS SHALL PROVIDE CONTINUOUS, UNOBSTRUCTED INTERNAL SPACE WITH NO

INTERNAL SUPPORTS THAT WOULD IMPEDE FLOW OR LIMIT ACCESS FOR INSPECTION.

5. THE STRUCTURAL DESIGN OF THE CHAMBERS, THE STRUCTURAL BACKFILL, AND THE

INSTALLATION REQUIREMENTS SHALL ENSURE THAT THE LOAD FACTORS SPECIFIED IN THE

AASHTO LRFD BRIDGE DESIGN SPECIFICATIONS, SECTION 12.12, ARE MET FOR: 1)

LONG-DURATION DEAD LOADS AND 2) SHORT-DURATION LIVE LOADS, BASED ON THE AASHTO

DESIGN TRUCK WITH CONSIDERATION FOR IMPACT AND MULTIPLE VEHICLE PRESENCES.

6. CHAMBERS SHALL BE DESIGNED, TESTED AND ALLOWABLE LOAD CONFIGURATIONS

DETERMINED IN ACCORDANCE WITH ASTM F2787, "STANDARD PRACTICE FOR STRUCTURAL

DESIGN OF THERMOPLASTIC CORRUGATED WALL STORMWATER COLLECTION CHAMBERS".

LOAD CONFIGURATIONS SHALL INCLUDE: 1) INSTANTANEOUS (<1 MIN) AASHTO DESIGN TRUCK

LIVE LOAD ON MINIMUM COVER 2) MAXIMUM PERMANENT (75-YR) COVER LOAD AND 3)

ALLOWABLE COVER WITH PARKED (1-WEEK)  AASHTO DESIGN TRUCK.

7. REQUIREMENTS FOR HANDLING AND INSTALLATION:

· TO MAINTAIN THE WIDTH OF CHAMBERS DURING SHIPPING AND HANDLING, CHAMBERS

SHALL HAVE INTEGRAL, INTERLOCKING STACKING LUGS.

· TO ENSURE A SECURE JOINT DURING INSTALLATION AND BACKFILL, THE HEIGHT OF THE

CHAMBER JOINT SHALL NOT BE LESS THAN 2”.

· TO ENSURE THE INTEGRITY OF THE ARCH SHAPE DURING INSTALLATION, a) THE ARCH

STIFFNESS CONSTANT AS DEFINED IN SECTION 6.2.8 OF ASTM F2922 SHALL BE GREATER

THAN OR EQUAL TO 400 LBS/IN/IN. AND b) TO RESIST CHAMBER DEFORMATION DURING

INSTALLATION AT ELEVATED TEMPERATURES (ABOVE 73° F / 23° C), CHAMBERS SHALL BE

PRODUCED FROM REFLECTIVE GOLD OR YELLOW COLORS.

8. ONLY CHAMBERS THAT ARE APPROVED BY THE SITE DESIGN ENGINEER WILL BE ALLOWED. UPON

REQUEST BY THE SITE DESIGN ENGINEER OR OWNER, THE CHAMBER MANUFACTURER SHALL

SUBMIT A STRUCTURAL EVALUATION FOR APPROVAL BEFORE DELIVERING CHAMBERS TO THE

PROJECT SITE AS FOLLOWS:

· THE STRUCTURAL EVALUATION SHALL BE SEALED BY A REGISTERED PROFESSIONAL

ENGINEER.

· THE STRUCTURAL EVALUATION SHALL DEMONSTRATE THAT THE SAFETY FACTORS ARE

GREATER THAN OR EQUAL TO 1.95 FOR DEAD LOAD AND 1.75 FOR LIVE LOAD, THE MINIMUM

REQUIRED BY ASTM F2787 AND BY SECTIONS 3 AND 12.12 OF THE AASHTO LRFD BRIDGE

DESIGN SPECIFICATIONS FOR THERMOPLASTIC PIPE.

· THE TEST DERIVED CREEP MODULUS AS SPECIFIED IN ASTM F2922 SHALL BE USED FOR

PERMANENT DEAD LOAD DESIGN EXCEPT THAT IT SHALL BE THE 75-YEAR MODULUS USED

FOR DESIGN.

9. CHAMBERS AND END CAPS SHALL BE PRODUCED AT AN ISO 9001 CERTIFIED MANUFACTURING

FACILITY.

SC-310 STORMTECH CHAMBER
SPECIFICATIONS

IMPORTANT - NOTES FOR THE BIDDING
AND INSTALLATION OF THE SC-310 SYSTEM

NOTES FOR CONSTRUCTION
EQUIPMENT
1. STORMTECH SC-310 CHAMBERS SHALL BE INSTALLED IN ACCORDANCE WITH THE

"STORMTECH SC-310/SC-740/DC-780 CONSTRUCTION GUIDE".

2. THE USE OF CONSTRUCTION EQUIPMENT OVER SC-310 & SC-740 CHAMBERS IS

LIMITED:

· NO EQUIPMENT IS ALLOWED ON BARE CHAMBERS.

· NO RUBBER TIRED LOADERS, DUMP TRUCKS, OR EXCAVATORS ARE ALLOWED

UNTIL PROPER FILL DEPTHS ARE REACHED IN ACCORDANCE WITH THE

"STORMTECH SC-310/SC-740/DC-780 CONSTRUCTION GUIDE".

· WEIGHT LIMITS FOR CONSTRUCTION EQUIPMENT CAN BE FOUND IN THE

"STORMTECH SC-310/SC-740/DC-780 CONSTRUCTION GUIDE".

3. FULL 36" (900 mm) OF STABILIZED COVER MATERIALS OVER THE CHAMBERS IS

REQUIRED FOR DUMP TRUCK TRAVEL OR DUMPING.

USE OF A DOZER TO PUSH EMBEDMENT STONE BETWEEN THE ROWS OF CHAMBERS MAY

CAUSE DAMAGE TO THE CHAMBERS AND IS NOT AN ACCEPTABLE BACKFILL METHOD. ANY

CHAMBERS DAMAGED BY THE "DUMP AND PUSH" METHOD ARE NOT COVERED UNDER THE

STORMTECH STANDARD WARRANTY.

CONTACT STORMTECH AT 1-888-892-2694 WITH ANY QUESTIONS ON INSTALLATION

REQUIREMENTS OR WEIGHT LIMITS FOR CONSTRUCTION EQUIPMENT.
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EROSION AND SEDIMENTATION CONTROL  GENERAL NOTES 1. CONDUCT ALL CONSTRUCTION IN A MANNER AND SEQUENCE THAT CAUSES CONDUCT ALL CONSTRUCTION IN A MANNER AND SEQUENCE THAT CAUSES THE LEAST PRACTICAL DISTURBANCE OF THE PHYSICAL ENVIRONMENT, BUT IN NO BUT IN NO CASE SHALL EXCEED 2 ACRES AT ANY ONE TIME BEFORE DISTURBED AREAS ARE STABILIZED.  .  2. ALL AREAS SHALL BE STABILIZED WITHIN 45 DAYS OF INITIAL ALL AREAS SHALL BE STABILIZED WITHIN 45 DAYS OF INITIAL DISTURBANCE.  3. ALL DITCHES, SWALES AND PONDS MUST BE STABILIZED PRIOR TO ALL DITCHES, SWALES AND PONDS MUST BE STABILIZED PRIOR TO DIRECTING FLOW TO THEM. 4. ALL GROUND AREAS OPENED UP FOR CONSTRUCTION WILL BE STABILIZED ALL GROUND AREAS OPENED UP FOR CONSTRUCTION WILL BE STABILIZED WITHIN 24 HOURS OF EARTH-DISTURBING ACTIVITIES BEING CEASED, AND WILL BE FULLY STABILIZED NO LONGER THAN 14 DAYS AFTER INITIATION,  (SEE NOTE 11 FOR DEFINITION OF STABLE).  ALL SOILS FINISH GRADED MUST BE STABILIZED WITHIN SEVENTY TWO HOURS OF DISTURBANCE. ALL TEMPORARY OR LONG TERM SEEDING MUST BE APPLIED TO COMPLY WITH "WINTER CONSTRUCTION NOTES" (SEE WINTER CONSTRUCTION NOTES). EMPLOY TEMPORARY EROSION AND SEDIMENTATION CONTROL DEVICES AS DETAILED ON THIS PLAN AS NECESSARY UNTIL ADEQUATE STABILIZATION HAS BEEN ASSURED (SEE NOTE 11 FOR DEFINITION OF STABLE). 5. TEMPORARY & LONG TERM SEEDING: USE SEED MIXTURES, FERTILIZER, LIME TEMPORARY & LONG TERM SEEDING: USE SEED MIXTURES, FERTILIZER, LIME AND MULCHING AS RECOMMENDED (SEE  SEEDING AND STABILIZATION NOTES). 6. SILTSOXX FENCING TO BE SECURELY EMBEDDED AND STAKED AS DETAILED. SILTSOXX FENCING TO BE SECURELY EMBEDDED AND STAKED AS DETAILED. WHEREVER POSSIBLE A VEGETATED STRIP OF AT LEAST TWENTY FIVE FEET IS TO BE KEPT BETWEEN SILTSOXX AND ANY EDGE OF WET AREA. 7. SEEDED AREAS WILL BE FERTILIZED AND RE-SEEDED AS NECESSARY TO SEEDED AREAS WILL BE FERTILIZED AND RE-SEEDED AS NECESSARY TO ENSURE VEGETATIVE ESTABLISHMENT. 8. SEDIMENT BASIN(S), IF REQUIRED, TO BE CHECKED AFTER EACH SIGNIFICANT SEDIMENT BASIN(S), IF REQUIRED, TO BE CHECKED AFTER EACH SIGNIFICANT RAINFALL AND CLEANED AS NEEDED TO RETAIN DESIGN CAPACITY. 9. SILTSOXX FENCING WILL BE CHECKED REGULARLY AND AFTER EACH SILTSOXX FENCING WILL BE CHECKED REGULARLY AND AFTER EACH SIGNIFICANT RAINFALL. NECESSARY REPAIRS WILL BE MADE TO CORRECT UNDERMINING OR DETERIORATION OF THE BARRIER AS WELL AS CLEANING, REMOVAL AND PROPER DISPOSAL OF TRAPPED SEDIMENT. 10. TREATMENT SWALES WILL BE CHECKED WEEKLY AND REPAIRED WHEN TREATMENT SWALES WILL BE CHECKED WEEKLY AND REPAIRED WHEN NECESSARY UNTIL ADEQUATE VEGETATIVE COVER HAS BEEN ESTABLISHED.  11. AN AREA SHALL BE CONSIDERED FULLY STABLE IF ONE OF THE FOLLOWING AN AREA SHALL BE CONSIDERED FULLY STABLE IF ONE OF THE FOLLOWING HAS OCCURRED: BASE COURSE GRAVELS HAVE BEEN INSTALLED IN AREAS TO BE PAVED A MINIMUM OF 85% VEGETATED GROWTH HAS BEEN ESTABLISHED A MINIMUM OF 3" OF NON-EROSIVE MATERIAL SUCH AS STONE OR RIP RAP HAS BEEN INSTALLED. EROSION CONTROL BLANKETS HAVE BEEN PROPERLY INSTALLED. 11. ALL EROSION AND SEDIMENTATION CONTROL MEASURES IN THE PLAN SHALL ALL EROSION AND SEDIMENTATION CONTROL MEASURES IN THE PLAN SHALL MEET THE DESIGN BASED ON STANDARDS AND SPECIFICATIONS SET FORTH IN THE STORM WATER MANAGEMENT AND EROSION AND SEDIMENTATION CONTROL HANDBOOK FOR URBAN AND DEVELOPING AREAS IN NEW HAMPSHIRE (DECEMBER 2008 OR LATEST) PREPARED BY ROCKINGHAM COUNTY CONSERVATION DISTRICT, N.H. DES AND NRCS.
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PLANTING NOTES:  1. ALL PLANT MATERIALS SHALL BE FIRST QUALITY NURSERY GROWN STOCK. ALL PLANT MATERIALS SHALL BE FIRST QUALITY NURSERY GROWN STOCK. 2. ALL PLANTS SHALL BE PLANTED IN ACCORDANCE WITH NEW HAMPSHIRE ALL PLANTS SHALL BE PLANTED IN ACCORDANCE WITH NEW HAMPSHIRE LANDSCAPE ASSOCIATION STANDARDS AND GUARANTEED FOR ONE YEAR BY THE LANDSCAPE CONTRACTOR. 3. ALL TREES AND SHRUBS SHALL HAVE WATER SAUCERS BUILT AROUND THEIR ALL TREES AND SHRUBS SHALL HAVE WATER SAUCERS BUILT AROUND THEIR BASES AND THESE SHALL BE MULCHED WITH 4" OF DARK BROWN AGED BARK MULCH. MULCH MUST BE KEPT 2" AWAY FROM THEIR TRUNKS.  4. ALL TREES AND SHRUBS SHALL BE PLANTED AND MULCHED BEFORE LAWN IS ALL TREES AND SHRUBS SHALL BE PLANTED AND MULCHED BEFORE LAWN IS SEEDED.  MAINTENANCE REQUIREMENTS:  1. ALL TREES, SHRUBS, AND PERENNIALS WILL NEED TO BE WATERED THROUGH ALL TREES, SHRUBS, AND PERENNIALS WILL NEED TO BE WATERED THROUGH THANKSGIVING DURING THE FIRST SEASON IN WHICH THEY ARE INSTALLED. 2. AN UNDERGROUND DRIP IRRIGATION SYSTEM IS RECOMMENDED. IF AN AN UNDERGROUND DRIP IRRIGATION SYSTEM IS RECOMMENDED. IF AN UNDERGROUND DRIP IRRIGATION SYSTEM IS NOT INSTALLED, SOAKER HOSES WOUND THROUGHOUT PLANTING BEDS ARE ACCEPTABLE. ALTHOUGH OVERHEAD SPRINKLERS ARE RECOMMENDED FOR LAWN AREAS, THEY ARE NOT ACCEPTABLE FOR IRRIGATING TREES AND SHRUBS.
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LONG TERM SEEDING *WELL TO MODERATELY WELL DRAINED SOILS FOR CUT AND FILL AREA AND FOR WATERWAYS AND CHANNELS SEEDING MIXTURE C lb/ACRE lb/1000SF lb/1000SF TALL FESCUE 20 0.45 20 0.45 0.45 CREEPING RED FESCUE 20 0.45 20 0.45 0.45 RED CLOVER (ALSIKE) 20 0.45 20 0.45 0.45 TOTAL 48  1.35 48  1.35  1.35 LIME:  AT 2 TONS PER ACRE OR 100 LBS PER 1,000 S.F. FERTILIZER:  10 20 20 (NITROGEN, PHOSPHATE, POTASH AT 500# PER ACRE. MULCH:  HAY OR CLEAN STRAW; 2 TONS/ACRE OR 2 BALES/1000 S.F. GRADING  AND SHAPING: SLOPES SHALL NOT BE STEEPER THAN 2 TO 1.  3 TO 1 OR FLATTER  SLOPES ARE PREFERRED. SEEDBED PREPARATION: SURFACE AND SEEPAGE WATER SHOULD BE DRAINED OR DIVERTED FROM THE SITE TO PREVENT DROWNING OR WINTER KILLING OF THE PLANTS. STONES LARGER THAN FOUR INCHES AND TRASH SHOULD BE REMOVED. SOD SHOULD BE TILLED TO A DEPTH OF FOUR INCHES TO PREPARE SEEDBED.  FERTILIZER & LIME SHOULD BE MIXED INTO THE SOIL. THE SEEDBED SHOULD BE LEFT IN A REASONABLY FIRM AND SMOOTH  CONDITION. THE LAST TILLAGE OPERATION SHOULD BE PERFORMED  ACROSS THE SLOPE WHEREVER PRACTICAL. * FROM: STORMWATER MANAGEMENT AND EROSION AND SEDIMENTATION STORMWATER MANAGEMENT AND EROSION AND SEDIMENTATION CONTROL HANDBOOK FOR URBAN AND DEVELOPING AREAS IN NEW HAMPSHIRE, , DECEMBER 2008.
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