
HDC 
ADMINISTRATIVE APPROVALS 

 

November 01, 2023 

 

1. 169 Lafayette Road, Unit 2  -Recommended Approval 

 

2. 466 Marcy Street    -Recommended Approval 

  

3. 260 Marcy Street    -Recommended Approval 

 

4. 70 Maplewood Avenue   -Recommended Approval 

 

5. 500 Market Street, Unit 10R  -Recommended Approval 

 

6. 500 Market Street, Unit 12R  -Recommended Approval 

 

7. 48 South Street    -Recommended Approval 

 

8. 50 South School Street, Unit 3   -Recommended Approval 

 

9. 40 Market Street    -Recommended Approval 

 

10. 795 Middle Street    -Recommended Approval 

 

11. 111 State Street    -Recommended Approval 

 

12. 425 Islington Street    -Recommended Approval 

 

13. 33 Johnson Court    -Recommended Approval 

 

14. 113 Daniel Street     -Recommended Approval 

 

15. 411 The Hill      -Recommended Approval 



1. 169 lafayette Road, Unit 2  -Recommended Approval 

 

 
Background: The applicant is seeking approval for the installation of a fence for Unit 2. The 

applicant has submitted (2) options. 

Staff Comment: Recommended Approval 
 

 

Stipulations:  

 

1. _________________________________________________ 

2. _________________________________________________ 

3. _________________________________________________ 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 



City of Portsmouth, NH 10/26/2023

LUHD-680

Historic District Commission Work

Session or Administrative Approval

Application

Status: Active

Submitted On: 9/6/2023

Primary Location

169 LAFAYETTE RD

Portsmouth, NH 03801

Owner

SWEENEY CAITLIN C & SCHOEN ANDREW

MERRICK

169 LAFAYETTE RD #2 PORTSMOUTH, NH

03801

Applicant

Caitlin Sweeney

603-502-6615

caitlin.sweeney33@gmail.com

169 Lafayette Rd. #2

Portsmouth, NH 03801

Application Type

Please select application type from the drop down

menu below

Administrative Approval

Alternative Project Address

Project Information

Brief Description of Proposed Work*

Description of Proposed Work (Planning Staff)

Project Representatives

Relationship to Project

Owner

If you selected "Other", please state relationship

to project.

Full Name (First and Last)

Andrew Schoen

Business Name (if applicable)

Mailing Address (Street)

169 Lafayette Rd #2

City/Town

Portsmouth

State

NH

Zip Code

03801

Install fence on Unit 2 sideyard

the installation of a metal fence on the side yard for Unit #2



169 Lafayette Road #2
Portsmouth, NH 03801

Fence Proposal for HDC consideration
Owners:  Caitlin Sweeney and Andrew Schoen



Property Map



Property Map – Fence Boundaries

Unit 1 fence

Unit 1 and Unit 2 currently have wood 
fence structures (details on slide 11)

Unit 2 requests to install a semi-private 
fence to contain dogs due to busy area but 
still have visibility to property from street.

First proposal is black aluminum fence, 
which did not receive administrative 
approval on 04OCT23.  Would like to review 
proposal again with HDC in more detail:
• Black would suit Victorian façade and 

would match the shutters, maintaining 
classic and elegant look

• Esthetics of aluminum black fence would 
provide a less obstructive view for both 
homeowner and passersby than a 
wooden fence 

Second proposal is cedar fence.



Note:  Fence on property 
157 Lafayette Rd has since 

been removed (not 
replaced)



Option 1 
(Preferred)

• Regis style #4230 (4 foot) with 
standard flat top gate (right) or 
upgrade arched accent gate 
(below right)

• Details / specs in next slide





169 Lafayette Rd.  Unit 2 
(Side Yard) as viewed 
from Lafayette Road

Proposed Fence 
boundary between 157 
and 169 Lafayette Rd.



GATE

GATE

Lafayette Rd. View



GATE

GATE

Lafayette Rd. View



GATE

16 ft GATE

16 Foot Gate (2 x 8 ft sections) to be installed at asphalt / grass line 
(in front of cars) to enable snow removal 

South St. View



Existing Fences on 169 Lafayette Property

South St. View

Detailed View

Detailed View



Properties in Historic District with black metal fences

11 Richards Avenue  (front facing to Middle Street)



Option 2

• Premium 1x4 Square Edge Cedar 
Spaced Board Sections with 1 x 2 
Capstrips

• Built in Traditional Dowel System and 
Installed on capped 5 x 5 Cedar Posts

• Material same as other fences on 
property

• More apparent/ visible from street, 
would not blend in as well as satin 
black metal fence



169 Lafayette Rd.  Unit 2 
(Side Yard) as viewed 
from Lafayette Road

Proposed Fence 
boundary between 157 
and 169 Lafayette Rd.



GATE

GATE

Lafayette Rd. View



GATE

GATE

Lafayette Rd. View



GATE

GATE

Larger Gate to be installed at asphalt / grass line (in front of cars) to 
enable snow removal 

South St. View



Recent administrative approvals (HDC) for 
fencing in historic district



2. 466 Marcy Street  - Request to Postpone 

 

 
Background: The applicant has requested to postpone to the December 06, 2023 meeting. 

Staff Comment: Request to Postpone 
 

 

Stipulations:  

 

1. _________________________________________________ 

2. _________________________________________________ 

3. _________________________________________________ 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
 



3. 260 Marcy Street  - Recommended Approval 

 

 
Background: The applicant is seeking approval for the replacement of the existing concrete 

retaining wall and side and rear yard hardscapes. The applicant has decided to forgo the 

steps from Marcy Street to the side/rear yard and the existing fence will remain in place. 

Staff Comment: Recommended Approval 
 

 

Stipulations:  

 

1. _________________________________________________ 

2. _________________________________________________ 

3. _________________________________________________ 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 



City of Portsmouth, NH 10/26/2023

LUHD-653

Historic District Commission Work

Session or Administrative Approval

Application

Status: Active

Submitted On: 7/24/2023

Primary Location

260 MARCY ST

Portsmouth, NH 03801

Owner

DOROW LAUREEN & JEFFREY

PO BOX 536 WATERVILLE VALLEY, NH 03215

Applicant

Michael Vieira

603-815-2326

naturesedgenh@yahoo.com

P.O. Box 816

Portsmouth , NH 03802

Application Type

Please select application type from the drop down

menu below

Administrative Approval

Alternative Project Address

Project Information

Brief Description of Proposed Work*

Description of Proposed Work (Planning Staff)

Acknowledgement

I certify that the information given is true and

correct to the best of my knowledge.*

By checking this box, I agree that this is equivalent

to a handwritten signature and is binding for all

purposes related to this transaction*

I hereby certify that as the applicant for permit, I

am*

Other

If you selected "Other" above, please explain your

relationship to this project. Owner authorization is

required.

Contractor, Michael Vieira will be

responsible for the installation of project

Replacing existing concrete paver patio with granite patio and granite posts and 

sitting walls.

The deteriorating concrete curbing which runs along Marcy st and meeting house hill 

rd will also be replaced with granite blocks, with steps entering the back yard where 

the patio is being replaced.

replace the existing concrete retaining wall (that abuts Marcy Street) with a new 

granite retaining wall and steps to side/back yard and replace existing patio with a 

granite patio with seating and lighting



 



City of Portsmouth, NH October 27, 2023

260 Marcy Street

Property Information

Property ID 0103-0049-0000
Location 260 MARCY ST
Owner DOROW LAUREEN & JEFFREY

MAP FOR REFERENCE ONLY
NOT A LEGAL DOCUMENT

City of Portsmouth, NH makes no claims and no warranties,
expressed or implied, concerning the validity or accuracy of
the GIS data presented on this map.

Geometry updated 08/24/2023
Data updated 3/9/2022

Print map scale is approximate.
Critical layout or measurement
activities should not be done using
this resource.

1" = 60.90961761044959 ft



 



 

4. 70 Maplewood Avenue  - Recommended Approval 

 

 
Background: The applicant is seeking approval for changes to a previously approved design: 

 

Staff Comment: Recommended Approval 
 

 

Stipulations:  

 

1. _________________________________________________ 

2. _________________________________________________ 

3. _________________________________________________ 



City of Portsmouth, NH 10/26/2023

LUHD-690

Historic District Commission Work

Session or Administrative Approval

Application

Status: Active

Submitted On: 10/13/2023

Primary Location

70 MAPLEWOOD AVE

Portsmouth, NH 03801

Owner

EIGHTKPH LLC

233 VAUGHN ST UNIT 301 PORTSMOUTH, NH

03801

Applicant

Carla Goodknight

603-431-2808

carla@cjarchitects.net

233 Vaughan Street

Suite 101

Portsmouth, NH 03801

Application Type

Please select application type from the drop down

menu below

Administrative Approval

Alternative Project Address

161 Deer Street

Project Information

Brief Description of Proposed Work*

Description of Proposed Work (Planning Staff)

Project Representatives

Relationship to Project

Architect

If you selected "Other", please state relationship

to project.

Full Name (First and Last)

Carla Goodknight

Business Name (if applicable)

Mailing Address (Street)

233 Vaughan Street

City/Town

Portsmouth

State

NH

Zip Code

03801

Minor changes to approved design. 













5. 500 Market Street, Unit 10R - Recommended Approval 

 

 
Background: The applicant is seeking approval for the replacement of (2) windows and a 

patio door. The new windows will be the same size, but will open to allow for proper 

egress. 

Staff Comment: Recommended Approval 
 

 

Stipulations:  

 

1. _________________________________________________ 

2. _________________________________________________ 

3. _________________________________________________ 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 



City of Portsmouth, NH 10/26/2023

LUHD-689

Historic District Commission Work

Session or Administrative Approval

Application

Status: Active

Submitted On: 10/12/2023

Primary Location

500 MARKET ST

Portsmouth, NH 03801

Owner

David S Porter

Unit 10R 500 Market Street Portsmouth, NH

03801

Applicant

David Porter

339-364-0255

dporter14@gmail.com

135 Market Street

Unit E

Portsmouth, NH 03801

Application Type

Please select application type from the drop down

menu below

Administrative Approval

Alternative Project Address

Project Information

Brief Description of Proposed Work*

Description of Proposed Work (Planning Staff)

Project Representatives

Relationship to Project

Owner

If you selected "Other", please state relationship

to project.

Full Name (First and Last)

David Porter

Business Name (if applicable)

Mailing Address (Street)

135 Market Street, Unit E

City/Town

Portsmouth

State

NH

Zip Code

03801

Replace old Anderson Windows with New matching Anderson windows of same size, 

configuration and color





















6. 500 Market Street, Unit 12R  - Recommended Approval 

 

 
Background: The applicant is seeking approval for the replacement of (6) windows and a 

patio door. 

Staff Comment: Recommended Approval 
 

 

Stipulations:  

 

1. _________________________________________________ 

2. _________________________________________________ 

3. _________________________________________________ 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 



City of Portsmouth, NH 10/26/2023

LUHD-686

Historic District Commission Work

Session or Administrative Approval

Application

Status: Active

Submitted On: 10/2/2023

Primary Location

500 MARKET ST

Portsmouth, NH 03801

Owner

NEW ENGLAND ALL STAR CONSULT LLC

253 MAIN ST NASHUA, NH 03060

Applicant

JAIME MORIN

860-952-4112

renewalbyandersen@gopermits.org

30 FORBES RD

Northborough, MA 01532

Application Type

Please select application type from the drop down

menu below

Administrative Approval

Alternative Project Address

Project Information

Brief Description of Proposed Work*

Description of Proposed Work (Planning Staff)

Acknowledgement

I certify that the information given is true and

correct to the best of my knowledge.*

By checking this box, I agree that this is equivalent

to a handwritten signature and is binding for all

purposes related to this transaction*

I hereby certify that as the applicant for permit, I

am*

Other

If you selected "Other" above, please explain your

relationship to this project. Owner authorization is

required.

Authorized agent

INTERNAL USE ONLY -- Historic District Commission Review and

Approval

HDC Certificate of Approval Granted HDC Approval Date

–

Remove and replace 6 windows and 1 patio door with like sizes. No structural work.



HISTORICAL PROJECT – WINDOW REPLACEMENT

Home Owner – Linda Haytayan

500 Market St., Unit 12R, Portsmouth, NH 03801

RENEWAL BY ANDERSEN - Boston, MA







WHY THEY NEED REPLACED

The homeowner is looking to update and replace 6 windows and 1 patio door.

They are on the rear unit of the building. The homeowner is looking to replace these with Andersen Wood Composite windows with white interiors and 

dark bronze exterior. The windows around the home are hard to open and close. All windows are drafty and are not energy efficient. 

The homeowner would like to update the windows to modern standards, the ease of operation and increase the windows energy efficiency while 

maintaining the traditional look of the home.

Our goal is to keep to the original look of the windows while updating the design so that the homeowners can use this room with more comfort and 

ease.



Our Product – Fibrex Material

Click on “Fibrex Material” to watch How Fibrex is Made

Click on “Durability Study” to watch 20 Year Durability Test

Fibrex 20 Year Durability Study

https://www.youtube.com/watch?v=tO1cs8B3cIw
https://www.bing.com/videos/search?q=renewal%2Bby%2Banderen%2Bdurability%2Bstudy%2Byoutube&&view=detail&mid=7AF5B5BF493BB1531A8E7AF5B5BF493BB1531A8E&&FORM=VDRVRV




Preserving the historic architecture visually!







7. 48 South Street   - Recommended Approval 

 

 
Background: The applicant is seeking approval for replacement windows and siding to be 

replaced or repaired as needed). 

Staff Comment: Recommended Approval 
 

 

Stipulations:  

 

1. _________________________________________________ 

2. _________________________________________________ 

3. _________________________________________________ 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 



City of Portsmouth, NH 10/26/2023

LUHD-698

Historic District Commission Work

Session or Administrative Approval

Application

Status: Active

Submitted On: 10/26/2023

Primary Location

48 SOUTH ST

Portsmouth, NH 03801

Owner

HOLLAND KATHLEEN A REVO TRUST &

HOLLAND KATHLEEN A TRUSTEE

48 SOUTH ST PORTSMOUTH, NH 03801

Applicant

Keith Hornberger

603-841-6224

khornberger83@gmail.com

121 Wakefield St

Rochester , NH 03866

Application Type

Please select application type from the drop down

menu below

Administrative Approval

Alternative Project Address

Project Information

Brief Description of Proposed Work*

Description of Proposed Work (Planning Staff)

Acknowledgement

I certify that the information given is true and

correct to the best of my knowledge.*

By checking this box, I agree that this is equivalent

to a handwritten signature and is binding for all

purposes related to this transaction*

I hereby certify that as the applicant for permit, I

am*

Other

If you selected "Other" above, please explain your

relationship to this project. Owner authorization is

required.

The contractor

INTERNAL USE ONLY -- Historic District Commission Review and

Approval

HDC Certificate of Approval Granted HDC Approval Date

–

13 new windows, 900 square feet of new siding



 

Photo from 2011 



 

Photo from 2011 

 

 

 

 

 

 

 

 

 

 

 

 



 



Current conditions  
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ELDH-1 11708532
Architectural Detail Manual

                                                                      Elevate Double Hung

2023-04-17

Unit Features
Elevate Double Hung: ELDH
Elevate Double Hung Picture: ELDH P
Elevate Double Hung Transom: ELDH TR
Elevate Double Hung IZ3: ELDH IZ3
Elevate Double Hung Picture IZ3: ELDH P IZ3

For applicable certification and code information, refer to the Introduction and Product Performance chapter.

Frame and Sash:
 The frame and sash exteriors are made of Ultrex® and meets all the requirements of AAMA 624-10. 
Exterior colors: Stone White, Pebble Gray, Bronze, Cashmere, Gunmetal, or Ebony. Frame and sash color may be selected

independently.
 The interior is non finger-jointed pine, kiln dried to a moisture content of 6-12% at time of fabrication. Water-repellent,

preservative treated. 
 Interior wood is available as Pine bare wood or factory-applied white, clear, and designer black interior finish. Frame and sash

color may be selected independently.
Frame:
Composite frame thickness is 1 9/16", (40). Frame width is 4 9/16", (116). Flat bottom sill with 13 degree bevel. Non finger-jointed

pine interior frame liner is applied to all units. Ultrex is .075" (2) thick. 
Sash:
Composite sash thickness is 1 17/32" (39).  Ultrex is .070" (2) thick.

Jamb Extension:
Extension Thickness: 9/16" (14)
Multiple depths available from 1/8" (3), 1/4"(6), and depths varying between 1/2"(13) and 4"(102) at 1/16" (2) increments
Maximum jamb depth is 8 9/16". (217)
 6 13/16" (173) or 6 13/16" (173) jamb extension - factory-applied
All other jamb depth options are available shipped loose.
Material: Bare Pine
Option: factory applied white, designer black and clear lacquer interior finish

Hardware:
 The balance system is a coil spring block and tackle system, with nylon cord and zinc locking shoe. 
Both sash tilt into the room for cleaning or removal for painting without removing the screen.
High-pressure zinc die cast check rail lock and keeper. 
 Lock employs a cam-lock mechanism.

◦ Color: Almond Frost, White, or Matte Black. Optional Bright Brass, Oil Rubbed Bronze, and Satin Nickel.
Each sash employs spring loaded tilt latches to allow for easy tilting or sash.
On IZ3 units CN32 widths and wider, two locks are mounted. 
Optional factory applied Window Opening Control Device is available on all sizes. A system consisting of an acetal lever housed

in an acetal shell on each stile of the top sash. This device works in accordance to ASTM F2090-10 standard specification for
window fall prevention devices with emergency escape.
◦ Color: White, Beige, and Black.

Installation:
 Factory applied folding nailing fin and drip cap system

◦ Optional installation brackets for masonry available
◦ Optional through jamb installation method with brackets
◦ Factory supplied field mulling kits are available for standard assemblies, or 30° and 45° Bay assemblies.

Recommended method for IZ3 glazed units is installation clips and nailing fin. 



                                                                     Elevate Double Hung

ELDH-2 11708532
Architectural Detail Manual

2023-04-17

Unit Features Continued
Glazing:
Dual-pane units are manufactured with an 11/16" (17) IG with Low E1, E2, E3, or E3/ERS coatings including argon gas or air fill.

Clear (uncoated) glass available with air fill only.
◦ Tripane not available.

 Tempered glass and/or obscure glass, and California Fire glass (annealed exterior and tempered interior glazing configuration)
are available as an option.

 The glazing seal is a silicone bedding on both interior and exterior surfaces utilized in a sandwich style sash.
STC/OITC values are available for standard 3.1 mm glass thickness.

◦ Optional 3.1/4.7 STC/OITC Upgrade glass is available. See the Product Performance chapter for STC and OITC ratings.
Decorative glass options include glue chip, rain, reed, narrow reed, frost, and tinted (bronze, gray, or green). Decorative glass is

not available with Low E1, Low E3/ERS or STC/OITC Upgrade options. 

IZ3 Glazing:
Optional IZ3 available on selected sizes.

◦ IZ3 for winds up to 140 miles per hour.
Glass is laminated insulated Low E2 or E3 Argon, consisting of annealed or tempered glass exterior and laminated glass interior. 
 The laminated glass is comprised of two pieces of glass with either a SGP or PVB laminate layer between.

◦ Interior and exterior glazing compound is silicone, in a sandwich style glazing system.

Weather Strip:
All units are dual weather stripped.
All weather strip is beige, black, or white in color.
 Jamb weather strip is a robust foam weather strip that is inserted into a rigid vinyl jamb carrier and used to seal sash to jambs.

An additional jamb weather strip is inserted into Ultrex/wood and seals bottom sash to jamb.
Parting stop is vinyl with a flexible leaf to seal between the header and the upper sash. 
Check rail weather strip is a hollow bulb weather strip attached to bottom of sash.
 Flat foam gasket is used between the jamb and sill.
Picture and transom units is a hollow bulb weather strip that is inserted into rigid vinyl jamb carrier and head jamb carrier to seal

sash. Operator units have a hollow-bulb bottom rail weather strip that seals against the sill. 

Screen:
 Full screen is standard. Half-screen option is available.
Screen Frame: Aluminum Screen Frame. Option: None

◦ Color to match exterior frame color
Marvin BrightView™, Options: None.
Spring loaded pins for installation.
A screen cross bar will be added when Frame OM (height) is equal to or greater than 47 1/2" (1207). 

Interior Jamb Cap:
Units with Designer Black or White interior finishes are assembled with Interior Jamb Caps and use Jamb Liners with kerfs on the

jambs and head jamb.
 Interior Jamb Caps are color matched to the interior finish.



ELDH-3 11708532
Architectural Detail Manual

                                                                      Elevate Double Hung

2023-04-17

Unit Features Continued
Interior / Exterior Simulated Divided Lites (SDL):
 Interior bar: 7/8" (22) wide bars

◦ Pine bare wood with optional white, clear, or designer black interior finish
Exterior bar: 7/8" (22) wide bars Ultrex, finish to match exterior

◦ Patterns available: Rectangle, Cottage style cut, 9 lite Prairie cut or 6 lite Prairie for top sash, bottom sash, or both.
ELDHP Only: Simulated check rail option: 2 11/32" (60). 

◦ Patterns available: simulated rail in standard center or customer specified location with 7/8"’ (22) patterns above, below or both
in patterns of rectangular equal lite or prairie lite cut. 

SDL is unavailable with rain, reed, and narrow reed decorative glass patterns. Glue chip pattern requires tempered glass.
Available for tinted glass without spacer bars only. 

Grilles-Between-The-Glass (GBG):
 23/32" (18) contoured aluminum bar placed between two panes of glass
Pattern: Standard rectangular pattern, 6 or 9 lite Prairie cut, or Cottage style cut

◦ Exterior colors: Stone White, Pebble Gray, Bronze, Cashmere, Gunmetal, or Ebony
◦ Interior Colors: White, Bronze or Black

GBGs are not available on IZ3 units or tinted glass.

NOTE: Direct Glaze Round Top with GBG or SDL will only align with the default lite cut of the unit it is intended to be mulled with.
NFRC values are now located on www.marvin.com. 
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ELDH-4 11708532
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Egress and Vent Openings: Standard Product

ft - in mm ft - in mm ft2 m2 ft - in mm Sq. Ft. m2 Sq. Ft. m2
2236  1-6 3/8 (467) 1-0 31/32 (329) 1.65 (0.15) 4-0 47/64 (1238) 1.65 (0.15) 2.98 (0.28)
2240  1-6 3/8 (467) 1-2 31/32 (380) 1.91 (0.18) 3-8 47/64 (1136) 1.91 (0.18) 3.42 (0.32)
2244  1-6 3/8 (467) 1-4 31/32 (431) 2.17 (0.20) 3-4 47/64 (1035) 2.17 (0.20) 3.85 (0.36)
2248  1-6 3/8 (467) 1-6 31/32 (482) 2.42 (0.22) 3-0 47/64 (933) 2.42 (0.22) 4.29 (0.40)
2252  1-6 3/8 (467) 1-8 31/32 (533) 2.68 (0.25) 2-8 47/64 (831) 2.68 (0.25) 4.73 (0.44)
2256  1-6 3/8 (467) 1-10 31/32 (583) 2.93 (0.27) 2-4 47/64 (730) 2.93 (0.27) 5.16 (0.48)
2260  1-6 3/8 (467) 2-0 31/32 (634) 3.19 (0.30) 2-0 47/64 (628) 3.19 (0.30) 5.60 (0.52)
2264  1-6 3/8 (467) 2-2 31/32 (685) 3.44 (0.32) 1-8 47/64 (527) 3.44 (0.32) 6.03 (1.46)
2268  1-6 3/8 (467) 2-4 31/32 (736) 3.70 (0.34) 1-4 47/64 (425) 3.70 (0.34) 6.47 (0.60)
2272  1-6 3/8 (467) 2-6 31/32 (787) 3.95 (0.37) 1-0 47/64 (323) 3.95 (0.37) 6.90 (0.64)
2276  1-6 3/8 (467) 2-8 31/32 (837) 4.21 (0.39) 0-8 47/64 (222) 4.21 (0.39) 7.34 (0.68)
2280  1-6 3/8 (467) 2-10 31/32 (888) 4.46 (0.41) 0-4 47/64 (120) 4.46 (0.41) 7.78 (0.72)
2284  1-6 3/8 (467) 3-0 31/32 (939) 4.72 (0.44) 0-0 47/64 (19) 4.72 (0.44) 8.21 (0.76)
2636  1-10 3/8 (568) 1-0 31/32 (329) 2.02 (0.19) 4-0 47/64 (1238) 2.02 (0.19) 3.74 (0.35)
2640  1-10 3/8 (568) 1-2 31/32 (380) 2.33 (0.22) 3-8 47/64 (1136) 2.33 (0.22) 4.29 (0.40)
2644  1-10 3/8 (568) 1-4 31/32 (431) 2.64 (0.24) 3-4 47/64 (1035) 2.64 (0.24) 4.84 (0.45)
2648  1-10 3/8 (568) 1-6 31/32 (482) 2.95 (0.27) 3-0 47/64 (933) 2.95 (0.27) 5.38 (0.50)
2652  1-10 3/8 (568) 1-8 31/32 (533) 3.26 (0.30) 2-8 47/64 (831) 3.26 (0.30) 5.93 (0.55)
2656  1-10 3/8 (568) 1-10 31/32 (583) 3.57 (0.33) 2-4 47/64 (730) 3.57 (0.33) 6.48 (0.60)
2660  1-10 3/8 (568) 2-0 31/32 (634) 3.88 (0.36) 2-0 47/64 (628) 3.88 (0.36) 7.02 (0.65)
2664  1-10 3/8 (568) 2-2 31/32 (685) 4.19 (0.39) 1-8 47/64 (527) 4.19 (0.39) 7.57 (0.70)
2668  1-10 3/8 (568) 2-4 31/32 (736) 4.50 (0.42) 1-4 47/64 (425) 4.50 (0.42) 8.12 (0.75)
2672  1-10 3/8 (568) 2-6 31/32 (787) 4.81 (0.45) 1-0 47/64 (323) 4.81 (0.45) 8.66 (0.80)
2676  1-10 3/8 (568) 2-8 31/32 (837) 5.12 (0.48) 0-8 47/64 (222) 5.12 (0.48) 9.21 (0.86)
2680  1-10 3/8 (568) 2-10 31/32 (888) 5.43 (0.50) 0-4 47/64 (120) 5.43 (0.50) 9.76 (0.91)
2684 E 1-10 3/8 (568) 3-0 31/32 (939) 5.74 (0.53) 0-0 47/64 (19) 5.74 (0.53) 10.31 (0.96)
3036  2-2 3/8 (670) 1-0 31/32 (329) 2.38 (0.22) 4-0 47/64 (1238) 2.38 (0.22) 4.50 (0.42)
3040  2-2 3/8 (670) 1-2 31/32 (380) 2.74 (0.25) 3-8 47/64 (1136) 2.74 (0.25) 5.16 (0.48)
3044  2-2 3/8 (670) 1-4 31/32 (431) 3.11 (0.29) 3-4 47/64 (1035) 3.11 (0.29) 5.82 (0.54)
3048  2-2 3/8 (670) 1-6 31/32 (482) 3.47 (0.32) 3-0 47/64 (933) 3.47 (0.32) 6.48 (0.60)
3052  2-2 3/8 (670) 1-8 31/32 (533) 3.84 (0.36) 2-8 47/64 (831) 3.84 (0.36) 7.14 (0.66)
3056  2-2 3/8 (670) 1-10 31/32 (583) 4.21 (0.39) 2-4 47/64 (730) 4.21 (0.39) 7.79 (0.72)
3060  2-2 3/8 (670) 2-0 31/32 (634) 4.57 (0.42) 2-0 47/64 (628) 4.57 (0.42) 8.45 (0.79)
3064  2-2 3/8 (670) 2-2 31/32 (685) 4.94 (0.46) 1-8 47/64 (527) 4.94 (0.46) 9.11 (0.85)
3068  2-2 3/8 (670) 2-4 31/32 (736) 5.31 (0.49) 1-4 47/64 (425) 5.31 (0.49) 9.77 (0.91)
3072  2-2 3/8 (670) 2-6 31/32 (787) 5.67 (0.53) 1-0 47/64 (323) 5.67 (0.53) 10.43 (0.97)
3076 E 2-2 3/8 (670) 2-8 31/32 (837) 6.04 (0.56) 0-8 47/64 (222) 6.04 (0.56) 11.08 (1.03)
3080 E 2-2 3/8 (670) 2-10 31/32 (888) 6.40 (0.60) 0-4 47/64 (120) 6.40 (0.60) 11.74 (1.09)
3084 E 2-2 3/8 (670) 3-0 31/32 (939) 6.77 (0.63) 0-0 47/64 (19) 6.77 (0.63) 12.40 (1.15)
3236  2-4 3/8 (721) 1-0 31/32 (329) 2.56 (0.24) 4-0 47/64 (1238) 2.56 (0.24) 4.88 (0.45)
3240  2-4 3/8 (721) 1-2 31/32 (380) 2.95 (0.27) 3-8 47/64 (1136) 2.95 (0.27) 5.60 (0.52)
3244  2-4 3/8 (721) 1-4 31/32 (431) 3.34 (0.31) 3-4 47/64 (1035) 3.34 (0.31) 6.31 (0.59)
3248  2-4 3/8 (721) 1-6 31/32 (482) 3.74 (0.35) 3-0 47/64 (933) 3.74 (0.35) 7.02 (0.65)
3252  2-4 3/8 (721) 1-8 31/32 (533) 4.13 (0.38) 2-8 47/64 (831) 4.13 (0.38) 7.74 (0.72)
3256  2-4 3/8 (721) 1-10 31/32 (583) 4.53 (0.42) 2-4 47/64 (730) 4.53 (0.42) 8.45 (0.79)
3260  2-4 3/8 (721) 2-0 31/32 (634) 4.92 (0.46) 2-0 47/64 (628) 4.92 (0.46) 9.16 (0.85)
3264  2-4 3/8 (721) 2-2 31/32 (685) 5.31 (0.49) 1-8 47/64 (527) 5.31 (0.49) 9.88 (0.92)
3268 E 2-4 3/8 (721) 2-4 31/32 (736) 5.71 (0.53) 1-4 47/64 (425) 5.71 (0.53) 10.59 (0.98)
3272 E 2-4 3/8 (721) 2-6 31/32 (787) 6.10 (0.57) 1-0 47/64 (323) 6.10 (0.57) 11.31 (1.05)
3276 E 2-4 3/8 (721) 2-8 31/32 (837) 6.50 (0.60) 0-8 47/64 (222) 6.50 (0.60) 12.02 (1.12)
3280 E 2-4 3/8 (721) 2-10 31/32 (888) 6.89 (0.64) 0-4 47/64 (120) 6.89 (0.64) 12.73 (1.18)
3284 E 2-4 3/8 (721) 3-0 31/32 (939) 7.28 (0.68) 0-0 47/64 (19) 7.28 (0.68) 13.45 (1.25)
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ELDH-5 11708532
Architectural Detail Manual

                                                                      Elevate Double Hung

2023-04-17

Egress and Vent Openings: Standard Product

ft - in mm ft - in mm ft2 m2 ft - in mm Sq. Ft. m2 Sq. Ft. m2
CN

Floor to Bottom 
of Clear Opening

Vent
Opening

Daylight
Opening

Egress Opening 
Width

Egress Opening
Height

Egress 
Opening

3436  2-6 3/8 (771) 1-0 31/32 (329) 2.74 (0.25) 4-0 47/64 (1238) 2.74 (0.25) 5.26 (0.49)
3440  2-6 3/8 (771) 1-2 31/32 (380) 3.16 (0.29) 3-8 47/64 (1136) 3.16 (0.29) 6.03 (0.56)
3444  2-6 3/8 (771) 1-4 31/32 (431) 3.58 (0.33) 3-4 47/64 (1035) 3.58 (0.33) 6.80 (0.63)
3448  2-6 3/8 (771) 1-6 31/32 (482) 4.00 (0.37) 3-0 47/64 (933) 4.00 (0.37) 7.57 (0.70)
3452  2-6 3/8 (771) 1-8 31/32 (533) 4.42 (0.41) 2-8 47/64 (831) 4.42 (0.41) 8.34 (0.77)
3456  2-6 3/8 (771) 1-10 31/32 (583) 4.84 (0.45) 2-4 47/64 (730) 4.84 (0.45) 9.11 (0.85)
3460  2-6 3/8 (771) 2-0 31/32 (634) 5.27 (0.49) 2-0 47/64 (628) 5.27 (0.49) 9.88 (0.92)
3464  2-6 3/8 (771) 2-2 31/32 (685) 5.69 (0.53) 1-8 47/64 (527) 5.69 (0.53) 10.65 (0.99)
3468 E 2-6 3/8 (771) 2-4 31/32 (736) 6.11 (0.57) 1-4 47/64 (425) 6.11 (0.57) 11.42 (1.06)
3472 E 2-6 3/8 (771) 2-6 31/32 (787) 6.53 (0.61) 1-0 47/64 (323) 6.53 (0.61) 12.19 (1.13)
3476 E 2-6 3/8 (771) 2-8 31/32 (837) 6.95 (0.65) 0-8 47/64 (222) 6.95 (0.65) 12.95 (1.20)
3480 E 2-6 3/8 (771) 2-10 31/32 (888) 7.38 (0.69) 0-4 47/64 (120) 7.38 (0.69) 13.72 (1.28)
3484 E 2-6 3/8 (771) 3-0 31/32 (939) 7.80 (0.72) 0-0 47/64 (19) 7.80 (0.72) 14.49 (1.35)
3636  2-8 3/8 (822) 1-0 31/32 (329) 2.92 (0.27) 4-0 47/64 (1238) 2.92 (0.27) 5.64 (0.52)
3640  2-8 3/8 (822) 1-2 31/32 (380) 3.37 (0.31) 3-8 47/64 (1136) 3.37 (0.31) 6.47 (0.60)
3644  2-8 3/8 (822) 1-4 31/32 (431) 3.82 (0.35) 3-4 47/64 (1035) 3.82 (0.35) 7.29 (0.68)
3648  2-8 3/8 (822) 1-6 31/32 (482) 4.26 (0.40) 3-0 47/64 (933) 4.26 (0.40) 8.12 (0.75)
3652  2-8 3/8 (822) 1-8 31/32 (533) 4.71 (0.44) 2-8 47/64 (831) 4.71 (0.44) 8.94 (0.83)
3656  2-8 3/8 (822) 1-10 31/32 (583) 5.16 (0.48) 2-4 47/64 (730) 5.16 (0.48) 9.77 (0.91)
3660 E 2-8 3/8 (822) 2-1 49/64 (655) 5.79 (0.54) 2-0 47/64 (628) 5.79 (0.54) 10.59 (0.98)
3664 E 2-8 3/8 (822) 2-2 31/32 (685) 6.06 (0.56) 1-8 47/64 (527) 6.06 (0.56) 11.42 (1.06)
3668 E 2-8 3/8 (822) 2-4 31/32 (736) 6.51 (0.61) 1-4 47/64 (425) 6.51 (0.61) 12.24 (1.14)
3672 E 2-8 3/8 (822) 2-6 31/32 (787) 6.96 (0.65) 1-0 47/64 (323) 6.96 (0.65) 13.07 (1.21)
3676 E 2-8 3/8 (822) 2-8 31/32 (837) 7.41 (0.69) 0-8 47/64 (222) 7.41 (0.69) 13.89 (1.29)
3680 E 2-8 3/8 (822) 2-10 31/32 (888) 7.86 (0.73) 0-4 47/64 (120) 7.86 (0.73) 14.72 (1.37)
3684 E 2-8 3/8 (822) 3-0 31/32 (939) 8.31 (0.77) 0-0 47/64 (19) 8.31 (0.77) 15.54 (1.44)
3836  2-10 3/8 (873) 1-0 31/32 (329) 3.10 (0.29) 4-0 47/64 (1238) 3.10 (0.29) 6.02 (0.56)
3840  2-10 3/8 (873) 1-2 31/32 (380) 3.57 (0.33) 3-8 47/64 (1136) 3.57 (0.33) 6.90 (0.64)
3844  2-10 3/8 (873) 1-4 31/32 (431) 4.05 (0.38) 3-4 47/64 (1035) 4.05 (0.38) 7.78 (0.72)
3848  2-10 3/8 (873) 1-6 31/32 (482) 4.53 (0.42) 3-0 47/64 (933) 4.53 (0.42) 8.66 (0.80)
3852  2-10 3/8 (873) 1-8 31/32 (533) 5.01 (0.47) 2-8 47/64 (831) 5.01 (0.47) 9.55 (0.89)
3856  2-10 3/8 (873) 1-10 31/32 (583) 5.48 (0.51) 2-4 47/64 (730) 5.48 (0.51) 10.43 (0.97)
3860 E 2-10 3/8 (873) 2-0 31/32 (634) 5.96 (0.55) 2-0 47/64 (628) 5.96 (0.55) 11.31 (1.05)
3864 E 2-10 3/8 (873) 2-2 31/32 (685) 6.44 (0.60) 1-8 47/64 (527) 6.44 (0.60) 12.19 (1.13)
3868 E 2-10 3/8 (873) 2-4 31/32 (736) 6.92 (0.64) 1-4 47/64 (425) 6.92 (0.64) 13.07 (1.21)
3872 E 2-10 3/8 (873) 2-6 31/32 (787) 7.39 (0.69) 1-0 47/64 (323) 7.39 (0.69) 13.95 (1.30)
3876 E 2-10 3/8 (873) 2-8 31/32 (837) 7.87 (0.73) 0-8 47/64 (222) 7.87 (0.73) 14.83 (1.38)
3880 E 2-10 3/8 (873) 2-10 31/32 (888) 8.35 (0.78) 0-4 47/64 (120) 8.35 (0.78) 15.71 (1.46)
3884 E 2-10 3/8 (873) 3-0 31/32 (939) 8.82 (0.82) 0-0 47/64 (19) 8.82 (0.82) 16.59 (1.54)
4236  3-2 3/8 (975) 1-0 31/32 (329) 3.46 (0.32) 4-0 47/64 (1238) 3.46 (0.32) 6.78 (0.63)
4240  3-2 3/8 (975) 1-2 31/32 (380) 3.99 (0.37) 3-8 47/64 (1136) 3.99 (0.37) 7.78 (0.72)
4244  3-2 3/8 (975) 1-4 31/32 (431) 4.52 (0.42) 3-4 47/64 (1035) 4.52 (0.42) 8.77 (0.81)
4248  3-2 3/8 (975) 1-6 31/32 (482) 5.06 (0.47) 3-0 47/64 (933) 5.06 (0.47) 9.76 (0.91)
4252  3-2 3/8 (975) 1-8 31/32 (533) 5.59 (0.52) 2-8 47/64 (831) 5.59 (0.52) 10.75 (1.00)
4256  3-2 3/8 (975) 1-10 31/32 (583) 6.12 (0.57) 2-4 47/64 (730) 6.12 (0.57) 11.74 (1.09)
4260 E 3-2 3/8 (975) 2-0 31/32 (634) 6.65 (0.62) 2-0 47/64 (628) 6.65 (0.62) 12.73 (1.18)
4264 E 3-2 3/8 (975) 2-2 31/32 (685) 7.19 (0.67) 1-8 47/64 (527) 7.19 (0.67) 13.72 (1.28)
4268 E 3-2 3/8 (975) 2-4 31/32 (736) 7.72 (0.72) 1-4 47/64 (425) 7.72 (0.72) 14.72 (1.37)
4272 E 3-2 3/8 (975) 2-6 31/32 (787) 8.25 (0.77) 1-0 47/64 (323) 8.25 (0.77) 15.71 (1.46)
4276 E 3-2 3/8 (975) 2-8 31/32 (837) 8.79 (0.82) 0-8 47/64 (222) 8.79 (0.82) 16.70 (1.55)
4280 E 3-2 3/8 (975) 2-10 31/32 (888) 9.32 (0.87) 0-4 47/64 (120) 9.32 (0.87) 17.69 (1.64)
4284 E 3-2 3/8 (975) 3-0 31/32 (939) 9.85 (0.92) 0-0 47/64 (19) 9.85 (0.92) 18.68 (1.74)



                                                                     Elevate Double Hung

ELDH-6 11708532
Architectural Detail Manual

2023-04-17

Egress and Vent Openings: Standard Product

ft - in mm ft - in mm ft2 m2 ft - in mm Sq. Ft. m2 Sq. Ft. m2
CN
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Vent
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4836  3-8 3/8 (1127) 1-0 31/32 (329) 4.00 (0.37) 4-0 47/64 (1238) 4.00 (0.37) 7.93 (0.74)
4840  3-8 3/8 (1127) 1-2 31/32 (380) 4.61 (0.43) 3-8 47/64 (1136) 4.61 (0.43) 9.08 (0.84)
4844  3-8 3/8 (1127) 1-4 31/32 (431) 5.23 (0.49) 3-4 47/64 (1035) 5.23 (0.49) 10.24 (0.95)
4848  3-8 3/8 (1127) 1-6 31/32 (482) 5.85 (0.54) 3-0 47/64 (933) 5.85 (0.54) 11.40 (1.06)
4852  3-8 3/8 (1127) 1-8 31/32 (533) 6.46 (0.60) 2-8 47/64 (831) 6.46 (0.60) 12.56 (1.17)
4856  3-8 3/8 (1127) 1-10 31/32 (583) 7.08 (0.66) 2-4 47/64 (730) 7.08 (0.66) 13.72 (1.27)
4860 E 3-8 3/8 (1127) 2-0 31/32 (634) 7.69 (0.71) 2-0 47/64 (628) 7.69 (0.71) 14.87 (1.38)
4864 E 3-8 3/8 (1127) 2-2 31/32 (685) 8.31 (0.77) 1-8 47/64 (527) 8.31 (0.77) 16.03 (1.49)
4868 E 3-8 3/8 (1127) 2-4 31/32 (736) 8.93 (0.83) 1-4 47/64 (425) 8.93 (0.83) 17.19 (1.60)
4872 E 3-8 3/8 (1127) 2-6 31/32 (787) 9.54 (0.89) 1-0 47/64 (323) 9.54 (0.89) 18.35 (1.70)
4876 E 3-8 3/8 (1127) 2-8 31/32 (837) 10.16 (0.94) 0-8 47/64 (222) 10.16 (0.94) 19.51 (1.81)
4880 E 3-8 3/8 (1127) 2-10 31/32 (888) 10.78 (1.00) 0-4 47/64 (120) 10.78 (1.00) 20.66 (1.92)
4884 E 3-8 3/8 (1127) 3-0 31/32 (939) 11.39 (1.06) 0-0 47/64 (19) 11.39 (1.06) 21.82 (2.03)
5436  4-2 3/8 (1279) 1-0 31/32 (329) 4.54 (0.42) 4-0 47/64 (1238) 4.54 (0.42) 9.07 (0.84)
5440  4-2 3/8 (1279) 1-2 31/32 (380) 5.24 (0.49) 3-8 47/64 (1136) 5.24 (0.49) 10.39 (0.97)
5444  4-2 3/8 (1279) 1-4 31/32 (431) 5.94 (0.55) 3-4 47/64 (1035) 5.94 (0.55) 11.72 (1.09)
5448  4-2 3/8 (1279) 1-6 31/32 (482) 6.64 (0.62) 3-0 47/64 (933) 6.64 (0.62) 13.04 (1.21)
5452  4-2 3/8 (1279) 1-8 31/32 (533) 7.34 (0.68) 2-8 47/64 (831) 7.34 (0.68) 14.36 (1.33)
5456  4-2 3/8 (1279) 1-10 31/32 (583) 8.04 (0.75) 2-4 47/64 (730) 8.04 (0.75) 15.69 (1.46)
5460 E 4-2 3/8 (1279) 2-0 31/32 (634) 8.73 (0.81) 2-0 47/64 (628) 8.73 (0.81) 17.01 (1.58)
5464 E 4-2 3/8 (1279) 2-2 31/32 (685) 9.43 (0.88) 1-8 47/64 (527) 9.43 (0.88) 18.34 (1.70)
5468 E 4-2 3/8 (1279) 2-4 31/32 (736) 10.13 (0.94) 1-4 47/64 (425) 10.13 (0.94) 19.66 (1.83)
5472 E 4-2 3/8 (1279) 2-6 31/32 (787) 10.83 (1.01) 1-0 47/64 (323) 10.83 (1.01) 20.99 (1.95)
5476 E 4-2 3/8 (1279) 2-8 31/32 (837) 11.53 (1.07) 0-8 47/64 (222) 11.53 (1.07) 22.31 (2.07)
5480 E 4-2 3/8 (1279) 2-10 31/32 (888) 12.23 (1.14) 0-4 47/64 (120) 12.23 (1.14) 23.64 (2.20)
5484 E 4-2 3/8 (1279) 3-0 31/32 (939) 12.93 (1.20) 0-0 47/64 (19) 12.93 (1.20) 24.96 (2.32)



ELDH-7 11708532
Architectural Detail Manual

                                                                      Elevate Double Hung

2023-04-17

Egress and Vent Openings: High-Performance

ft - in mm ft - in mm ft2 m2 ft - in mm
CN

Floor to Bottom 
of Clear Opening

Egress Opening 
Width

Egress Opening
Height

Egress 
Opening

2236 1-6 3/8 (467) 1-0 33/64 (318) 1.60 (0.15) 4-1 3/16 (1249)
2240 1-6 3/8 (467) 1-2 33/64 (369) 1.85 (0.17) 3-9 3/16 (1148)
2244 1-6 3/8 (467) 1-4 33/64 (419) 2.11 (0.20) 3-5 3/16 (1046)
2248 1-6 3/8 (467) 1-6 33/64 (470) 2.36 (0.22) 3-1 3/16 (945)
2252 1-6 3/8 (467) 1-8 33/64 (521) 2.62 (0.24) 2-9 3/16 (843)
2256 1-6 3/8 (467) 1-10 33/64 (572) 2.87 (0.27) 2-5 3/16 (741)
2260 1-6 3/8 (467) 2-0 33/64 (623) 3.13 (0.29) 2-1 3/16 (640)
2264 1-6 3/8 (467) 2-2 33/64 (673) 3.38 (0.31) 1-9 3/16 (538)
2268 1-6 3/8 (467) 2-4 33/64 (724) 3.64 (0.34) 1-5 3/16 (437)
2272 1-6 3/8 (467) 2-6 33/64 (775) 3.89 (0.36) 1-1 3/16 (335)
2276 1-6 3/8 (467) 2-8 33/64 (826) 4.15 (0.39) 0-9 3/16 (233)
2636 1-10 3/8 (568) 1-0 33/64 (318) 1.94 (0.18) 4-1 3/16 (1249)
2640 1-10 3/8 (568) 1-2 33/64 (369) 2.25 (0.21) 3-9 3/16 (1148)
2644 1-10 3/8 (568) 1-4 33/64 (419) 2.57 (0.24) 3-5 3/16 (1046)
2648 1-10 3/8 (568) 1-6 33/64 (470) 2.88 (0.27) 3-1 3/16 (945)
2652 1-10 3/8 (568) 1-8 33/64 (521) 3.19 (0.30) 2-9 3/16 (843)
2656 1-10 3/8 (568) 1-10 33/64 (572) 3.50 (0.32) 2-5 3/16 (741)
2660 1-10 3/8 (568) 2-0 33/64 (623) 3.81 (0.35) 2-1 3/16 (640)
2664 1-10 3/8 (568) 2-2 33/64 (673) 4.12 (0.38) 1-9 3/16 (538)
2668 1-10 3/8 (568) 2-4 33/64 (724) 4.43 (0.41) 1-5 3/16 (437)
2672 1-10 3/8 (568) 2-6 33/64 (775) 4.74 (0.44) 1-1 3/16 (335)
2676 1-10 3/8 (568) 2-8 33/64 (826) 5.05 (0.47) 0-9 3/16 (233)
3036 2-2 3/8 (670) 1-0 33/64 (318) 2.29 (0.21) 4-1 3/16 (1249)
3040 2-2 3/8 (670) 1-2 33/64 (369) 2.66 (0.25) 3-9 3/16 (1148)
3044 2-2 3/8 (670) 1-4 33/64 (419) 3.02 (0.28) 3-5 3/16 (1046)
3048 2-2 3/8 (670) 1-6 33/64 (470) 3.39 (0.31) 3-1 3/16 (945)
3052 2-2 3/8 (670) 1-8 33/64 (521) 3.76 (0.35) 2-9 3/16 (843)
3056 2-2 3/8 (670) 1-10 33/64 (572) 4.12 (0.38) 2-5 3/16 (741)
3060 2-2 3/8 (670) 2-0 33/64 (623) 4.49 (0.42) 2-1 3/16 (640)
3064 2-2 3/8 (670) 2-2 33/64 (673) 4.86 (0.45) 1-9 3/16 (538)
3068 2-2 3/8 (670) 2-4 33/64 (724) 5.22 (0.49) 1-5 3/16 (437)
3072 2-2 3/8 (670) 2-6 33/64 (775) 5.59 (0.52) 1-1 3/16 (335)
3076 E 2-2 3/8 (670) 2-8 33/64 (826) 5.95 (0.55) 0-9 3/16 (233)
3236 2-4 3/8 (721) 1-0 33/64 (318) 2.47 (0.23) 4-1 3/16 (1249)
3240 2-4 3/8 (721) 1-2 33/64 (369) 2.86 (0.27) 3-9 3/16 (1148)
3244 2-4 3/8 (721) 1-4 33/64 (419) 3.25 (0.30) 3-5 3/16 (1046)
3248 2-4 3/8 (721) 1-6 33/64 (470) 3.65 (0.34) 3-1 3/16 (945)
3252 2-4 3/8 (721) 1-8 33/64 (521) 4.04 (0.38) 2-9 3/16 (843)
3256 2-4 3/8 (721) 1-10 33/64 (572) 4.44 (0.41) 2-5 3/16 (741)
3260 2-4 3/8 (721) 2-0 33/64 (623) 4.83 (0.45) 2-1 3/16 (640)
3264 2-4 3/8 (721) 2-2 33/64 (673) 5.22 (0.49) 1-9 3/16 (538)
3268 2-4 3/8 (721) 2-4 33/64 (724) 5.62 (0.52) 1-5 3/16 (437)
3272 E 2-4 3/8 (721) 2-6 33/64 (775) 6.01 (0.56) 1-1 3/16 (335)
3276 E 2-4 3/8 (721) 2-8 33/64 (826) 6.41 (0.60) 0-9 3/16 (233)
3436 2-6 3/8 (771) 1-0 33/64 (318) 2.64 (0.25) 4-1 3/16 (1249)
3440 2-6 3/8 (771) 1-2 33/64 (369) 3.06 (0.28) 3-9 3/16 (1148)
3444 2-6 3/8 (771) 1-4 33/64 (419) 3.48 (0.32) 3-5 3/16 (1046)
3448 2-6 3/8 (771) 1-6 33/64 (470) 3.90 (0.36) 3-1 3/16 (945)
3452 2-6 3/8 (771) 1-8 33/64 (521) 4.33 (0.40) 2-9 3/16 (843)
3456 2-6 3/8 (771) 1-10 33/64 (572) 4.75 (0.44) 2-5 3/16 (741)
3460 2-6 3/8 (771) 2-0 33/64 (623) 5.17 (0.48) 2-1 3/16 (640)
3464 2-6 3/8 (771) 2-2 33/64 (673) 5.59 (0.52) 1-9 3/16 (538)
3468 E 2-6 3/8 (771) 2-4 33/64 (724) 6.01 (0.56) 1-5 3/16 (437)
3472 E 2-6 3/8 (771) 2-6 33/64 (775) 6.44 (0.60) 1-1 3/16 (335)
3476 E 2-6 3/8 (771) 2-8 33/64 (826) 6.86 (0.64) 0-9 3/16 (233)



                                                                     Elevate Double Hung

ELDH-8 11708532
Architectural Detail Manual

2023-04-17

Egress and Vent Openings: High-Performance

ft - in mm ft - in mm ft2 m2 ft - in mm

Egress 
Opening

Floor to Bottom 
of Clear OpeningCN

Egress Opening 
Width

Egress Opening
Height

3636 2-8 3/8 (822) 1-0 33/64 (318) 2.81 (0.26) 4-1 3/16 (1249)
3640 2-8 3/8 (822) 1-2 33/64 (369) 3.26 (0.30) 3-9 3/16 (1148)
3644 2-8 3/8 (822) 1-4 33/64 (419) 3.71 (0.34) 3-5 3/16 (1046)
3648 2-8 3/8 (822) 1-6 33/64 (470) 4.16 (0.39) 3-1 3/16 (945)
3652 2-8 3/8 (822) 1-8 33/64 (521) 4.61 (0.43) 2-9 3/16 (843)
3656 2-8 3/8 (822) 1-10 33/64 (572) 5.06 (0.47) 2-5 3/16 (741)
3660 2-8 3/8 (822) 2-0 33/64 (623) 5.51 (0.51) 2-1 3/16 (640)
3664 E 2-8 3/8 (822) 2-2 33/64 (673) 5.96 (0.55) 1-9 3/16 (538)
3668 E 2-8 3/8 (822) 2-4 33/64 (724) 6.41 (0.60) 1-5 3/16 (437)
3672 E 2-8 3/8 (822) 2-6 33/64 (775) 6.86 (0.64) 1-1 3/16 (335)
3676 E 2-8 3/8 (822) 2-8 33/64 (826) 7.31 (0.68) 0-9 3/16 (233)
3836 2-10 3/8 (873) 1-0 33/64 (318) 2.99 (0.28) 4-1 3/16 (1249)
3840 2-10 3/8 (873) 1-2 33/64 (369) 3.46 (0.32) 3-9 3/16 (1148)
3844 2-10 3/8 (873) 1-4 33/64 (419) 3.94 (0.37) 3-5 3/16 (1046)
3848 2-10 3/8 (873) 1-6 33/64 (470) 4.42 (0.41) 3-1 3/16 (945)
3852 2-10 3/8 (873) 1-8 33/64 (521) 4.90 (0.45) 2-9 3/16 (843)
3856 2-10 3/8 (873) 1-10 33/64 (572) 5.37 (0.50) 2-5 3/16 (741)
3860 E 2-10 3/8 (873) 2-0 33/64 (623) 5.85 (0.54) 2-1 3/16 (640)
3864 E 2-10 3/8 (873) 2-2 33/64 (673) 6.33 (0.59) 1-9 3/16 (538)
3868 E 2-10 3/8 (873) 2-4 33/64 (724) 6.81 (0.63) 1-5 3/16 (437)
3872 E 2-10 3/8 (873) 2-6 33/64 (775) 7.28 (0.68) 1-1 3/16 (335)
3876 E 2-10 3/8 (873) 2-8 33/64 (826) 7.76 (0.72) 0-9 3/16 (233)
4236 3-2 3/8 (975) 1-0 33/64 (318) 3.33 (0.31) 4-1 3/16 (1249)
4240 3-2 3/8 (975) 1-2 33/64 (369) 3.87 (0.36) 3-9 3/16 (1148)
4244 3-2 3/8 (975) 1-4 33/64 (419) 4.40 (0.41) 3-5 3/16 (1046)
4248 3-2 3/8 (975) 1-6 33/64 (470) 4.93 (0.46) 3-1 3/16 (945)
4252 3-2 3/8 (975) 1-8 33/64 (521) 5.47 (0.51) 2-9 3/16 (843)
4256 3-2 3/8 (975) 1-10 33/64 (572) 6.00 (0.56) 2-5 3/16 (741)
4260 E 3-2 3/8 (975) 2-0 33/64 (623) 6.53 (0.61) 2-1 3/16 (640)
4264 E 3-2 3/8 (975) 2-2 33/64 (673) 7.06 (0.66) 1-9 3/16 (538)
4268 E 3-2 3/8 (975) 2-4 33/64 (724) 7.60 (0.71) 1-5 3/16 (437)
4272 E 3-2 3/8 (975) 2-6 33/64 (775) 8.13 (0.76) 1-1 3/16 (335)
4276 E 3-2 3/8 (975) 2-8 33/64 (826) 8.66 (0.80) 0-9 3/16 (233)
4836 3-8 3/8 (1127) 1-0 33/64 (318) 3.86 (0.36) 4-1 3/16 (1249)
4840 3-8 3/8 (1127) 1-2 33/64 (369) 4.47 (0.42) 3-9 3/16 (1148)
4844 3-8 3/8 (1127) 1-4 33/64 (419) 5.09 (0.47) 3-5 3/16 (1046)
4848 3-8 3/8 (1127) 1-6 33/64 (470) 5.70 (0.53) 3-1 3/16 (945)
4852 3-8 3/8 (1127) 1-8 33/64 (521) 6.32 (0.59) 2-9 3/16 (843)
4856 3-8 3/8 (1127) 1-10 33/64 (572) 6.94 (0.64) 2-5 3/16 (741)
4860 E 3-8 3/8 (1127) 2-0 33/64 (623) 7.55 (0.70) 2-1 3/16 (640)
4864 E 3-8 3/8 (1127) 2-2 33/64 (673) 8.17 (0.76) 1-9 3/16 (538)
4868 E 3-8 3/8 (1127) 2-4 33/64 (724) 8.79 (0.82) 1-5 3/16 (437)
4872 E 3-8 3/8 (1127) 2-6 33/64 (775) 9.40 (0.87) 1-1 3/16 (335)
4876 E 3-8 3/8 (1127) 2-8 33/64 (826) 10.02 (0.93) 0-9 3/16 (233)
5436 4-2 3/8 (1279) 1-0 33/64 (318) 4.38 (0.41) 4-1 3/16 (1249)
5440 4-2 3/8 (1279) 1-2 33/64 (369) 5.08 (0.47) 3-9 3/16 (1148)
5444 4-2 3/8 (1279) 1-4 33/64 (419) 5.78 (0.54) 3-5 3/16 (1046)
5448 4-2 3/8 (1279) 1-6 33/64 (470) 6.48 (0.60) 3-1 3/16 (945)
5452 4-2 3/8 (1279) 1-8 33/64 (521) 7.18 (0.67) 2-9 3/16 (843)
5456 4-2 3/8 (1279) 1-10 33/64 (572) 7.88 (0.73) 2-5 3/16 (741)
5460 E 4-2 3/8 (1279) 2-0 33/64 (623) 8.57 (0.80) 2-1 3/16 (640)
5464 E 4-2 3/8 (1279) 2-2 33/64 (673) 9.27 (0.86) 1-9 3/16 (538)
5468 E 4-2 3/8 (1279) 2-4 33/64 (724) 9.97 (0.93) 1-5 3/16 (437)
5472 E 4-2 3/8 (1279) 2-6 33/64 (775) 10.67 (0.99) 1-1 3/16 (335)
5476 E 4-2 3/8 (1279) 2-8 33/64 (826) 11.37 (1.06) 0-9 3/16 (233)



ELDH-9 11708532
Architectural Detail Manual

                                                                      Elevate Double Hung

2023-04-17

Egress and Vent Openings: IZ3

ft - in mm ft - in mm ft2 m2 ft - in mm

Egress Opening 
Width

Egress Opening
Height

Egress 
OpeningCN

Floor to Bottom 
of Clear Opening

2236 1-6 3/8 (467) 1-0 33/64 (318) 1.60 (0.15) 4-1 3/16 (1249)
2240 1-6 3/8 (467) 1-2 33/64 (369) 1.85 (0.17) 3-9 3/16 (1148)
2244 1-6 3/8 (467) 1-4 33/64 (419) 2.11 (0.20) 3-5 3/16 (1046)
2248 1-6 3/8 (467) 1-6 33/64 (470) 2.36 (0.22) 3-1 3/16 (945)
2252 1-6 3/8 (467) 1-8 33/64 (521) 2.62 (0.24) 2-9 3/16 (843)
2256 1-6 3/8 (467) 1-10 33/64 (572) 2.87 (0.27) 2-5 3/16 (741)
2260 1-6 3/8 (467) 2-0 33/64 (623) 3.13 (0.29) 2-1 3/16 (640)
2264 1-6 3/8 (467) 2-2 33/64 (673) 3.38 (0.31) 1-9 3/16 (538)
2268 1-6 3/8 (467) 2-4 33/64 (724) 3.64 (0.34) 1-5 3/16 (437)
2272 1-6 3/8 (467) 2-6 33/64 (775) 3.89 (0.36) 1-1 3/16 (335)
2276 1-6 3/8 (467) 2-8 33/64 (826) 4.15 (0.39) 0-9 3/16 (233)
2636 1-10 3/8 (568) 1-0 33/64 (318) 1.94 (0.18) 4-1 3/16 (1249)
2640 1-10 3/8 (568) 1-2 33/64 (369) 2.25 (0.21) 3-9 3/16 (1148)
2644 1-10 3/8 (568) 1-4 33/64 (419) 2.57 (0.24) 3-5 3/16 (1046)
2648 1-10 3/8 (568) 1-6 33/64 (470) 2.88 (0.27) 3-1 3/16 (945)
2652 1-10 3/8 (568) 1-8 33/64 (521) 3.19 (0.30) 2-9 3/16 (843)
2656 1-10 3/8 (568) 1-10 33/64 (572) 3.50 (0.32) 2-5 3/16 (741)
2660 1-10 3/8 (568) 2-0 33/64 (623) 3.81 (0.35) 2-1 3/16 (640)
2664 1-10 3/8 (568) 2-2 33/64 (673) 4.12 (0.38) 1-9 3/16 (538)
2668 1-10 3/8 (568) 2-4 33/64 (724) 4.43 (0.41) 1-5 3/16 (437)
2672 1-10 3/8 (568) 2-6 33/64 (775) 4.74 (0.44) 1-1 3/16 (335)
2676 1-10 3/8 (568) 2-8 33/64 (826) 5.05 (0.47) 0-9 3/16 (233)
3036 2-2 3/8 (670) 1-0 33/64 (318) 2.29 (0.21) 4-1 3/16 (1249)
3040 2-2 3/8 (670) 1-2 33/64 (369) 2.66 (0.25) 3-9 3/16 (1148)
3044 2-2 3/8 (670) 1-4 33/64 (419) 3.02 (0.28) 3-5 3/16 (1046)
3048 2-2 3/8 (670) 1-6 33/64 (470) 3.39 (0.31) 3-1 3/16 (945)
3052 2-2 3/8 (670) 1-8 33/64 (521) 3.76 (0.35) 2-9 3/16 (843)
3056 2-2 3/8 (670) 1-10 33/64 (572) 4.12 (0.38) 2-5 3/16 (741)
3060 2-2 3/8 (670) 2-0 33/64 (623) 4.49 (0.42) 2-1 3/16 (640)
3064 2-2 3/8 (670) 2-2 33/64 (673) 4.86 (0.45) 1-9 3/16 (538)
3068 2-2 3/8 (670) 2-4 33/64 (724) 5.22 (0.49) 1-5 3/16 (437)
3072 2-2 3/8 (670) 2-6 33/64 (775) 5.59 (0.52) 1-1 3/16 (335)
3076 E 2-2 3/8 (670) 2-8 33/64 (826) 5.95 (0.55) 0-9 3/16 (233)
3236 2-4 3/8 (721) 1-0 33/64 (318) 2.47 (0.23) 4-1 3/16 (1249)
3240 2-4 3/8 (721) 1-2 33/64 (369) 2.86 (0.27) 3-9 3/16 (1148)
3244 2-4 3/8 (721) 1-4 33/64 (419) 3.25 (0.30) 3-5 3/16 (1046)
3248 2-4 3/8 (721) 1-6 33/64 (470) 3.65 (0.34) 3-1 3/16 (945)
3252 2-4 3/8 (721) 1-8 33/64 (521) 4.04 (0.38) 2-9 3/16 (843)
3256 2-4 3/8 (721) 1-10 33/64 (572) 4.44 (0.41) 2-5 3/16 (741)
3260 2-4 3/8 (721) 2-0 33/64 (623) 4.83 (0.45) 2-1 3/16 (640)
3264 2-4 3/8 (721) 2-2 33/64 (673) 5.22 (0.49) 1-9 3/16 (538)
3268 2-4 3/8 (721) 2-4 33/64 (724) 5.62 (0.52) 1-5 3/16 (437)
3272 E 2-4 3/8 (721) 2-6 33/64 (775) 6.01 (0.56) 1-1 3/16 (335)
3276 E 2-4 3/8 (721) 2-8 33/64 (826) 6.41 (0.60) 0-9 3/16 (233)



                                                                     Elevate Double Hung

ELDH-10 11708532
Architectural Detail Manual

2023-04-17

Egress and Vent Openings: IZ3

ft - in mm ft - in mm ft2 m2 ft - in mm

Egress 
Opening

Floor to Bottom 
of Clear OpeningCN

Egress Opening 
Width

Egress Opening
Height

3436 2-6 3/8 (771) 1-0 33/64 (318) 2.64 (0.25) 4-1 3/16 (1249)
3440 2-6 3/8 (771) 1-2 33/64 (369) 3.06 (0.28) 3-9 3/16 (1148)
3444 2-6 3/8 (771) 1-4 33/64 (419) 3.48 (0.32) 3-5 3/16 (1046)
3448 2-6 3/8 (771) 1-6 33/64 (470) 3.90 (0.36) 3-1 3/16 (945)
3452 2-6 3/8 (771) 1-8 33/64 (521) 4.33 (0.40) 2-9 3/16 (843)
3456 2-6 3/8 (771) 1-10 33/64 (572) 4.75 (0.44) 2-5 3/16 (741)
3460 2-6 3/8 (771) 2-0 33/64 (623) 5.17 (0.48) 2-1 3/16 (640)
3464 2-6 3/8 (771) 2-2 33/64 (673) 5.59 (0.52) 1-9 3/16 (538)
3468 E 2-6 3/8 (771) 2-4 33/64 (724) 6.01 (0.56) 1-5 3/16 (437)
3472 E 2-6 3/8 (771) 2-6 33/64 (775) 6.44 (0.60) 1-1 3/16 (335)
3476 E 2-6 3/8 (771) 2-8 33/64 (826) 6.86 (0.64) 0-9 3/16 (233)
3636 2-8 3/8 (822) 1-0 33/64 (318) 2.81 (0.26) 4-1 3/16 (1249)
3640 2-8 3/8 (822) 1-2 33/64 (369) 3.26 (0.30) 3-9 3/16 (1148)
3644 2-8 3/8 (822) 1-4 33/64 (419) 3.71 (0.34) 3-5 3/16 (1046)
3648 2-8 3/8 (822) 1-6 33/64 (470) 4.16 (0.39) 3-1 3/16 (945)
3652 2-8 3/8 (822) 1-8 33/64 (521) 4.61 (0.43) 2-9 3/16 (843)
3656 2-8 3/8 (822) 1-10 33/64 (572) 5.06 (0.47) 2-5 3/16 (741)
3660 2-8 3/8 (822) 2-0 33/64 (623) 5.51 (0.51) 2-1 3/16 (640)
3664 E 2-8 3/8 (822) 2-2 33/64 (673) 5.96 (0.55) 1-9 3/16 (538)
3668 E 2-8 3/8 (822) 2-4 33/64 (724) 6.41 (0.60) 1-5 3/16 (437)
3672 E 2-8 3/8 (822) 2-6 33/64 (775) 6.86 (0.64) 1-1 3/16 (335)
3676 E 2-8 3/8 (822) 2-4 1/64 (712) 6.30 (0.59) 0-9 3/16 (233)
3836 2-10 3/8 (873) 1-0 33/64 (318) 2.99 (0.28) 4-1 3/16 (1249)
3840 2-10 3/8 (873) 1-2 33/64 (369) 3.46 (0.32) 3-9 3/16 (1148)
3844 2-10 3/8 (873) 1-4 33/64 (419) 3.94 (0.37) 3-5 3/16 (1046)
3848 2-10 3/8 (873) 1-6 33/64 (470) 4.42 (0.41) 3-1 3/16 (945)
3852 2-10 3/8 (873) 1-8 33/64 (521) 4.90 (0.45) 2-9 3/16 (843)
3856 2-10 3/8 (873) 1-10 33/64 (572) 5.37 (0.50) 2-5 3/16 (741)
3860 E 2-10 3/8 (873) 2-0 33/64 (623) 5.85 (0.54) 2-1 3/16 (640)
3864 E 2-10 3/8 (873) 2-2 33/64 (673) 6.33 (0.59) 1-9 3/16 (538)
3868 E 2-10 3/8 (873) 2-4 33/64 (724) 6.81 (0.63) 1-5 3/16 (437)
3872 E 2-10 3/8 (873) 2-6 33/64 (775) 7.28 (0.68) 1-1 3/16 (335)
3876 E 2-10 3/8 (873) 2-4 1/64 (712) 6.69 (0.62) 0-9 3/16 (233)
4236 3-2 3/8 (975) 1-0 33/64 (318) 3.33 (0.31) 4-1 3/16 (1249)
4240 3-2 3/8 (975) 1-2 33/64 (369) 3.87 (0.36) 3-9 3/16 (1148)
4244 3-2 3/8 (975) 1-4 33/64 (419) 4.40 (0.41) 3-5 3/16 (1046)
4248 3-2 3/8 (975) 1-6 33/64 (470) 4.93 (0.46) 3-1 3/16 (945)
4252 3-2 3/8 (975) 1-8 33/64 (521) 5.47 (0.51) 2-9 3/16 (843)
4256 3-2 3/8 (975) 1-10 33/64 (572) 6.00 (0.56) 2-5 3/16 (741)
4260 E 3-2 3/8 (975) 2-0 33/64 (623) 6.53 (0.61) 2-1 3/16 (640)
4264 E 3-2 3/8 (975) 2-2 33/64 (673) 7.06 (0.66) 1-9 3/16 (538)
4268 E 3-2 3/8 (975) 2-4 33/64 (724) 7.60 (0.71) 1-5 3/16 (437)



ELDH-11 11708532
Architectural Detail Manual

                                                                      Elevate Double Hung

2023-04-17

Egress and Vent Openings: Cottage Units Standard Product

ft - in mm ft - in mm ft2 m2 ft - in mm
2236C 1-6 3/8 (467) 0-10 3/32 (256) 1.29 (0.12) 4-0 47/64 (1238)
2240C 1-6 3/8 (467) 0-11 45/64 (297) 1.49 (0.14) 3-8 47/64 (1136)
2244C 1-6 3/8 (467) 1-1 5/16 (338) 1.70 (0.16) 3-4 47/64 (1035)
2248C 1-6 3/8 (467) 1-2 59/64 (379) 1.90 (0.18) 3-0 47/64 (933)
2252C 1-6 3/8 (467) 1-4 17/32 (420) 2.11 (0.20) 2-8 47/64 (831)
2256C 1-6 3/8 (467) 1-6 9/64 (461) 2.31 (0.22) 2-4 47/64 (730)
2260C 1-6 3/8 (467) 1-7 3/4 (502) 2.52 (0.23) 2-0 47/64 (628)
2264C 1-6 3/8 (467) 1-9 23/64 (543) 2.73 (0.25) 1-8 47/64 (527)
2268C 1-6 3/8 (467) 1-10 31/32 (583) 2.93 (0.27) 1-4 47/64 (425)
2636C 1-10 3/8 (568) 0-10 3/32 (256) 1.57 (0.15) 4-0 47/64 (1238)
2640C 1-10 3/8 (568) 0-11 45/64 (297) 1.82 (0.17) 3-8 47/64 (1136)
2644C 1-10 3/8 (568) 1-1 5/16 (338) 2.07 (0.19) 3-4 47/64 (1035)
2648C 1-10 3/8 (568) 1-2 59/64 (379) 2.32 (0.22) 3-0 47/64 (933)
2652C 1-10 3/8 (568) 1-4 17/32 (420) 2.57 (0.24) 2-8 47/64 (831)
2656C 1-10 3/8 (568) 1-6 9/64 (461) 2.82 (0.26) 2-4 47/64 (730)
2660C 1-10 3/8 (568) 1-7 3/4 (502) 3.07 (0.29) 2-0 47/64 (628)
2664C 1-10 3/8 (568) 1-9 23/64 (543) 3.32 (0.31) 1-8 47/64 (527)
2668C 1-10 3/8 (568) 1-10 31/32 (583) 3.57 (0.33) 1-4 47/64 (425)
3036C 2-2 3/8 (670) 0-10 3/32 (256) 1.85 (0.17) 4-0 47/64 (1238)
3040C 2-2 3/8 (670) 0-11 45/64 (297) 2.14 (0.20) 3-8 47/64 (1136)
3044C 2-2 3/8 (670) 1-1 5/16 (338) 2.44 (0.23) 3-4 47/64 (1035)
3048C 2-2 3/8 (670) 1-2 59/64 (379) 2.73 (0.25) 3-0 47/64 (933)
3052C 2-2 3/8 (670) 1-4 17/32 (420) 3.03 (0.28) 2-8 47/64 (831)
3056C 2-2 3/8 (670) 1-6 9/64 (461) 3.32 (0.31) 2-4 47/64 (730)
3060C 2-2 3/8 (670) 1-7 3/4 (502) 3.62 (0.34) 2-0 47/64 (628)
3064C 2-2 3/8 (670) 1-9 23/64 (543) 3.91 (0.36) 1-8 47/64 (527)
3068C 2-2 3/8 (670) 1-10 31/32 (583) 4.21 (0.39) 1-4 47/64 (425)
3236C 2-4 3/8 (721) 0-10 3/32 (256) 1.99 (0.18) 4-0 47/64 (1238)
3240C 2-4 3/8 (721) 0-11 45/64 (297) 2.31 (0.21) 3-8 47/64 (1136)
3244C 2-4 3/8 (721) 1-1 5/16 (338) 2.62 (0.24) 3-4 47/64 (1035)
3248C 2-4 3/8 (721) 1-2 59/64 (379) 2.94 (0.27) 3-0 47/64 (933)
3252C 2-4 3/8 (721) 1-4 17/32 (420) 3.26 (0.30) 2-8 47/64 (831)
3256C 2-4 3/8 (721) 1-6 9/64 (461) 3.57 (0.33) 2-4 47/64 (730)
3260C 2-4 3/8 (721) 1-7 3/4 (502) 3.89 (0.36) 2-0 47/64 (628)
3264C 2-4 3/8 (721) 1-9 23/64 (543) 4.21 (0.39) 1-8 47/64 (527)
3268C 2-4 3/8 (721) 1-10 31/32 (583) 4.53 (0.42) 1-4 47/64 (425)
3436C 2-6 3/8 (771) 0-10 3/32 (256) 2.13 (0.20) 4-0 47/64 (1238)
3440C 2-6 3/8 (771) 0-11 45/64 (297) 2.47 (0.23) 3-8 47/64 (1136)
3444C 2-6 3/8 (771) 1-1 5/16 (338) 2.81 (0.26) 3-4 47/64 (1035)
3448C 2-6 3/8 (771) 1-2 59/64 (379) 3.15 (0.29) 3-0 47/64 (933)
3452C 2-6 3/8 (771) 1-4 17/32 (420) 3.49 (0.32) 2-8 47/64 (831)
3456C 2-6 3/8 (771) 1-6 9/64 (461) 3.83 (0.36) 2-4 47/64 (730)
3460C 2-6 3/8 (771) 1-7 3/4 (502) 4.17 (0.39) 2-0 47/64 (628)
3464C 2-6 3/8 (771) 1-9 23/64 (543) 4.51 (0.42) 1-8 47/64 (527)
3468C 2-6 3/8 (771) 1-10 31/32 (583) 4.84 (0.45) 1-4 47/64 (425)
3636C 2-8 3/8 (822) 0-10 3/32 (256) 2.27 (0.21) 4-0 47/64 (1238)
3640C 2-8 3/8 (822) 0-11 45/64 (297) 2.63 (0.24) 3-8 47/64 (1136)
3644C 2-8 3/8 (822) 1-1 5/16 (338) 2.99 (0.28) 3-4 47/64 (1035)
3648C 2-8 3/8 (822) 1-2 59/64 (379) 3.35 (0.31) 3-0 47/64 (933)
3652C 2-8 3/8 (822) 1-4 17/32 (420) 3.72 (0.35) 2-8 47/64 (831)
3656C 2-8 3/8 (822) 1-6 9/64 (461) 4.08 (0.38) 2-4 47/64 (730)
3660C 2-8 3/8 (822) 1-7 3/4 (502) 4.44 (0.41) 2-0 47/64 (628)
3664C 2-8 3/8 (822) 1-9 23/64 (543) 4.80 (0.45) 1-8 47/64 (527)
3668C 2-8 3/8 (822) 1-10 31/32 (583) 5.16 (0.48) 1-4 47/64 (425)

Egress 
Opening

Floor to Bottom 
of Clear OpeningCN

Egress Opening 
Width

Egress Opening
Height



                                                                     Elevate Double Hung

ELDH-12 11708532
Architectural Detail Manual

2023-04-17

Egress and Vent Openings: Cottage Units Standard Product

ht) / 144

ft - in mm ft - in mm ft2 m2 ft - in mm
3836C 2-10 3/8 (873) 0-10 3/32 (256) 2.41 (0.22) 4-0 47/64 (1238)
3840C 2-10 3/8 (873) 0-11 45/64 (297) 2.79 (0.26) 3-8 47/64 (1136)
3844C 2-10 3/8 (873) 1-1 5/16 (338) 3.18 (0.30) 3-4 47/64 (1035)
3848C 2-10 3/8 (873) 1-2 59/64 (379) 3.56 (0.33) 3-0 47/64 (933)
3852C 2-10 3/8 (873) 1-4 17/32 (420) 3.95 (0.37) 2-8 47/64 (831)
3856C 2-10 3/8 (873) 1-6 9/64 (461) 4.33 (0.40) 2-4 47/64 (730)
3860C 2-10 3/8 (873) 1-7 3/4 (502) 4.71 (0.44) 2-0 47/64 (628)
3864C 2-10 3/8 (873) 1-9 23/64 (543) 5.10 (0.47) 1-8 47/64 (527)
3868C 2-10 3/8 (873) 1-10 31/32 (583) 5.48 (0.51) 1-4 47/64 (425)
4236C 3-2 3/8 (975) 0-10 3/32 (256) 2.69 (0.25) 4-0 47/64 (1238)
4240C 3-2 3/8 (975) 0-11 45/64 (297) 3.12 (0.29) 3-8 47/64 (1136)
4244C 3-2 3/8 (975) 1-1 5/16 (338) 3.55 (0.33) 3-4 47/64 (1035)
4248C 3-2 3/8 (975) 1-2 59/64 (379) 3.98 (0.37) 3-0 47/64 (933)
4252C 3-2 3/8 (975) 1-4 17/32 (420) 4.41 (0.41) 2-8 47/64 (831)
4256C 3-2 3/8 (975) 1-6 9/64 (461) 4.83 (0.45) 2-4 47/64 (730)
4260C 3-2 3/8 (975) 1-7 3/4 (502) 5.26 (0.49) 2-0 47/64 (628)
4264C 3-2 3/8 (975) 1-9 23/64 (543) 5.69 (0.53) 1-8 47/64 (527)
4268C 3-2 3/8 (975) 1-10 31/32 (583) 6.12 (0.57) 1-4 47/64 (425)
4836C 3-8 3/8 (1127) 0-10 3/32 (256) 3.11 (0.29) 4-0 47/64 (1238)
4840C 3-8 3/8 (1127) 0-11 45/64 (297) 3.61 (0.33) 3-8 47/64 (1136)
4844C 3-8 3/8 (1127) 1-1 5/16 (338) 4.10 (0.38) 3-4 47/64 (1035)
4848C 3-8 3/8 (1127) 1-2 59/64 (379) 4.60 (0.43) 3-0 47/64 (933)
4852C 3-8 3/8 (1127) 1-4 17/32 (420) 5.09 (0.47) 2-8 47/64 (831)
4856C 3-8 3/8 (1127) 1-6 9/64 (461) 5.59 (0.52) 2-4 47/64 (730)
4860C 3-8 3/8 (1127) 1-7 3/4 (502) 6.09 (0.57) 2-0 47/64 (628)
4864C 3-8 3/8 (1127) 1-9 23/64 (543) 6.58 (0.61) 1-8 47/64 (527)
4868C 3-8 3/8 (1127) 1-10 31/32 (583) 7.08 (0.66) 1-4 47/64 (425)
5436C 4-2 3/8 (1279) 0-10 3/32 (256) 3.53 (0.33) 4-0 47/64 (1238)
5440C 4-2 3/8 (1279) 0-11 45/64 (297) 4.09 (0.38) 3-8 47/64 (1136)
5444C 4-2 3/8 (1279) 1-1 5/16 (338) 4.66 (0.43) 3-4 47/64 (1035)
5448C 4-2 3/8 (1279) 1-2 59/64 (379) 5.22 (0.48) 3-0 47/64 (933)
5452C 4-2 3/8 (1279) 1-4 17/32 (420) 5.78 (0.54) 2-8 47/64 (831)
5456C 4-2 3/8 (1279) 1-6 9/64 (461) 6.35 (0.59) 2-4 47/64 (730)
5460C 4-2 3/8 (1279) 1-7 3/4 (502) 6.91 (0.64) 2-0 47/64 (628)
5464C 4-2 3/8 (1279) 1-9 23/64 (543) 7.47 (0.69) 1-8 47/64 (527)
5468C 4-2 3/8 (1279) 1-10 31/32 (583) 8.04 (0.75) 1-4 47/64 (425)

CN
Egress Opening 

Width
Egress Opening

Height
Egress 

Opening
Floor to Bottom 
of Clear Opening



ELDH-13 11708532
Architectural Detail Manual

                                                                      Elevate Double Hung

2023-04-17

Egress and Vent Openings: Cottage Units High-Performance

ft - in mm ft - in mm ft2 m2 ft - in mm
CN

Egress Opening 
Width

Egress Opening
Height

Egress 
Opening

Floor to Bottom 
of Clear Opening

2236C 1-6 3/8 (467) 0-9 41/64 (245) 1.23 (0.11) 4-1 3/16 (1249)
2240C 1-6 3/8 (467) 0-11 1/4 (286) 1.43 (0.13) 3-9 3/16 (1148)
2244C 1-6 3/8 (467) 1-0 55/64 (326) 1.64 (0.15) 3-5 3/16 (1046)
2248C 1-6 3/8 (467) 1-2 15/32 (367) 1.85 (0.17) 3-1 3/16 (945)
2252C 1-6 3/8 (467) 1-4 5/64 (408) 2.05 (0.19) 2-9 3/16 (843)
2256C 1-6 3/8 (467) 1-5 11/16 (449) 2.26 (0.21) 2-5 3/16 (741)
2260C 1-6 3/8 (467) 1-7 19/64 (490) 2.46 (0.23) 2-1 3/16 (640)
2264C 1-6 3/8 (467) 1-8 29/32 (531) 2.67 (0.25) 1-9 3/16 (538)
2268C 1-6 3/8 (467) 1-10 33/64 (572) 2.87 (0.27) 1-5 3/16 (437)
2636C 1-10 3/8 (568) 0-9 41/64 (245) 1.50 (0.14) 4-1 3/16 (1249)
2640C 1-10 3/8 (568) 0-11 1/4 (286) 1.75 (0.16) 3-9 3/16 (1148)
2644C 1-10 3/8 (568) 1-0 55/64 (326) 2.00 (0.19) 3-5 3/16 (1046)
2648C 1-10 3/8 (568) 1-2 15/32 (367) 2.25 (0.21) 3-1 3/16 (945)
2652C 1-10 3/8 (568) 1-4 5/64 (408) 2.50 (0.23) 2-9 3/16 (843)
2656C 1-10 3/8 (568) 1-5 11/16 (449) 2.75 (0.26) 2-5 3/16 (741)
2660C 1-10 3/8 (568) 1-7 19/64 (490) 3.00 (0.28) 2-1 3/16 (640)
2664C 1-10 3/8 (568) 1-8 29/32 (531) 3.25 (0.30) 1-9 3/16 (538)
2668C 1-10 3/8 (568) 1-10 33/64 (572) 3.50 (0.32) 1-5 3/16 (437)
3036C 2-2 3/8 (670) 0-9 41/64 (245) 1.76 (0.16) 4-1 3/16 (1249)
3040C 2-2 3/8 (670) 0-11 1/4 (286) 2.06 (0.19) 3-9 3/16 (1148)
3044C 2-2 3/8 (670) 1-0 55/64 (326) 2.35 (0.22) 3-5 3/16 (1046)
3048C 2-2 3/8 (670) 1-2 15/32 (367) 2.65 (0.25) 3-1 3/16 (945)
3052C 2-2 3/8 (670) 1-4 5/64 (408) 2.94 (0.27) 2-9 3/16 (843)
3056C 2-2 3/8 (670) 1-5 11/16 (449) 3.24 (0.30) 2-5 3/16 (741)
3060C 2-2 3/8 (670) 1-7 19/64 (490) 3.53 (0.33) 2-1 3/16 (640)
3064C 2-2 3/8 (670) 1-8 29/32 (531) 3.83 (0.36) 1-9 3/16 (538)
3068C 2-2 3/8 (670) 1-10 33/64 (572) 4.12 (0.38) 1-5 3/16 (437)
3236C 2-4 3/8 (721) 0-9 41/64 (245) 1.90 (0.18) 4-1 3/16 (1249)
3240C 2-4 3/8 (721) 0-11 1/4 (286) 2.22 (0.21) 3-9 3/16 (1148)
3244C 2-4 3/8 (721) 1-0 55/64 (326) 2.53 (0.24) 3-5 3/16 (1046)
3248C 2-4 3/8 (721) 1-2 15/32 (367) 2.85 (0.26) 3-1 3/16 (945)
3252C 2-4 3/8 (721) 1-4 5/64 (408) 3.17 (0.29) 2-9 3/16 (843)
3256C 2-4 3/8 (721) 1-5 11/16 (449) 3.48 (0.32) 2-5 3/16 (741)
3260C 2-4 3/8 (721) 1-7 19/64 (490) 3.80 (0.35) 2-1 3/16 (640)
3264C 2-4 3/8 (721) 1-8 29/32 (531) 4.12 (0.38) 1-9 3/16 (538)
3268C 2-4 3/8 (721) 1-10 33/64 (572) 4.44 (0.41) 1-5 3/16 (437)
3436C 2-6 3/8 (771) 0-9 41/64 (245) 2.03 (0.19) 4-1 3/16 (1249)
3440C 2-6 3/8 (771) 0-11 1/4 (286) 2.37 (0.22) 3-9 3/16 (1148)
3444C 2-6 3/8 (771) 1-0 55/64 (326) 2.71 (0.25) 3-5 3/16 (1046)
3448C 2-6 3/8 (771) 1-2 15/32 (367) 3.05 (0.28) 3-1 3/16 (945)
3452C 2-6 3/8 (771) 1-4 5/64 (408) 3.39 (0.31) 2-9 3/16 (843)
3456C 2-6 3/8 (771) 1-5 11/16 (449) 3.73 (0.35) 2-5 3/16 (741)
3460C 2-6 3/8 (771) 1-7 19/64 (490) 4.07 (0.38) 2-1 3/16 (640)
3464C 2-6 3/8 (771) 1-8 29/32 (531) 4.41 (0.41) 1-9 3/16 (538)
3468C 2-6 3/8 (771) 1-10 33/64 (572) 4.75 (0.44) 1-5 3/16 (437)



                                                                     Elevate Double Hung

ELDH-14 11708532
Architectural Detail Manual

2023-04-17

Egress and Vent Openings: Cottage Units High-Performance

ft - in mm ft - in mm ft2 m2 ft - in mm
CN

Egress Opening 
Width

Egress Opening
Height

Egress 
Opening

Floor to Bottom 
of Clear Opening

3636C 2-8 3/8 (822) 0-9 41/64 (245) 2.17 (0.20) 4-1 3/16 (1249)
3640C 2-8 3/8 (822) 0-11 1/4 (286) 2.53 (0.23) 3-9 3/16 (1148)
3644C 2-8 3/8 (822) 1-0 55/64 (326) 2.89 (0.27) 3-5 3/16 (1046)
3648C 2-8 3/8 (822) 1-2 15/32 (367) 3.25 (0.30) 3-1 3/16 (945)
3652C 2-8 3/8 (822) 1-4 5/64 (408) 3.61 (0.34) 2-9 3/16 (843)
3656C 2-8 3/8 (822) 1-5 11/16 (449) 3.98 (0.37) 2-5 3/16 (741)
3660C 2-8 3/8 (822) 1-7 19/64 (490) 4.34 (0.40) 2-1 3/16 (640)
3664C 2-8 3/8 (822) 1-8 29/32 (531) 4.70 (0.44) 1-9 3/16 (538)
3668C 2-8 3/8 (822) 1-10 33/64 (572) 5.06 (0.47) 1-5 3/16 (437)
3836C 2-10 3/8 (873) 0-9 41/64 (245) 2.30 (0.21) 4-1 3/16 (1249)
3840C 2-10 3/8 (873) 0-11 1/4 (286) 2.68 (0.25) 3-9 3/16 (1148)
3844C 2-10 3/8 (873) 1-0 55/64 (326) 3.07 (0.29) 3-5 3/16 (1046)
3848C 2-10 3/8 (873) 1-2 15/32 (367) 3.45 (0.32) 3-1 3/16 (945)
3852C 2-10 3/8 (873) 1-4 5/64 (408) 3.84 (0.36) 2-9 3/16 (843)
3856C 2-10 3/8 (873) 1-5 11/16 (449) 4.22 (0.39) 2-5 3/16 (741)
3860C 2-10 3/8 (873) 1-7 19/64 (490) 4.61 (0.43) 2-1 3/16 (640)
3864C 2-10 3/8 (873) 1-8 29/32 (531) 4.99 (0.46) 1-9 3/16 (538)
3868C 2-10 3/8 (873) 1-10 33/64 (572) 5.37 (0.50) 1-5 3/16 (437)
4236C 3-2 3/8 (975) 0-9 41/64 (245) 2.57 (0.24) 4-1 3/16 (1249)
4240C 3-2 3/8 (975) 0-11 1/4 (286) 3.00 (0.28) 3-9 3/16 (1148)
4244C 3-2 3/8 (975) 1-0 55/64 (326) 3.42 (0.32) 3-5 3/16 (1046)
4248C 3-2 3/8 (975) 1-2 15/32 (367) 3.85 (0.36) 3-1 3/16 (945)
4252C 3-2 3/8 (975) 1-4 5/64 (408) 4.28 (0.40) 2-9 3/16 (843)
4256C 3-2 3/8 (975) 1-5 11/16 (449) 4.71 (0.44) 2-5 3/16 (741)
4260C 3-2 3/8 (975) 1-7 19/64 (490) 5.14 (0.48) 2-1 3/16 (640)
4264C 3-2 3/8 (975) 1-8 29/32 (531) 5.57 (0.52) 1-9 3/16 (538)
4268C 3-2 3/8 (975) 1-10 33/64 (572) 6.00 (0.56) 1-5 3/16 (437)
4836C 3-8 3/8 (1127) 0-9 41/64 (245) 2.97 (0.28) 4-1 3/16 (1249)
4840C 3-8 3/8 (1127) 0-11 1/4 (286) 3.46 (0.32) 3-9 3/16 (1148)
4844C 3-8 3/8 (1127) 1-0 55/64 (326) 3.96 (0.37) 3-5 3/16 (1046)
4848C 3-8 3/8 (1127) 1-2 15/32 (367) 4.46 (0.41) 3-1 3/16 (945)
4852C 3-8 3/8 (1127) 1-4 5/64 (408) 4.95 (0.46) 2-9 3/16 (843)
4856C 3-8 3/8 (1127) 1-5 11/16 (449) 5.45 (0.51) 2-5 3/16 (741)
4860C 3-8 3/8 (1127) 1-7 19/64 (490) 5.94 (0.55) 2-1 3/16 (640)
4864C 3-8 3/8 (1127) 1-8 29/32 (531) 6.44 (0.60) 1-9 3/16 (538)
4868C 3-8 3/8 (1127) 1-10 33/64 (572) 6.94 (0.64) 1-5 3/16 (437)
5436C 4-2 3/8 (1279) 0-9 41/64 (245) 3.37 (0.31) 4-1 3/16 (1249)
5440C 4-2 3/8 (1279) 0-11 1/4 (286) 3.93 (0.37) 3-9 3/16 (1148)
5444C 4-2 3/8 (1279) 1-0 55/64 (326) 4.50 (0.42) 3-5 3/16 (1046)
5448C 4-2 3/8 (1279) 1-2 15/32 (367) 5.06 (0.47) 3-1 3/16 (945)
5452C 4-2 3/8 (1279) 1-4 5/64 (408) 5.62 (0.52) 2-9 3/16 (843)
5456C 4-2 3/8 (1279) 1-5 11/16 (449) 6.19 (0.57) 2-5 3/16 (741)
5460C 4-2 3/8 (1279) 1-7 19/64 (490) 6.75 (0.63) 2-1 3/16 (640)
5464C 4-2 3/8 (1279) 1-8 29/32 (531) 7.31 (0.68) 1-9 3/16 (538)
5468C 4-2 3/8 (1279) 1-10 33/64 (572) 7.87 (0.73) 1-5 3/16 (437)



ELDH-15 11708532
Architectural Detail Manual

                                                                      Elevate Double Hung

2023-04-17

Egress and Vent Openings: Cottage Units IZ3

ft - in mm ft - in mm ft2 m2 ft - in mm
CN

Egress Opening 
Width

Egress Opening
Height

Egress 
Opening

Floor to Bottom 
of Clear Opening

2244C 1-6 3/8 (467) 1-0 55/64 (326) 1.64 (0.15) 3-5 3/16 (1046)
2248C 1-6 3/8 (467) 1-2 15/32 (367) 1.85 (0.17) 3-1 3/16 (945)
2252C 1-6 3/8 (467) 1-4 5/64 (408) 2.05 (0.19) 2-9 3/16 (843)
2256C 1-6 3/8 (467) 1-5 11/16 (449) 2.26 (0.21) 2-5 3/16 (741)
2260C 1-6 3/8 (467) 1-7 19/64 (490) 2.46 (0.23) 2-1 3/16 (640)
2264C 1-6 3/8 (467) 1-8 29/32 (531) 2.67 (0.25) 1-9 3/16 (538)
2268C 1-6 3/8 (467) 1-10 33/64 (572) 2.87 (0.27) 1-5 3/16 (437)
2644C 1-10 3/8 (568) 1-0 55/64 (326) 2.00 (0.19) 3-5 3/16 (1046)
2648C 1-10 3/8 (568) 1-2 15/32 (367) 2.25 (0.21) 3-1 3/16 (945)
2652C 1-10 3/8 (568) 1-4 5/64 (408) 2.50 (0.23) 2-9 3/16 (843)
2656C 1-10 3/8 (568) 1-5 11/16 (449) 2.75 (0.26) 2-5 3/16 (741)
2660C 1-10 3/8 (568) 1-7 19/64 (490) 3.00 (0.28) 2-1 3/16 (640)
2664C 1-10 3/8 (568) 1-8 29/32 (531) 3.25 (0.30) 1-9 3/16 (538)
2668C 1-10 3/8 (568) 1-10 33/64 (572) 3.50 (0.32) 1-5 3/16 (437)
3044C 2-2 3/8 (670) 1-0 55/64 (326) 2.35 (0.22) 3-5 3/16 (1046)
3048C 2-2 3/8 (670) 1-2 15/32 (367) 2.65 (0.25) 3-1 3/16 (945)
3052C 2-2 3/8 (670) 1-4 5/64 (408) 2.94 (0.27) 2-9 3/16 (843)
3056C 2-2 3/8 (670) 1-5 11/16 (449) 3.24 (0.30) 2-5 3/16 (741)
3060C 2-2 3/8 (670) 1-7 19/64 (490) 3.53 (0.33) 2-1 3/16 (640)
3064C 2-2 3/8 (670) 1-8 29/32 (531) 3.83 (0.36) 1-9 3/16 (538)
3068C 2-2 3/8 (670) 1-10 33/64 (572) 4.12 (0.38) 1-5 3/16 (437)
3244C 2-4 3/8 (721) 1-0 55/64 (326) 2.53 (0.24) 3-5 3/16 (1046)
3248C 2-4 3/8 (721) 1-2 15/32 (367) 2.85 (0.26) 3-1 3/16 (945)
3252C 2-4 3/8 (721) 1-4 5/64 (408) 3.17 (0.29) 2-9 3/16 (843)
3256C 2-4 3/8 (721) 1-5 11/16 (449) 3.48 (0.32) 2-5 3/16 (741)
3260C 2-4 3/8 (721) 1-7 19/64 (490) 3.80 (0.35) 2-1 3/16 (640)
3264C 2-4 3/8 (721) 1-8 29/32 (531) 4.12 (0.38) 1-9 3/16 (538)
3268C 2-4 3/8 (721) 1-10 33/64 (572) 4.44 (0.41) 1-5 3/16 (437)
3444C 2-6 3/8 (771) 1-0 55/64 (326) 2.71 (0.25) 3-5 3/16 (1046)
3448C 2-6 3/8 (771) 1-2 15/32 (367) 3.05 (0.28) 3-1 3/16 (945)
3452C 2-6 3/8 (771) 1-4 5/64 (408) 3.39 (0.31) 2-9 3/16 (843)
3456C 2-6 3/8 (771) 1-5 11/16 (449) 3.73 (0.35) 2-5 3/16 (741)
3460C 2-6 3/8 (771) 1-7 19/64 (490) 4.07 (0.38) 2-1 3/16 (640)
3464C 2-6 3/8 (771) 1-8 29/32 (531) 4.41 (0.41) 1-9 3/16 (538)
3468C 2-6 3/8 (771) 1-10 33/64 (572) 4.75 (0.44) 1-5 3/16 (437)
3644C 2-8 3/8 (822) 1-0 55/64 (326) 2.89 (0.27) 3-5 3/16 (1046)
3648C 2-8 3/8 (822) 1-2 15/32 (367) 3.25 (0.30) 3-1 3/16 (945)
3652C 2-8 3/8 (822) 1-4 5/64 (408) 3.61 (0.34) 2-9 3/16 (843)
3656C 2-8 3/8 (822) 1-5 11/16 (449) 3.98 (0.37) 2-5 3/16 (741)
3660C 2-8 3/8 (822) 1-7 19/64 (490) 4.34 (0.40) 2-1 3/16 (640)
3664C 2-8 3/8 (822) 1-8 29/32 (531) 4.70 (0.44) 1-9 3/16 (538)
3668C 2-8 3/8 (822) 1-10 33/64 (572) 5.06 (0.47) 1-5 3/16 (437)



                                                                     Elevate Double Hung

ELDH-16 11708532
Architectural Detail Manual

2023-04-17

Egress and Vent Openings: Cottage Units IZ3

ft - in mm ft - in mm ft2 m2 ft - in mm
CN

Egress Opening 
Width

Egress Opening
Height

Egress 
Opening

Floor to Bottom 
of Clear Opening

3844C 2-10 3/8 (873) 1-0 55/64 (326) 3.07 (0.29) 3-5 3/16 (1046)
3848C 2-10 3/8 (873) 1-2 15/32 (367) 3.45 (0.32) 3-1 3/16 (945)
3852C 2-10 3/8 (873) 1-4 5/64 (408) 3.84 (0.36) 2-9 3/16 (843)
3856C 2-10 3/8 (873) 1-5 11/16 (449) 4.22 (0.39) 2-5 3/16 (741)
3860C 2-10 3/8 (873) 1-7 19/64 (490) 4.61 (0.43) 2-1 3/16 (640)
3864C 2-10 3/8 (873) 1-8 29/32 (531) 4.99 (0.46) 1-9 3/16 (538)
3868C 2-10 3/8 (873) 1-10 33/64 (572) 5.37 (0.50) 1-5 3/16 (437)
4244C 3-2 3/8 (975) 1-0 55/64 (326) 3.42 (0.32) 3-5 3/16 (1046)
4248C 3-2 3/8 (975) 1-2 15/32 (367) 3.85 (0.36) 3-1 3/16 (945)
4252C 3-2 3/8 (975) 1-4 5/64 (408) 4.28 (0.40) 2-9 3/16 (843)
4256C 3-2 3/8 (975) 1-5 11/16 (449) 4.71 (0.44) 2-5 3/16 (741)
4260C 3-2 3/8 (975) 1-7 19/64 (490) 5.14 (0.48) 2-1 3/16 (640)
4264C 3-2 3/8 (975) 1-8 29/32 (531) 5.57 (0.52) 1-9 3/16 (538)



ELDH-17 11708532
Architectural Detail Manual

                                                                      Elevate Double Hung

2023-04-17

Egress and Vent Openings: Reverse Cottage Units Standard Product

ft - in mm ft - in mm ft2 m2 ft - in mm
2236RC 1-6 3/8 (467) 0-6 1/32 (153) 0.77 (0.07) 4-0 47/64 (1238)
2240RC 1-6 3/8 (467) 0-8 27/64 (214) 1.08 (0.10) 3-8 47/64 (1136)
2244RC 1-6 3/8 (467) 0-10 13/16 (275) 1.38 (0.13) 3-4 47/64 (1035)
2248RC 1-6 3/8 (467) 1-1 13/64 (336) 1.69 (0.16) 3-0 47/64 (933)
2252RC 1-6 3/8 (467) 1-3 19/32 (396) 1.99 (0.18) 2-8 47/64 (831)
2256RC 1-6 3/8 (467) 1-3 11/32 (390) 1.96 (0.18) 2-4 47/64 (730)
2260RC 1-6 3/8 (467) 1-5 47/64 (451) 2.26 (0.21) 2-0 47/64 (628)
2264RC 1-6 3/8 (467) 1-8 1/8 (511) 2.57 (0.24) 1-8 47/64 (527)
2268RC 1-6 3/8 (467) 1-10 33/64 (572) 2.87 (0.27) 1-4 47/64 (425)
2636RC 1-10 3/8 (568) 0-6 1/32 (153) 0.94 (0.09) 4-0 47/64 (1238)
2640RC 1-10 3/8 (568) 0-8 27/64 (214) 1.31 (0.12) 3-8 47/64 (1136)
2644RC 1-10 3/8 (568) 0-10 13/16 (275) 1.68 (0.16) 3-4 47/64 (1035)
2648RC 1-10 3/8 (568) 1-1 13/64 (336) 2.05 (0.19) 3-0 47/64 (933)
2652RC 1-10 3/8 (568) 1-3 19/32 (396) 2.42 (0.23) 2-8 47/64 (831)
2656RC 1-10 3/8 (568) 1-3 11/32 (390) 2.38 (0.22) 2-4 47/64 (730)
2660RC 1-10 3/8 (568) 1-5 47/64 (451) 2.76 (0.26) 2-0 47/64 (628)
2664RC 1-10 3/8 (568) 1-8 1/8 (511) 3.13 (0.29) 1-8 47/64 (527)
2668RC 1-10 3/8 (568) 1-10 33/64 (572) 3.50 (0.33) 1-4 47/64 (425)
3036RC 2-2 3/8 (670) 0-6 1/32 (153) 1.11 (0.10) 4-0 47/64 (1238)
3040RC 2-2 3/8 (670) 0-8 27/64 (214) 1.54 (0.14) 3-8 47/64 (1136)
3044RC 2-2 3/8 (670) 0-10 13/16 (275) 1.98 (0.18) 3-4 47/64 (1035)
3048RC 2-2 3/8 (670) 1-1 13/64 (336) 2.42 (0.22) 3-0 47/64 (933)
3052RC 2-2 3/8 (670) 1-3 19/32 (396) 2.86 (0.27) 2-8 47/64 (831)
3056RC 2-2 3/8 (670) 1-3 11/32 (390) 2.81 (0.26) 2-4 47/64 (730)
3060RC 2-2 3/8 (670) 1-5 47/64 (451) 3.25 (0.30) 2-0 47/64 (628)
3064RC 2-2 3/8 (670) 1-8 1/8 (511) 3.69 (0.34) 1-8 47/64 (527)
3068RC 2-2 3/8 (670) 1-10 33/64 (572) 4.12 (0.38) 1-4 47/64 (425)
3236RC 2-4 3/8 (721) 0-6 1/32 (153) 1.19 (0.11) 4-0 47/64 (1238)
3240RC 2-4 3/8 (721) 0-8 27/64 (214) 1.66 (0.15) 3-8 47/64 (1136)
3244RC 2-4 3/8 (721) 0-10 13/16 (275) 2.13 (0.20) 3-4 47/64 (1035)
3248RC 2-4 3/8 (721) 1-1 13/64 (336) 2.60 (0.24) 3-0 47/64 (933)
3252RC 2-4 3/8 (721) 1-3 19/32 (396) 3.07 (0.29) 2-8 47/64 (831)
3256RC 2-4 3/8 (721) 1-3 11/32 (390) 3.02 (0.28) 2-4 47/64 (730)
3260RC 2-4 3/8 (721) 1-5 47/64 (451) 3.49 (0.32) 2-0 47/64 (628)
3264RC 2-4 3/8 (721) 1-8 1/8 (511) 3.97 (0.37) 1-8 47/64 (527)
3268RC 2-4 3/8 (721) 1-10 33/64 (572) 4.44 (0.41) 1-4 47/64 (425)
3436RC 2-6 3/8 (771) 0-6 1/32 (153) 1.27 (0.12) 4-0 47/64 (1238)
3440RC 2-6 3/8 (771) 0-8 27/64 (214) 1.78 (0.17) 3-8 47/64 (1136)
3444RC 2-6 3/8 (771) 0-10 13/16 (275) 2.28 (0.21) 3-4 47/64 (1035)
3448RC 2-6 3/8 (771) 1-1 13/64 (336) 2.79 (0.26) 3-0 47/64 (933)
3452RC 2-6 3/8 (771) 1-3 19/32 (396) 3.29 (0.31) 2-8 47/64 (831)
3456RC 2-6 3/8 (771) 1-3 11/32 (390) 3.24 (0.30) 2-4 47/64 (730)
3460RC 2-6 3/8 (771) 1-5 47/64 (451) 3.74 (0.35) 2-0 47/64 (628)
3464RC 2-6 3/8 (771) 1-8 1/8 (511) 4.25 (0.39) 1-8 47/64 (527)
3468RC 2-6 3/8 (771) 1-10 33/64 (572) 4.75 (0.44) 1-4 47/64 (425)
3636RC 2-8 3/8 (822) 0-6 1/32 (153) 1.36 (0.13) 4-0 47/64 (1238)
3640RC 2-8 3/8 (822) 0-8 27/64 (214) 1.89 (0.18) 3-8 47/64 (1136)
3644RC 2-8 3/8 (822) 0-10 13/16 (275) 2.43 (0.23) 3-4 47/64 (1035)
3648RC 2-8 3/8 (822) 1-1 13/64 (336) 2.97 (0.28) 3-0 47/64 (933)
3652RC 2-8 3/8 (822) 1-3 19/32 (396) 3.51 (0.33) 2-8 47/64 (831)
3656RC 2-8 3/8 (822) 1-3 11/32 (390) 3.45 (0.32) 2-4 47/64 (730)
3660RC 2-8 3/8 (822) 1-5 47/64 (451) 3.99 (0.37) 2-0 47/64 (628)
3664RC 2-8 3/8 (822) 1-8 1/8 (511) 4.53 (0.42) 1-8 47/64 (527)
3668RC 2-8 3/8 (822) 1-10 33/64 (572) 5.06 (0.47) 1-4 47/64 (425)

CN
Egress Opening 

Width
Egress Opening

Height
Egress 

Opening
Floor to Bottom 
of Clear Opening



                                                                     Elevate Double Hung

ELDH-18 11708532
Architectural Detail Manual

2023-04-17

Egress and Vent Openings: Reverse Cottage Units Standard Product

ft - in mm ft - in mm ft2 m2 ft - in mm
3836RC 2-10 3/8 (873) 0-6 1/32 (153) 1.44 (0.13) 4-0 47/64 (1238)
3840RC 2-10 3/8 (873) 0-8 27/64 (214) 2.01 (0.19) 3-8 47/64 (1136)
3844RC 2-10 3/8 (873) 0-10 13/16 (275) 2.58 (0.24) 3-4 47/64 (1035)
3848RC 2-10 3/8 (873) 1-1 13/64 (336) 3.15 (0.29) 3-0 47/64 (933)
3852RC 2-10 3/8 (873) 1-3 19/32 (396) 3.72 (0.35) 2-8 47/64 (831)
3856RC 2-10 3/8 (873) 1-3 11/32 (390) 3.66 (0.34) 2-4 47/64 (730)
3860RC 2-10 3/8 (873) 1-5 47/64 (451) 4.23 (0.39) 2-0 47/64 (628)
3864RC 2-10 3/8 (873) 1-8 1/8 (511) 4.80 (0.45) 1-8 47/64 (527)
3868RC 2-10 3/8 (873) 1-10 33/64 (572) 5.38 (0.50) 1-4 47/64 (425)
4236RC 3-2 3/8 (975) 0-6 1/32 (153) 1.61 (0.15) 4-0 47/64 (1238)
4240RC 3-2 3/8 (975) 0-8 27/64 (214) 2.25 (0.21) 3-8 47/64 (1136)
4244RC 3-2 3/8 (975) 0-10 13/16 (275) 2.88 (0.27) 3-4 47/64 (1035)
4248RC 3-2 3/8 (975) 1-1 13/64 (336) 3.52 (0.33) 3-0 47/64 (933)
4252RC 3-2 3/8 (975) 1-3 19/32 (396) 4.16 (0.39) 2-8 47/64 (831)
4256RC 3-2 3/8 (975) 1-3 11/32 (390) 4.09 (0.38) 2-4 47/64 (730)
4260RC 3-2 3/8 (975) 1-5 47/64 (451) 4.73 (0.44) 2-0 47/64 (628)
4264RC 3-2 3/8 (975) 1-8 1/8 (511) 5.36 (0.50) 1-8 47/64 (527)
4268RC 3-2 3/8 (975) 1-10 33/64 (572) 6.00 (0.56) 1-4 47/64 (425)
4836RC 3-8 3/8 (1127) 0-6 1/32 (153) 1.86 (0.17) 4-0 47/64 (1238)
4840RC 3-8 3/8 (1127) 0-8 27/64 (214) 2.60 (0.24) 3-8 47/64 (1136)
4844RC 3-8 3/8 (1127) 0-10 13/16 (275) 3.33 (0.31) 3-4 47/64 (1035)
4848RC 3-8 3/8 (1127) 1-1 13/64 (336) 4.07 (0.38) 3-0 47/64 (933)
4852RC 3-8 3/8 (1127) 1-3 19/32 (396) 4.81 (0.45) 2-8 47/64 (831)
4856RC 3-8 3/8 (1127) 1-3 11/32 (390) 4.73 (0.44) 2-4 47/64 (730)
4860RC 3-8 3/8 (1127) 1-5 47/64 (451) 5.47 (0.51) 2-0 47/64 (628)
4864RC 3-8 3/8 (1127) 1-8 1/8 (511) 6.20 (0.58) 1-8 47/64 (527)
4868RC 3-8 3/8 (1127) 1-10 33/64 (572) 6.94 (0.64) 1-4 47/64 (425)
5436RC 4-2 3/8 (1279) 0-6 1/32 (153) 2.11 (0.20) 4-0 47/64 (1238)
5440RC 4-2 3/8 (1279) 0-8 27/64 (214) 2.95 (0.27) 3-8 47/64 (1136)
5444RC 4-2 3/8 (1279) 0-10 13/16 (275) 3.78 (0.35) 3-4 47/64 (1035)
5448RC 4-2 3/8 (1279) 1-1 13/64 (336) 4.62 (0.43) 3-0 47/64 (933)
5452RC 4-2 3/8 (1279) 1-3 19/32 (396) 5.46 (0.51) 2-8 47/64 (831)
5456RC 4-2 3/8 (1279) 1-3 11/32 (390) 5.37 (0.50) 2-4 47/64 (730)
5460RC 4-2 3/8 (1279) 1-5 47/64 (451) 6.20 (0.58) 2-0 47/64 (628)
5464RC 4-2 3/8 (1279) 1-8 1/8 (511) 7.04 (0.65) 1-8 47/64 (527)
5468RC 4-2 3/8 (1279) 1-10 33/64 (572) 7.88 (0.73) 1-4 47/64 (425)

CN
Egress Opening 

Width
Egress Opening

Height
Egress 

Opening
Floor to Bottom 
of Clear Opening



ELDH-19 11708532
Architectural Detail Manual

                                                                      Elevate Double Hung

2023-04-17

Egress and Vent Openings: Reverse Cottage Units High-Performance

ft - in mm ft - in mm ft2 m2 ft - in mm
CN

Egress Opening 
Width

Egress Opening
Height

Egress 
Opening

Floor to Bottom 
of Clear Opening

2236RC 1-6 3/8 (467) 0-5 37/64 (142) 0.71 (0.07) 4-1 3/16 (1249)
2240RC 1-6 3/8 (467) 0-7 31/32 (202) 1.02 (0.09) 3-9 3/16 (1148)
2244RC 1-6 3/8 (467) 0-10 23/64 (263) 1.32 (0.12) 3-5 3/16 (1046)
2248RC 1-6 3/8 (467) 1-0 3/4 (324) 1.63 (0.15) 3-1 3/16 (945)
2252RC 1-6 3/8 (467) 1-3 9/64 (385) 1.93 (0.18) 2-9 3/16 (843)
2256RC 1-6 3/8 (467) 1-2 57/64 (378) 1.90 (0.18) 2-5 3/16 (741)
2260RC 1-6 3/8 (467) 1-5 9/32 (439) 2.20 (0.20) 2-1 3/16 (640)
2264RC 1-6 3/8 (467) 1-7 43/64 (500) 2.51 (0.23) 1-9 3/16 (538)
2268RC 1-6 3/8 (467) 1-10 1/16 (560) 2.81 (0.26) 1-5 3/16 (437)
2636RC 1-10 3/8 (568) 0-5 37/64 (142) 0.87 (0.08) 4-1 3/16 (1249)
2640RC 1-10 3/8 (568) 0-7 31/32 (202) 1.24 (0.12) 3-9 3/16 (1148)
2644RC 1-10 3/8 (568) 0-10 23/64 (263) 1.61 (0.15) 3-5 3/16 (1046)
2648RC 1-10 3/8 (568) 1-0 3/4 (324) 1.98 (0.18) 3-1 3/16 (945)
2652RC 1-10 3/8 (568) 1-3 9/64 (385) 2.35 (0.22) 2-9 3/16 (843)
2656RC 1-10 3/8 (568) 1-2 57/64 (378) 2.31 (0.21) 2-5 3/16 (741)
2660RC 1-10 3/8 (568) 1-5 9/32 (439) 2.68 (0.25) 2-1 3/16 (640)
2664RC 1-10 3/8 (568) 1-7 43/64 (500) 3.06 (0.28) 1-9 3/16 (538)
2668RC 1-10 3/8 (568) 1-10 1/16 (560) 3.43 (0.32) 1-5 3/16 (437)
3036RC 2-2 3/8 (670) 0-5 37/64 (142) 1.02 (0.09) 4-1 3/16 (1249)
3040RC 2-2 3/8 (670) 0-7 31/32 (202) 1.46 (0.14) 3-9 3/16 (1148)
3044RC 2-2 3/8 (670) 0-10 23/64 (263) 1.90 (0.18) 3-5 3/16 (1046)
3048RC 2-2 3/8 (670) 1-0 3/4 (324) 2.34 (0.22) 3-1 3/16 (945)
3052RC 2-2 3/8 (670) 1-3 9/64 (385) 2.77 (0.26) 2-9 3/16 (843)
3056RC 2-2 3/8 (670) 1-2 57/64 (378) 2.73 (0.25) 2-5 3/16 (741)
3060RC 2-2 3/8 (670) 1-5 9/32 (439) 3.16 (0.29) 2-1 3/16 (640)
3064RC 2-2 3/8 (670) 1-7 43/64 (500) 3.60 (0.33) 1-9 3/16 (538)
3068RC 2-2 3/8 (670) 1-10 1/16 (560) 4.04 (0.38) 1-5 3/16 (437)
3236RC 2-4 3/8 (721) 0-5 37/64 (142) 1.10 (0.10) 4-1 3/16 (1249)
3240RC 2-4 3/8 (721) 0-7 31/32 (202) 1.57 (0.15) 3-9 3/16 (1148)
3244RC 2-4 3/8 (721) 0-10 23/64 (263) 2.04 (0.19) 3-5 3/16 (1046)
3248RC 2-4 3/8 (721) 1-0 3/4 (324) 2.51 (0.23) 3-1 3/16 (945)
3252RC 2-4 3/8 (721) 1-3 9/64 (385) 2.98 (0.28) 2-9 3/16 (843)
3256RC 2-4 3/8 (721) 1-2 57/64 (378) 2.93 (0.27) 2-5 3/16 (741)
3260RC 2-4 3/8 (721) 1-5 9/32 (439) 3.40 (0.32) 2-1 3/16 (640)
3264RC 2-4 3/8 (721) 1-7 43/64 (500) 3.88 (0.36) 1-9 3/16 (538)
3268RC 2-4 3/8 (721) 1-10 1/16 (560) 4.35 (0.40) 1-5 3/16 (437)
3436RC 2-6 3/8 (771) 0-5 37/64 (142) 1.18 (0.11) 4-1 3/16 (1249)
3440RC 2-6 3/8 (771) 0-7 31/32 (202) 1.68 (0.16) 3-9 3/16 (1148)
3444RC 2-6 3/8 (771) 0-10 23/64 (263) 2.19 (0.20) 3-5 3/16 (1046)
3448RC 2-6 3/8 (771) 1-0 3/4 (324) 2.69 (0.25) 3-1 3/16 (945)
3452RC 2-6 3/8 (771) 1-3 9/64 (385) 3.19 (0.30) 2-9 3/16 (843)
3456RC 2-6 3/8 (771) 1-2 57/64 (378) 3.14 (0.29) 2-5 3/16 (741)
3460RC 2-6 3/8 (771) 1-5 9/32 (439) 3.64 (0.34) 2-1 3/16 (640)
3464RC 2-6 3/8 (771) 1-7 43/64 (500) 4.15 (0.39) 1-9 3/16 (538)
3468RC 2-6 3/8 (771) 1-10 1/16 (560) 4.65 (0.43) 1-5 3/16 (437)



                                                                     Elevate Double Hung

ELDH-20 11708532
Architectural Detail Manual

2023-04-17

Egress and Vent Openings: Reverse Cottage Units High-Performance

ft - in mm ft - in mm ft2 m2 ft - in mm
3636RC 2-8 3/8 (822) 0-5 37/64 (142) 1.25 (0.12) 4-1 3/16 (1249)
3640RC 2-8 3/8 (822) 0-7 31/32 (202) 1.79 (0.17) 3-9 3/16 (1148)
3644RC 2-8 3/8 (822) 0-10 23/64 (263) 2.33 (0.22) 3-5 3/16 (1046)
3648RC 2-8 3/8 (822) 1-0 3/4 (324) 2.87 (0.27) 3-1 3/16 (945)
3652RC 2-8 3/8 (822) 1-3 9/64 (385) 3.40 (0.32) 2-9 3/16 (843)
3656RC 2-8 3/8 (822) 1-2 57/64 (378) 3.35 (0.31) 2-5 3/16 (741)
3660RC 2-8 3/8 (822) 1-5 9/32 (439) 3.88 (0.36) 2-1 3/16 (640)
3664RC 2-8 3/8 (822) 1-7 43/64 (500) 4.42 (0.41) 1-9 3/16 (538)
3668RC 2-8 3/8 (822) 1-10 1/16 (560) 4.96 (0.46) 1-5 3/16 (437)
3836RC 2-10 3/8 (873) 0-5 37/64 (142) 1.33 (0.12) 4-1 3/16 (1249)
3840RC 2-10 3/8 (873) 0-7 31/32 (202) 1.90 (0.18) 3-9 3/16 (1148)
3844RC 2-10 3/8 (873) 0-10 23/64 (263) 2.47 (0.23) 3-5 3/16 (1046)
3848RC 2-10 3/8 (873) 1-0 3/4 (324) 3.04 (0.28) 3-1 3/16 (945)
3852RC 2-10 3/8 (873) 1-3 9/64 (385) 3.61 (0.34) 2-9 3/16 (843)
3856RC 2-10 3/8 (873) 1-2 57/64 (378) 3.55 (0.33) 2-5 3/16 (741)
3860RC 2-10 3/8 (873) 1-5 9/32 (439) 4.12 (0.38) 2-1 3/16 (640)
3864RC 2-10 3/8 (873) 1-7 43/64 (500) 4.70 (0.44) 1-9 3/16 (538)
3868RC 2-10 3/8 (873) 1-10 1/16 (560) 5.27 (0.49) 1-5 3/16 (437)
4236RC 3-2 3/8 (975) 0-5 37/64 (142) 1.49 (0.14) 4-1 3/16 (1249)
4240RC 3-2 3/8 (975) 0-7 31/32 (202) 2.12 (0.20) 3-9 3/16 (1148)
4244RC 3-2 3/8 (975) 0-10 23/64 (263) 2.76 (0.26) 3-5 3/16 (1046)
4248RC 3-2 3/8 (975) 1-0 3/4 (324) 3.40 (0.32) 3-1 3/16 (945)
4252RC 3-2 3/8 (975) 1-3 9/64 (385) 4.03 (0.37) 2-9 3/16 (843)
4256RC 3-2 3/8 (975) 1-2 57/64 (378) 3.97 (0.37) 2-5 3/16 (741)
4260RC 3-2 3/8 (975) 1-5 9/32 (439) 4.60 (0.43) 2-1 3/16 (640)
4264RC 3-2 3/8 (975) 1-7 43/64 (500) 5.24 (0.49) 1-9 3/16 (538)
4268RC 3-2 3/8 (975) 1-10 1/16 (560) 5.88 (0.55) 1-5 3/16 (437)
4836RC 3-8 3/8 (1127) 0-5 37/64 (142) 1.72 (0.16) 4-1 3/16 (1249)
4840RC 3-8 3/8 (1127) 0-7 31/32 (202) 2.46 (0.23) 3-9 3/16 (1148)
4844RC 3-8 3/8 (1127) 0-10 23/64 (263) 3.19 (0.30) 3-5 3/16 (1046)
4848RC 3-8 3/8 (1127) 1-0 3/4 (324) 3.93 (0.37) 3-1 3/16 (945)
4852RC 3-8 3/8 (1127) 1-3 9/64 (385) 4.67 (0.43) 2-9 3/16 (843)
4856RC 3-8 3/8 (1127) 1-2 57/64 (378) 4.59 (0.43) 2-5 3/16 (741)
4860RC 3-8 3/8 (1127) 1-5 9/32 (439) 5.32 (0.49) 2-1 3/16 (640)
4864RC 3-8 3/8 (1127) 1-7 43/64 (500) 6.06 (0.56) 1-9 3/16 (538)
4868RC 3-8 3/8 (1127) 1-10 1/16 (560) 6.80 (0.63) 1-5 3/16 (437)
5436RC 4-2 3/8 (1279) 0-5 37/64 (142) 1.95 (0.18) 4-1 3/16 (1249)
5440RC 4-2 3/8 (1279) 0-7 31/32 (202) 2.79 (0.26) 3-9 3/16 (1148)
5444RC 4-2 3/8 (1279) 0-10 23/64 (263) 3.62 (0.34) 3-5 3/16 (1046)
5448RC 4-2 3/8 (1279) 1-0 3/4 (324) 4.46 (0.41) 3-1 3/16 (945)
5452RC 4-2 3/8 (1279) 1-3 9/64 (385) 5.30 (0.49) 2-9 3/16 (843)
5456RC 4-2 3/8 (1279) 1-2 57/64 (378) 5.21 (0.48) 2-5 3/16 (741)
5460RC 4-2 3/8 (1279) 1-5 9/32 (439) 6.04 (0.56) 2-1 3/16 (640)
5464RC 4-2 3/8 (1279) 1-7 43/64 (500) 6.88 (0.64) 1-9 3/16 (538)
5468RC 4-2 3/8 (1279) 1-10 1/16 (560) 7.72 (0.72) 1-5 3/16 (437)

CN
Egress Opening 

Width
Egress Opening

Height
Egress 

Opening
Floor to Bottom 
of Clear Opening



ELDH-21 11708532
Architectural Detail Manual

                                                                      Elevate Double Hung

2023-04-17

Egress and Vent Openings: Reverse Cottage Units IZ3

ft - in mm ft - in mm ft2 m2 ft - in mm
CN

Egress Opening 
Width

Egress Opening
Height

Egress 
Opening

Floor to Bottom 
of Clear Opening

2244RC 1-6 3/8 (467) 0-10 23/64 (263) 1.32 (0.12) 3-5 3/16 (1046)
2248RC 1-6 3/8 (467) 1-0 3/4 (324) 1.63 (0.15) 3-1 3/16 (945)
2252RC 1-6 3/8 (467) 1-3 9/64 (385) 1.93 (0.18) 2-9 3/16 (843)
2256RC 1-6 3/8 (467) 1-2 57/64 (378) 1.90 (0.18) 2-5 3/16 (741)
2260RC 1-6 3/8 (467) 1-5 9/32 (439) 2.20 (0.20) 2-1 3/16 (640)
2264RC 1-6 3/8 (467) 1-7 43/64 (500) 2.51 (0.23) 1-9 3/16 (538)
2268RC 1-6 3/8 (467) 1-10 1/16 (560) 2.81 (0.26) 1-5 3/16 (437)
2644RC 1-10 3/8 (568) 0-10 23/64 (263) 1.61 (0.15) 3-5 3/16 (1046)
2648RC 1-10 3/8 (568) 1-0 3/4 (324) 1.98 (0.18) 3-1 3/16 (945)
2652RC 1-10 3/8 (568) 1-3 9/64 (385) 2.35 (0.22) 2-9 3/16 (843)
2656RC 1-10 3/8 (568) 1-2 57/64 (378) 2.31 (0.21) 2-5 3/16 (741)
2660RC 1-10 3/8 (568) 1-5 9/32 (439) 2.68 (0.25) 2-1 3/16 (640)
2664RC 1-10 3/8 (568) 1-7 43/64 (500) 3.06 (0.28) 1-9 3/16 (538)
2668RC 1-10 3/8 (568) 1-10 1/16 (560) 3.43 (0.32) 1-5 3/16 (437)
3044RC 2-2 3/8 (670) 0-10 23/64 (263) 1.90 (0.18) 3-5 3/16 (1046)
3048RC 2-2 3/8 (670) 1-0 3/4 (324) 2.34 (0.22) 3-1 3/16 (945)
3052RC 2-2 3/8 (670) 1-3 9/64 (385) 2.77 (0.26) 2-9 3/16 (843)
3056RC 2-2 3/8 (670) 1-2 57/64 (378) 2.73 (0.25) 2-5 3/16 (741)
3060RC 2-2 3/8 (670) 1-5 9/32 (439) 3.16 (0.29) 2-1 3/16 (640)
3064RC 2-2 3/8 (670) 1-7 43/64 (500) 3.60 (0.33) 1-9 3/16 (538)
3068RC 2-2 3/8 (670) 1-10 1/16 (560) 4.04 (0.38) 1-5 3/16 (437)
3244RC 2-4 3/8 (721) 0-10 23/64 (263) 2.04 (0.19) 3-5 3/16 (1046)
3248RC 2-4 3/8 (721) 1-0 3/4 (324) 2.51 (0.23) 3-1 3/16 (945)
3252RC 2-4 3/8 (721) 1-3 9/64 (385) 2.98 (0.28) 2-9 3/16 (843)
3256RC 2-4 3/8 (721) 1-2 57/64 (378) 2.93 (0.27) 2-5 3/16 (741)
3260RC 2-4 3/8 (721) 1-5 9/32 (439) 3.40 (0.32) 2-1 3/16 (640)
3264RC 2-4 3/8 (721) 1-7 43/64 (500) 3.88 (0.36) 1-9 3/16 (538)
3268RC 2-4 3/8 (721) 1-10 1/16 (560) 4.35 (0.40) 1-5 3/16 (437)
3444RC 2-6 3/8 (771) 0-10 23/64 (263) 2.19 (0.20) 3-5 3/16 (1046)
3448RC 2-6 3/8 (771) 1-0 3/4 (324) 2.69 (0.25) 3-1 3/16 (945)
3452RC 2-6 3/8 (771) 1-3 9/64 (385) 3.19 (0.30) 2-9 3/16 (843)
3456RC 2-6 3/8 (771) 1-2 57/64 (378) 3.14 (0.29) 2-5 3/16 (741)
3460RC 2-6 3/8 (771) 1-5 9/32 (439) 3.64 (0.34) 2-1 3/16 (640)
3464RC 2-6 3/8 (771) 1-7 43/64 (500) 4.15 (0.39) 1-9 3/16 (538)
3468RC 2-6 3/8 (771) 1-10 1/16 (560) 4.65 (0.43) 1-5 3/16 (437)



                                                                     Elevate Double Hung

ELDH-22 11708532
Architectural Detail Manual

2023-04-17

Egress and Vent Openings: Reverse Cottage Units IZ3

ft - in mm ft - in mm ft2 m2 ft - in mm
3644RC 2-8 3/8 (822) 0-10 23/64 (263) 2.33 (0.22) 3-5 3/16 (1046)
3648RC 2-8 3/8 (822) 1-0 3/4 (324) 2.87 (0.27) 3-1 3/16 (945)
3652RC 2-8 3/8 (822) 1-3 9/64 (385) 3.40 (0.32) 2-9 3/16 (843)
3656RC 2-8 3/8 (822) 1-2 57/64 (378) 3.35 (0.31) 2-5 3/16 (741)
3660RC 2-8 3/8 (822) 1-5 9/32 (439) 3.88 (0.36) 2-1 3/16 (640)
3664RC 2-8 3/8 (822) 1-7 43/64 (500) 4.42 (0.41) 1-9 3/16 (538)
3668RC 2-8 3/8 (822) 1-10 1/16 (560) 4.96 (0.46) 1-5 3/16 (437)
3844RC 2-10 3/8 (873) 0-10 23/64 (263) 2.47 (0.23) 3-5 3/16 (1046)
3848RC 2-10 3/8 (873) 1-0 3/4 (324) 3.04 (0.28) 3-1 3/16 (945)
3852RC 2-10 3/8 (873) 1-3 9/64 (385) 3.61 (0.34) 2-9 3/16 (843)
3856RC 2-10 3/8 (873) 1-2 57/64 (378) 3.55 (0.33) 2-5 3/16 (741)
3860RC 2-10 3/8 (873) 1-5 9/32 (439) 4.12 (0.38) 2-1 3/16 (640)
3864RC 2-10 3/8 (873) 1-7 43/64 (500) 4.70 (0.44) 1-9 3/16 (538)
3868RC 2-10 3/8 (873) 1-10 1/16 (560) 5.27 (0.49) 1-5 3/16 (437)
4244RC 3-2 3/8 (975) 0-10 23/64 (263) 2.76 (0.26) 3-5 3/16 (1046)
4248RC 3-2 3/8 (975) 1-0 3/4 (324) 3.40 (0.32) 3-1 3/16 (945)
4252RC 3-2 3/8 (975) 1-3 9/64 (385) 4.03 (0.37) 2-9 3/16 (843)
4256RC 3-2 3/8 (975) 1-2 57/64 (378) 3.97 (0.37) 2-5 3/16 (741)
4260RC 3-2 3/8 (975) 1-5 9/32 (439) 4.60 (0.43) 2-1 3/16 (640)
4264RC 3-2 3/8 (975) 1-7 43/64 (500) 5.24 (0.49) 1-9 3/16 (538)

Floor to Bottom 
of Clear OpeningCN

Egress Opening 
Width

Egress Opening
Height

Egress 
Opening



ELDH-23 11708532
Architectural Detail Manual

                                                                      Elevate Double Hung

2023-04-17

Daylight Measurements: Double Hung

ft - in mm ft - in mm ft2 m2 ft - in mm ft - in mm ft2 m2

2236 1-3 11/16 (398) 1-1 11/16 (348) 2.98 (0.28) 3236 2-1 11/16 (652) 1-1 11/16 (348) 4.88 (0.45)

2240 1-3 11/16 (398) 1-3 11/16 (398) 3.42 (0.32) 3240 2-1 11/16 (652) 1-3 11/16 (398) 5.60 (0.52)

2244 1-3 11/16 (398) 1-5 11/16 (449) 3.85 (0.36) 3244 2-1 11/16 (652) 1-5 11/16 (449) 6.31 (0.59)

2248 1-3 11/16 (398) 1-7 11/16 (500) 4.29 (0.40) 3248 2-1 11/16 (652) 1-7 11/16 (500) 7.02 (0.65)

2252 1-3 11/16 (398) 1-9 11/16 (551) 4.73 (0.44) 3252 2-1 11/16 (652) 1-9 11/16 (551) 7.74 (0.72)

2256 1-3 11/16 (398) 1-11 11/16 (602) 5.16 (0.48) 3256 2-1 11/16 (652) 1-11 11/16 (602) 8.45 (0.79)

2260 1-3 11/16 (398) 2-1 11/16 (652) 5.60 (0.52) 3260 2-1 11/16 (652) 2-1 11/16 (652) 9.16 (0.85)

2264 1-3 11/16 (398) 2-3 11/16 (703) 6.03 (1.46) 3264 2-1 11/16 (652) 2-3 11/16 (703) 9.88 (0.92)

2268 1-3 11/16 (398) 2-5 11/16 (754) 6.47 (0.60) 3268 2-1 11/16 (652) 2-5 11/16 (754) 10.59 (0.98)

2272 1-3 11/16 (398) 2-7 11/16 (805) 6.90 (0.64) 3272 2-1 11/16 (652) 2-7 11/16 (805) 11.31 (1.05)

2276 1-3 11/16 (398) 2-9 11/16 (856) 7.34 (0.68) 3276 2-1 11/16 (652) 2-9 11/16 (856) 12.02 (1.12)

2280 1-3 11/16 (398) 2-11 11/16 (906) 7.78 (0.72) 3280 2-1 11/16 (652) 2-11 11/16 (906) 12.73 (1.18)

2284 1-3 11/16 (398) 3-1 11/16 (957) 8.21 (0.76) 3284 2-1 11/16 (652) 3-1 11/16 (957) 13.45 (1.25)

2636 1-7 11/16 (500) 1-1 11/16 (348) 3.74 (0.35) 3436 2-3 11/16 (703) 1-1 11/16 (348) 5.26 (0.49)

2640 1-7 11/16 (500) 1-3 11/16 (398) 4.29 (0.40) 3440 2-3 11/16 (703) 1-3 11/16 (398) 6.03 (0.56)

2644 1-7 11/16 (500) 1-5 11/16 (449) 4.84 (0.45) 3444 2-3 11/16 (703) 1-5 11/16 (449) 6.80 (0.63)

2648 1-7 11/16 (500) 1-7 11/16 (500) 5.38 (0.50) 3448 2-3 11/16 (703) 1-7 11/16 (500) 7.57 (0.70)

2652 1-7 11/16 (500) 1-9 11/16 (551) 5.93 (0.55) 3452 2-3 11/16 (703) 1-9 11/16 (551) 8.34 (0.77)

2656 1-7 11/16 (500) 1-11 11/16 (602) 6.48 (0.60) 3456 2-3 11/16 (703) 1-11 11/16 (602) 9.11 (0.85)

2660 1-7 11/16 (500) 2-1 11/16 (652) 7.02 (0.65) 3460 2-3 11/16 (703) 2-1 11/16 (652) 9.88 (0.92)

2664 1-7 11/16 (500) 2-3 11/16 (703) 7.57 (0.70) 3464 2-3 11/16 (703) 2-3 11/16 (703) 10.65 (0.99)

2668 1-7 11/16 (500) 2-5 11/16 (754) 8.12 (0.75) 3468 2-3 11/16 (703) 2-5 11/16 (754) 11.42 (1.06)

2672 1-7 11/16 (500) 2-7 11/16 (805) 8.66 (0.80) 3472 2-3 11/16 (703) 2-7 11/16 (805) 12.19 (1.13)

2676 1-7 11/16 (500) 2-9 11/16 (856) 9.21 (0.86) 3476 2-3 11/16 (703) 2-9 11/16 (856) 12.95 (1.20)

2680 1-7 11/16 (500) 2-11 11/16 (906) 9.76 (0.91) 3480 2-3 11/16 (703) 2-11 11/16 (906) 13.72 (1.28)

2684 1-7 11/16 (500) 3-1 11/16 (957) 10.31 (0.96) 3484 2-3 11/16 (703) 3-1 11/16 (957) 14.49 (1.35)

3036 1-11 11/16 (602) 1-1 11/16 (348) 4.50 (0.42) 3636 2-5 11/16 (754) 1-1 11/16 (348) 5.64 (0.52)

3040 1-11 11/16 (602) 1-3 11/16 (398) 5.16 (0.48) 3640 2-5 11/16 (754) 1-3 11/16 (398) 6.47 (0.60)

3044 1-11 11/16 (602) 1-5 11/16 (449) 5.82 (0.54) 3644 2-5 11/16 (754) 1-5 11/16 (449) 7.29 (0.68)

3048 1-11 11/16 (602) 1-7 11/16 (500) 6.48 (0.60) 3648 2-5 11/16 (754) 1-7 11/16 (500) 8.12 (0.75)

3052 1-11 11/16 (602) 1-9 11/16 (551) 7.14 (0.66) 3652 2-5 11/16 (754) 1-9 11/16 (551) 8.94 (0.83)

3056 1-11 11/16 (602) 1-11 11/16 (602) 7.79 (0.72) 3656 2-5 11/16 (754) 1-11 11/16 (602) 9.77 (0.91)

3060 1-11 11/16 (602) 2-1 11/16 (652) 8.45 (0.79) 3660 2-5 11/16 (754) 2-1 11/16 (652) 10.59 (0.98)

3064 1-11 11/16 (602) 2-3 11/16 (703) 9.11 (0.85) 3664 2-5 11/16 (754) 2-3 11/16 (703) 11.42 (1.06)

3068 1-11 11/16 (602) 2-5 11/16 (754) 9.77 (0.91) 3668 2-5 11/16 (754) 2-5 11/16 (754) 12.24 (1.14)

3072 1-11 11/16 (602) 2-7 11/16 (805) 10.43 (0.97) 3672 2-5 11/16 (754) 2-7 11/16 (805) 13.07 (1.21)

3076 1-11 11/16 (602) 2-9 11/16 (856) 11.08 (1.03) 3676 2-5 11/16 (754) 2-9 11/16 (856) 13.89 (1.29)

3080 1-11 11/16 (602) 2-11 11/16 (906) 11.74 (1.09) 3680 2-5 11/16 (754) 2-11 11/16 (906) 14.72 (1.37)

3084 1-11 11/16 (602) 3-1 11/16 (957) 12.40 (1.15) 3684 2-5 11/16 (754) 3-1 11/16 (957) 15.54 (1.44)

CN*

Daylight Opening 
Width

(per sash)

Daylight Opening
Height

(per sash)

Daylight Opening
(both Sash) CN

Daylight Opening
Height

(per sash)

Daylight Opening
(both Sash)

Daylight Opening 
Width

(per sash)



                                                                     Elevate Double Hung

ELDH-24 11708532
Architectural Detail Manual

2023-04-17

Daylight Measurements: Double Hung

ft - in mm ft - in mm ft2 m2 ft - in mm ft - in mm ft2 m2

3836 2-7 11/16 (805) 1-1 11/16 (348) 6.02 (0.56) 4836 3-5 11/16 (1059) 1-1 11/16 (348) 7.93 (0.74)

3840 2-7 11/16 (805) 1-3 11/16 (398) 6.90 (0.64) 4840 3-5 11/16 (1059) 1-3 11/16 (398) 9.08 (0.84)

3844 2-7 11/16 (805) 1-5 11/16 (449) 7.78 (0.72) 4844 3-5 11/16 (1059) 1-5 11/16 (449) 10.24 (0.95)

3848 2-7 11/16 (805) 1-7 11/16 (500) 8.66 (0.80) 4848 3-5 11/16 (1059) 1-7 11/16 (500) 11.40 (1.06)

3852 2-7 11/16 (805) 1-9 11/16 (551) 9.55 (0.89) 4852 3-5 11/16 (1059) 1-9 11/16 (551) 12.56 (1.17)

3856 2-7 11/16 (805) 1-11 11/16 (602) 10.43 (0.97) 4856 3-5 11/16 (1059) 1-11 11/16 (602) 13.72 (1.27)

3860 2-7 11/16 (805) 2-1 11/16 (652) 11.31 (1.05) 4860 3-5 11/16 (1059) 2-1 11/16 (652) 14.87 (1.38)

3864 2-7 11/16 (805) 2-3 11/16 (703) 12.19 (1.13) 4864 3-5 11/16 (1059) 2-3 11/16 (703) 16.03 (1.49)

3868 2-7 11/16 (805) 2-5 11/16 (754) 13.07 (1.21) 4868 3-5 11/16 (1059) 2-5 11/16 (754) 17.19 (1.60)

3872 2-7 11/16 (805) 2-7 11/16 (805) 13.95 (1.30) 4872 3-5 11/16 (1059) 2-7 11/16 (805) 18.35 (1.70)

3876 2-7 11/16 (805) 2-9 11/16 (856) 14.83 (1.38) 4876 3-5 11/16 (1059) 2-9 11/16 (856) 19.51 (1.81)

3880 2-7 11/16 (805) 2-11 11/16 (906) 15.71 (1.46) 4880 3-5 11/16 (1059) 2-11 11/16 (906) 20.66 (1.92)

3884 2-7 11/16 (805) 3-1 11/16 (957) 16.59 (1.54) 4884 3-5 11/16 (1059) 3-1 11/16 (957) 21.82 (2.03)

4236 2-11 11/16 (906) 1-1 11/16 (348) 6.78 (0.63) 5436 3-11 11/16 (1211) 1-1 11/16 (348) 9.07 (0.84)

4240 2-11 11/16 (906) 1-3 11/16 (398) 7.78 (0.72) 5440 3-11 11/16 (1211) 1-3 11/16 (398) 10.39 (0.97)

4244 2-11 11/16 (906) 1-5 11/16 (449) 8.77 (0.81) 5444 3-11 11/16 (1211) 1-5 11/16 (449) 11.72 (1.09)

4248 2-11 11/16 (906) 1-7 11/16 (500) 9.76 (0.91) 5448 3-11 11/16 (1211) 1-7 11/16 (500) 13.04 (1.21)

4252 2-11 11/16 (906) 1-9 11/16 (551) 10.75 (1.00) 5452 3-11 11/16 (1211) 1-9 11/16 (551) 14.36 (1.33)

4256 2-11 11/16 (906) 1-11 11/16 (602) 11.74 (1.09) 5456 3-11 11/16 (1211) 1-11 11/16 (602) 15.69 (1.46)

4260 2-11 11/16 (906) 2-1 11/16 (652) 12.73 (1.18) 5460 3-11 11/16 (1211) 2-1 11/16 (652) 17.01 (1.58)

4264 2-11 11/16 (906) 2-3 11/16 (703) 13.72 (1.28) 5464 3-11 11/16 (1211) 2-3 11/16 (703) 18.34 (1.70)

4268 2-11 11/16 (906) 2-5 11/16 (754) 14.72 (1.37) 5468 3-11 11/16 (1211) 2-5 11/16 (754) 19.66 (1.83)

4272 2-11 11/16 (906) 2-7 11/16 (805) 15.71 (1.46) 5472 3-11 11/16 (1211) 2-7 11/16 (805) 20.99 (1.95)

4276 2-11 11/16 (906) 2-9 11/16 (856) 16.70 (1.55) 5476 3-11 11/16 (1211) 2-9 11/16 (856) 22.31 (2.07)

4280 2-11 11/16 (906) 2-11 11/16 (906) 17.69 (1.64) 5480 3-11 11/16 (1211) 2-11 11/16 (906) 23.64 (2.20)

4284 2-11 11/16 (906) 3-1 11/16 (957) 18.68 (1.74) 5484 3-11 11/16 (1211) 3-1 11/16 (957) 24.96 (2.32)

CN*

Daylight Opening 
Width

(per sash)

Daylight Opening
Height

(per sash)

Daylight Opening
(both Sash) CN

Daylight Opening 
Width

(per sash)

Daylight Opening
Height

(per sash)

Daylight Opening
(both Sash)



ELDH-25 11708532
Architectural Detail Manual

                                                                      Elevate Double Hung

2023-04-17

Daylight Measurements: Cottage

ft - in mm ft - in mm ft2 m2

2236C Top 0-10 13/16 (275)

2236C Bottom 1-4 9/16 (421)

2240C Top 1-0 27/64 (315)

2240C Bottom 1-6 61/64 (481)

2244C Top 1-2 1/32 (356)

2244C Bottom 1-9 11/32 (542)

2248C Top 1-3 41/64 (397)

2248C Bottom 1-11 47/64 (603)

2252C Top 1-5 1/4 (438)

2252C Bottom 2-2 1/8 (664)

2256C Top 1-6 55/64 (479)

2256C Bottom 2-4 33/64 (724)

2260C Top 1-8 15/32 (520)

2260C Bottom 2-6 29/32 (785)

2264C Top 1-10 5/64 (561)

2264C Bottom 2-9 19/64 (846)

2268C Top 1-11 11/16 (602)

2268C Bottom 2-11 11/16 (906)

2636C Top 0-10 13/16 (275)

2636C Bottom 1-4 9/16 (421)

2640C Top 1-0 27/64 (315)

2640C Bottom 1-6 61/64 (481)

2644C Top 1-2 1/32 (356)

2644C Bottom 1-9 11/32 (542)

2648C Top 1-3 41/64 (397)

2648C Bottom 1-11 47/64 (603)

2652C Top 1-5 1/4 (438)

2652C Bottom 2-2 1/8 (664)

2656C Top 1-6 55/64 (479)

2656C Bottom 2-4 33/64 (724)

2660C Top 1-8 15/32 (520)

2660C Bottom 2-6 29/32 (785)

2664C Top 1-10 5/64 (561)

2664C Bottom 2-9 19/64 (846)

2668C Top 1-11 11/16 (602)

2668C Bottom 2-11 11/16 (906)

3036C Top 0-10 13/16 (275)

3036C Bottom 1-4 9/16 (421)

3040C Top 1-0 27/64 (315)

3040C Bottom 1-6 61/64 (481)

3044C Top 1-2 1/32 (356)

3044C Bottom 1-9 11/32 (542)

3048C Top 1-3 41/64 (397)

3048C Bottom 1-11 47/64 (603)

3052C Top 1-5 1/4 (438)

3052C Bottom 2-2 1/8 (664)

3056C Top 1-6 55/64 (479)

3056C Bottom 2-4 33/64 (724)

3060C Top 1-8 15/32 (520)

3060C Bottom 2-6 29/32 (785)

3064C Top 1-10 5/64 (561)

3064C Bottom 2-9 19/64 (846)

3068C Top 1-11 11/16 (602)

3068C Bottom 2-11 11/16 (906)

(398)

Daylight Opening 
Width

(per sash)

(398)

Daylight Opening
Height

(per sash)CN

(0.56)

(0.52)

(0.48)

(0.44)

(0.40)

(0.36)

(0.32)

(0.28)

Daylight Opening
(both Sash)

1-3 11/16 (398)

1-3 11/16 (398)

1-3 11/16 (398)

1-3 11/16 (398)

1-3 11/16 (398)

1-3 11/16

1-3 11/16

1-3 11/16

3.42

1-7 11/16 (500)

1-7 11/16 (500)

1-7 11/16 (500)

1-7 11/16 (500)

1-7 11/16 (500)

5.60

5.16

1-7 11/16 (500)

1-7 11/16 (500)

1-7 11/16 (500)

1-7 11/16 (500)

1-3 11/16

(398)

(398)

1-11 11/16 (602)

1-11 11/16 (602)

1-11 11/16 (602)

1-11 11/16 (602)

1-11 11/16 (602)

1-11 11/16 (602)

1-11 11/16 (602)

1-11 11/16 (602)

1-11 11/16 (602)

2.98

8.12

7.57

7.02

6.48

5.93

5.38

4.84

4.29

3.74

6.47

6.03

5.16

4.50

5.82

4.73

4.29

3.85

(0.50)

(0.45)

(0.40)

(0.35)

(0.60)

(0.75)

(0.70)

(0.65)

(0.60)

(0.55)

8.45

7.79

7.14

6.48

9.77

9.11

(0.66)

(0.60)

(0.54)

(0.48)

(0.42)

(0.91)

(0.85)

(0.79)

(0.72)



                                                                     Elevate Double Hung

ELDH-26 11708532
Architectural Detail Manual

2023-04-17

Daylight Measurements: Cottage

ft - in mm ft - in mm ft2 m2

Daylight Opening 
Width

(per sash)

Daylight Opening
Height

(per sash)CN
Daylight Opening

(both Sash)

3236C Top 0-10 13/16 (275)

3236C Bottom 1-4 9/16 (421)

3240C Top 1-0 27/64 (315)

3240C Bottom 1-6 61/64 (481)

3244C Top 1-2 1/32 (356)

3244C Bottom 1-9 11/32 (542)

3248C Top 1-3 41/64 (397)

3248C Bottom 1-11 47/64 (603)

3252C Top 1-5 1/4 (438)

3252C Bottom 2-2 1/8 (664)

3256C Top 1-6 55/64 (479)

3256C Bottom 2-4 33/64 (724)

3260C Top 1-8 15/32 (520)

3260C Bottom 2-6 29/32 (785)

3264C Top 1-10 5/64 (561)

3264C Bottom 2-9 19/64 (846)

3268C Top 1-11 11/16 (602)

3268C Bottom 2-11 11/16 (906)

3436C Top 0-10 13/16 (275)

3436C Bottom 1-4 9/16 (421)

3440C Top 1-0 27/64 (315)

3440C Bottom 1-6 61/64 (481)

3444C Top 1-2 1/32 (356)

3444C Bottom 1-9 11/32 (542)

3448C Top 1-3 41/64 (397)

3448C Bottom 1-11 47/64 (603)

3452C Top 1-5 1/4 (438)

3452C Bottom 2-2 1/8 (664)

3456C Top 1-6 55/64 (479)

3456C Bottom 2-4 33/64 (724)

3460C Top 1-8 15/32 (520)

3460C Bottom 2-6 29/32 (785)

3464C Top 1-10 5/64 (561)

3464C Bottom 2-9 19/64 (846)

3468C Top 1-11 11/16 (602)

3468C Bottom 2-11 11/16 (906)

3636C Top 0-10 13/16 (275)

3636C Bottom 1-4 9/16 (421)

3640C Top 1-0 27/64 (315)

3640C Bottom 1-6 61/64 (481)

3644C Top 1-2 1/32 (356)

3644C Bottom 1-9 11/32 (542)

3648C Top 1-3 41/64 (397)

3648C Bottom 1-11 47/64 (603)

3652C Top 1-5 1/4 (438)

3652C Bottom 2-2 1/8 (664)

3656C Top 1-6 55/64 (479)

3656C Bottom 2-4 33/64 (724)

3660C Top 1-8 15/32 (520)

3660C Bottom 2-6 29/32 (785)

3664C Top 1-10 5/64 (561)

3664C Bottom 2-9 19/64 (846)

3668C Top 1-11 11/16 (602)

3668C Bottom 2-11 11/16 (906)

(652)2-1 11/16

2-1 11/16 (652)

2-1 11/16 (652)

2-1 11/16 (652)

2-1 11/16 (652)

2-1 11/16 (652)

2-1 11/16 (652)

2-1 11/16 (652)

2-1 11/16 (652)

(703)

2-3 11/16 (703)

2-5 11/16 (754)

2-3 11/16 (703)

2-3 11/16 (703)

2-3 11/16 (703)

2-3 11/16 (703)

2-3 11/16 (703)

2-3 11/16 (703)

2-3 11/16 (703)

2-3 11/16

2-5 11/16 (754)

2-5 11/16 (754)

2-5 11/16 (754)

2-5 11/16 (754)

2-5 11/16 (754)

2-5 11/16 (754)

2-5 11/16 (754)

2-5 11/16 (754)

11.42

10.59

9.77

8.94

8.12

7.29

6.47

5.64

11.42

9.11

8.34

7.57

6.31

5.60

4.88

9.88

9.16

8.45

7.74

7.02

6.80

6.03

5.26

10.59

12.24

10.65

9.88

(0.65)

(0.59)

(0.52)

(0.56)

(0.49)

(0.98)

(0.92)

(0.85)

(0.92)

(0.85)

(0.77)

(0.70)

(0.63)

(0.91)

(0.83)

(0.52)

(1.06)

(1.14)

(1.06)

(0.98)

(0.45)

(0.79)

(0.72)

(0.99)

(0.75)

(0.68)

(0.60)



ELDH-27 11708532
Architectural Detail Manual

                                                                      Elevate Double Hung

2023-04-17

Daylight Measurements: Cottage

ft - in mm ft - in mm ft2 m2

Daylight Opening
Height

(per sash)CN
Daylight Opening

(both Sash)

Daylight Opening 
Width

(per sash)

3836C Top 0-10 13/16 (275)

3836C Bottom 1-4 9/16 (421)

3840C Top 1-0 27/64 (315)

3840C Bottom 1-6 61/64 (481)

3844C Top 1-2 1/32 (356)

3844C Bottom 1-9 11/32 (542)

3848C Top 1-3 41/64 (397)

3848C Bottom 1-11 47/64 (603)

3852C Top 1-5 1/4 (438)

3852C Bottom 2-2 1/8 (664)

3856C Top 1-6 55/64 (479)

3856C Bottom 2-4 33/64 (724)

3860C Top 1-8 15/32 (520)

3860C Bottom 2-6 29/32 (785)

3864C Top 1-10 5/64 (561)

3864C Bottom 2-9 19/64 (846)

3868C Top 1-11 11/16 (602)

3868C Bottom 2-11 11/16 (906)

4236C Top 0-10 13/16 (275)

4236C Bottom 1-4 9/16 (421)

4240C Top 1-0 27/64 (315)

4240C Bottom 1-6 61/64 (481)

4244C Top 1-2 1/32 (356)

4244C Bottom 1-9 11/32 (542)

4248C Top 1-3 41/64 (397)

4248C Bottom 1-11 47/64 (603)

4252C Top 1-5 1/4 (438)

4252C Bottom 2-2 1/8 (664)

4256C Top 1-6 55/64 (479)

4256C Bottom 2-4 33/64 (724)

4260C Top 1-8 15/32 (520)

4260C Bottom 2-6 29/32 (785)

4264C Top 1-10 5/64 (561)

4264C Bottom 2-9 19/64 (846)

4268C Top 1-11 11/16 (602)

4268C Bottom 2-11 11/16 (906)

4836C Top 0-10 13/16 (275)

4836C Bottom 1-4 9/16 (421)

4840C Top 1-0 27/64 (315)

4840C Bottom 1-6 61/64 (481)

4844C Top 1-2 1/32 (356)

4844C Bottom 1-9 11/32 (542)

4848C Top 1-3 41/64 (397)

4848C Bottom 1-11 47/64 (603)

4852C Top 1-5 1/4 (438)

4852C Bottom 2-2 1/8 (664)

4856C Top 1-6 55/64 (479)

4856C Bottom 2-4 33/64 (724)

4860C Top 1-8 15/32 (520)

4860C Bottom 2-6 29/32 (785)

4864C Top 1-10 5/64 (561)

4864C Bottom 2-9 19/64 (846)

4868C Top 1-11 11/16 (602)

4868C Bottom 2-11 11/16 (906)

(0.72)

(1.18)

(1.09)

(1.00)

(0.91)

(0.81)

(0.63)

(1.21)

(1.13)

(1.05)

(0.97)

(1.60)

(1.49)

(1.38)

(1.27)

(1.17)

(1.06)

(0.95)

(0.84)

(0.74)

(1.37)

(1.28)

(0.89)

(0.80)

(0.72)

(0.64)

(0.56)

10.43

7.78

6.78

13.07

12.19

11.31

12.73

11.74

10.75

9.76

8.77

7.93

14.72

13.72

6.02

9.55

8.66

7.78

6.90

17.19

16.03

14.87

13.72

12.56

11.40

10.24

9.08

3-5 11/16 (1059)

3-5 11/16 (1059)

3-5 11/16 (1059)

3-5 11/16 (1059)

3-5 11/16 (1059)

3-5 11/16 (1059)

3-5 11/16 (1059)

3-5 11/16 (1059)

2-11 11/16 (906)

2-11 11/16 (906)

3-5 11/16 (1059)

2-11 11/16 (906)

2-11 11/16 (906)

2-11 11/16 (906)

2-11 11/16 (906)

2-11 11/16 (906)

2-11 11/16 (906)

2-7 11/16 (805)

2-7 11/16 (805)

2-11 11/16 (906)

2-7 11/16 (805)

2-7 11/16 (805)

2-7 11/16 (805)

2-7 11/16 (805)

2-7 11/16 (805)

2-7 11/16 (805)

2-7 11/16 (805)



                                                                     Elevate Double Hung

ELDH-28 11708532
Architectural Detail Manual

2023-04-17

Daylight Measurements: Cottage

ft - in mm ft - in mm ft2 m2

Daylight Opening 
Width

(per sash)

Daylight Opening
Height

(per sash)C
Daylight Opening

(both Sash)

5436C Top 0-10 13/16 (275)

5436C Bottom 1-4 9/16 (421)

5440C Top 1-0 27/64 (315)

5440C Bottom 1-6 61/64 (481)

5444C Top 1-2 1/32 (356)

5444C Bottom 1-9 11/32 (542)

5448C Top 1-3 41/64 (397)

5448C Bottom 1-11 47/64 (603)

5452C Top 1-5 1/4 (438)

5452C Bottom 2-2 1/8 (664)

5456C Top 1-6 55/64 (479)

5456C Bottom 2-4 33/64 (724)

5460C Top 1-8 15/32 (520)

5460C Bottom 2-6 29/32 (785)

5464C Top 1-10 5/64 (561)

5464C Bottom 2-9 19/64 (846)

5468C Top 1-11 11/16 (602)

5468C Bottom 2-11 11/16 (906)
3-11 11/16 (1211)

3-11 11/16 (1211)

3-11 11/16 (1211)

3-11 11/16 (1211)

3-11 11/16 (1211)

3-11 11/16 (1211)

3-11 11/16 (1211)

3-11 11/16 (1211)

3-11 11/16 (1211)

9.07

19.66

18.34

17.01

15.69

14.36

13.04

11.72

10.39

(1.21)

(1.09)

(0.97)

(0.84)

(1.83)

(1.70)

(1.58)

(1.46)

(1.33)



ELDH-29 11708532
Architectural Detail Manual

                                                                      Elevate Double Hung

2023-04-17

Daylight Measurements: Transom

ft - in mm ft - in mm ft2 m2

2216 1-3 11/16 (398) 0-9 11/16 (246) 1.06 (0.10)

2616 1-7 11/16 (500) 0-9 11/16 (246) 1.32 (0.12)

3016 1-9 11/16 (551) 0-9 11/16 (246) 1.46 (0.14)

3216 1-11 11/16 (602) 0-9 11/16 (246) 1.59 (0.15)

3416 2-3 11/16 (703) 0-9 11/16 (246) 1.86 (0.17)

3616 2-5 11/16 (754) 0-9 11/16 (246) 2.00 (0.19)

3816 2-7 11/16 (805) 0-9 11/16 (246) 2.13 (0.20)

4216 2-11 11/16 (906) 0-9 11/16 (246) 2.40 (0.22)

4816 3-5 11/16 (1059) 0-9 11/16 (246) 2.80 (0.26)

5016 3-7 11/16 (1110) 0-9 11/16 (246) 2.94 (0.27)

5416 3-11 11/16 (1211) 0-9 11/16 (246) 3.21 (0.30)

6216 4-7 11/16 (1414) 0-9 11/16 (246) 3.75 (0.35)

2224 1-3 11/16 (398) 1-5 11/16 (449) 1.93 (0.18)

2624 1-7 11/16 (500) 1-5 11/16 (449) 2.42 (0.22)

3024 1-9 11/16 (551) 1-5 11/16 (449) 2.66 (0.25)

3224 1-11 11/16 (602) 1-5 11/16 (449) 2.91 (0.27)

3424 2-3 11/16 (703) 1-5 11/16 (449) 3.40 (0.32)

3624 2-5 11/16 (754) 1-5 11/16 (449) 3.65 (0.34)

3824 2-7 11/16 (805) 1-5 11/16 (449) 3.89 (0.36)

4224 2-11 11/16 (906) 1-5 11/16 (449) 4.38 (0.41)

4824 3-5 11/16 (1059) 1-5 11/16 (449) 5.12 (0.48)

5024 3-7 11/16 (1110) 1-5 11/16 (449) 5.37 (0.50)

5424 3-11 11/16 (1211) 1-5 11/16 (449) 5.86 (0.54)

6224 4-7 11/16 (1414) 1-5 11/16 (449) 6.84 (0.64)

CN
Daylight Opening 

Width
Daylight Opening

Height Daylight Opening



                                                                     Elevate Double Hung

ELDH-30 11708532
Architectural Detail Manual

2023-04-17

Daylight Measurement: Picture

ft - in mm ft - in mm ft2 m2 ft - in mm ft - in mm ft2 m2

2224 1-3 11/16 (398) 1-5 11/16 (449) 1.93 (0.18) 3224 2-1 11/16 (652) 1-5 11/16 (449) 3.16 (0.29)

2236 1-3 11/16 (398) 2-5 11/16 (754) 3.23 (0.30) 3236 2-1 11/16 (652) 2-5 11/16 (754) 5.30 (0.49)

2240 1-3 11/16 (398) 2-9 11/16 (856) 3.67 (0.34) 3240 2-1 11/16 (652) 2-9 11/16 (856) 6.01 (0.56)

2244 1-3 11/16 (398) 3-1 11/16 (957) 4.11 (0.38) 3244 2-1 11/16 (652) 3-1 11/16 (957) 6.72 (0.62)

2248 1-3 11/16 (398) 3-5 11/16 (1059) 4.54 (0.42) 3248 2-1 11/16 (652) 3-5 11/16 (1059) 7.44 (0.69)

2252 1-3 11/16 (398) 3-9 11/16 (1160) 4.98 (0.46) 3252 2-1 11/16 (652) 3-9 11/16 (1160) 8.15 (0.76)

2256 1-3 11/16 (398) 4-1 11/16 (1262) 5.41 (0.50) 3256 2-1 11/16 (652) 4-1 11/16 (1262) 8.86 (0.82)

2260 1-3 11/16 (398) 4-5 11/16 (1364) 5.85 (0.54) 3260 2-1 11/16 (652) 4-5 11/16 (1364) 9.58 (0.89)

2264 1-3 11/16 (398) 4-9 11/16 (1465) 6.28 (0.58) 3264 2-1 11/16 (652) 4-9 11/16 (1465) 10.29 (0.96)

2268 1-3 11/16 (398) 5-1 11/16 (1567) 6.72 (0.62) 3268 2-1 11/16 (652) 5-1 11/16 (1567) 11.00 (1.02)

2272 1-3 11/16 (398) 5-5 11/16 (1668) 7.16 (0.66) 3272 2-1 11/16 (652) 5-5 11/16 (1668) 11.72 (1.09)

2276 1-3 11/16 (398) 5-9 11/16 (1770) 7.59 (0.71) 3276 2-1 11/16 (652) 5-9 11/16 (1770) 12.43 (1.15)

2280 1-3 11/16 (398) 6-1 11/16 (1872) 8.03 (0.75) 3280 2-1 11/16 (652) 6-1 11/16 (1872) 13.15 (1.22)

2284 1-3 11/16 (398) 6-5 11/16 (1973) 8.46 (0.79) 3284 2-1 11/16 (652) 6-5 11/16 (1973) 13.86 (1.29)

2624 1-7 11/16 (500) 1-5 11/16 (449) 2.42 (0.22) 3424 2-3 11/16 (703) 1-5 11/16 (449) 3.40 (0.32)

2636 1-7 11/16 (500) 2-5 11/16 (754) 4.06 (0.38) 3436 2-3 11/16 (703) 2-5 11/16 (754) 5.71 (0.53)

2640 1-7 11/16 (500) 2-9 11/16 (856) 4.61 (0.43) 3440 2-3 11/16 (703) 2-9 11/16 (856) 6.48 (0.60)

2644 1-7 11/16 (500) 3-1 11/16 (957) 5.15 (0.48) 3444 2-3 11/16 (703) 3-1 11/16 (957) 7.25 (0.67)

2648 1-7 11/16 (500) 3-5 11/16 (1059) 5.70 (0.53) 3448 2-3 11/16 (703) 3-5 11/16 (1059) 8.02 (0.74)

2652 1-7 11/16 (500) 3-9 11/16 (1160) 6.25 (0.58) 3452 2-3 11/16 (703) 3-9 11/16 (1160) 8.78 (0.82)

2656 1-7 11/16 (500) 4-1 11/16 (1262) 6.79 (0.63) 3456 2-3 11/16 (703) 4-1 11/16 (1262) 9.55 (0.89)

2660 1-7 11/16 (500) 4-5 11/16 (1364) 7.34 (0.68) 3460 2-3 11/16 (703) 4-5 11/16 (1364) 10.32 (0.96)

2664 1-7 11/16 (500) 4-9 11/16 (1465) 7.89 (0.73) 3464 2-3 11/16 (703) 4-9 11/16 (1465) 11.09 (1.03)

2668 1-7 11/16 (500) 5-1 11/16 (1567) 8.43 (0.78) 3468 2-3 11/16 (703) 5-1 11/16 (1567) 11.86 (1.10)

2672 1-7 11/16 (500) 5-5 11/16 (1668) 8.98 (0.83) 3472 2-3 11/16 (703) 5-5 11/16 (1668) 12.63 (1.17)

2676 1-7 11/16 (500) 5-9 11/16 (1770) 9.53 (0.89) 3476 2-3 11/16 (703) 5-9 11/16 (1770) 13.40 (1.24)

2680 1-7 11/16 (500) 6-1 11/16 (1872) 10.07 (0.94) 3480 2-3 11/16 (703) 6-1 11/16 (1872) 14.17 (1.32)

2684 1-7 11/16 (500) 6-5 11/16 (1973) 10.62 (0.99) 3484 2-3 11/16 (703) 6-5 11/16 (1973) 14.94 (1.39)

3024 1-11 11/16 (602) 1-5 11/16 (449) 2.91 (0.27) 3624 2-5 11/16 (754) 1-5 11/16 (449) 3.65 (0.34)

3036 1-11 11/16 (602) 2-5 11/16 (754) 4.88 (0.45) 3636 2-5 11/16 (754) 2-5 11/16 (754) 6.12 (0.57)

3040 1-11 11/16 (602) 2-9 11/16 (856) 5.54 (0.51) 3640 2-5 11/16 (754) 2-9 11/16 (856) 6.95 (0.65)

3044 1-11 11/16 (602) 3-1 11/16 (957) 6.20 (0.58) 3644 2-5 11/16 (754) 3-1 11/16 (957) 7.77 (0.72)

3048 1-11 11/16 (602) 3-5 11/16 (1059) 6.86 (0.64) 3648 2-5 11/16 (754) 3-5 11/16 (1059) 8.59 (0.80)

3052 1-11 11/16 (602) 3-9 11/16 (1160) 7.52 (0.70) 3652 2-5 11/16 (754) 3-9 11/16 (1160) 9.42 (0.88)

3056 1-11 11/16 (602) 4-1 11/16 (1262) 8.17 (0.76) 3656 2-5 11/16 (754) 4-1 11/16 (1262) 10.24 (0.95)

3060 1-11 11/16 (602) 4-5 11/16 (1364) 8.83 (0.82) 3660 2-5 11/16 (754) 4-5 11/16 (1364) 11.07 (1.03)

3064 1-11 11/16 (602) 4-9 11/16 (1465) 9.49 (0.88) 3664 2-5 11/16 (754) 4-9 11/16 (1465) 11.89 (1.10)

3068 1-11 11/16 (602) 5-1 11/16 (1567) 10.15 (0.94) 3668 2-5 11/16 (754) 5-1 11/16 (1567) 12.72 (1.18)

3072 1-11 11/16 (602) 5-5 11/16 (1668) 10.81 (1.00) 3672 2-5 11/16 (754) 5-5 11/16 (1668) 13.54 (1.26)

3076 1-11 11/16 (602) 5-9 11/16 (1770) 11.46 (1.07) 3676 2-5 11/16 (754) 5-9 11/16 (1770) 14.37 (1.33)

3080 1-11 11/16 (602) 6-1 11/16 (1872) 12.12 (1.13) 3680 2-5 11/16 (754) 6-1 11/16 (1872) 15.19 (1.41)

3084 1-11 11/16 (602) 6-5 11/16 (1973) 12.78 (1.19) 3684 2-5 11/16 (754) 6-5 11/16 (1973) 16.02 (1.49)

CN
Daylight Opening 

Width
Daylight Opening

HeightCN*
Daylight Opening 

Width
Daylight Opening

Height
Daylight 
Opening

Daylight 
Opening
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Daylight Measurement: Picture

ft - in mm ft - in mm ft2 m2 ft - in mm ft - in mm ft2 m2

3824 2-7 11/16 (805) 1-5 11/16 (449) 3.89 (0.36) 5024 3-7 11/16 (1110) 1-5 11/16 (449) 5.37 (0.50)

3836 2-7 11/16 (805) 2-5 11/16 (754) 6.53 (0.61) 5036 3-7 11/16 (1110) 2-5 11/16 (754) 9.01 (0.84)

3840 2-7 11/16 (805) 2-9 11/16 (856) 7.41 (0.69) 5040 3-7 11/16 (1110) 2-9 11/16 (856) 10.22 (0.95)

3844 2-7 11/16 (805) 3-1 11/16 (957) 8.29 (0.77) 5044 3-7 11/16 (1110) 3-1 11/16 (957) 11.43 (1.06)

3848 2-7 11/16 (805) 3-5 11/16 (1059) 9.17 (0.85) 5048 3-7 11/16 (1110) 3-5 11/16 (1059) 12.65 (1.18)

3852 2-7 11/16 (805) 3-9 11/16 (1160) 10.05 (0.93) 5052 3-7 11/16 (1110) 3-9 11/16 (1160) 13.86 (1.29)

3856 2-7 11/16 (805) 4-1 11/16 (1262) 10.93 (1.02) 5056 3-7 11/16 (1110) 4-1 11/16 (1262) 15.07 (1.40)

3860 2-7 11/16 (805) 4-5 11/16 (1364) 11.81 (1.10) 5060 3-7 11/16 (1110) 4-5 11/16 (1364) 16.29 (1.51)

3864 2-7 11/16 (805) 4-9 11/16 (1465) 12.69 (1.18) 5064 3-7 11/16 (1110) 4-9 11/16 (1465) 17.50 (1.63)

3868 2-7 11/16 (805) 5-1 11/16 (1567) 13.57 (1.26) 5068 3-7 11/16 (1110) 5-1 11/16 (1567) 18.72 (1.74)

3872 2-7 11/16 (805) 5-5 11/16 (1668) 14.46 (1.34) 5072 3-7 11/16 (1110) 5-5 11/16 (1668) 19.93 (1.85)

3876 2-7 11/16 (805) 5-9 11/16 (1770) 15.34 (1.42) 5076 3-7 11/16 (1110) 5-9 11/16 (1770) 21.14 (1.96)

3880 2-7 11/16 (805) 6-1 11/16 (1872) 16.22 (1.51) 5080 3-7 11/16 (1110) 6-1 11/16 (1872) 22.36 (2.08)

3884 2-7 11/16 (805) 6-5 11/16 (1973) 17.10 (1.59) 5084 3-7 11/16 (1110) 6-5 11/16 (1973) 23.57 (2.19)

4224 2-11 11/16 (906) 1-5 11/16 (449) 4.38 (0.41) 5424 3-11 11/16 (1211) 1-5 11/16 (449) 5.86 (0.54)

4236 2-11 11/16 (906) 2-5 11/16 (754) 7.36 (0.68) 5436 3-11 11/16 (1211) 2-5 11/16 (754) 9.83 (0.91)

4240 2-11 11/16 (906) 2-9 11/16 (856) 8.35 (0.78) 5440 3-11 11/16 (1211) 2-9 11/16 (856) 11.16 (1.04)

4244 2-11 11/16 (906) 3-1 11/16 (957) 9.34 (0.87) 5444 3-11 11/16 (1211) 3-1 11/16 (957) 12.48 (1.16)

4248 2-11 11/16 (906) 3-5 11/16 (1059) 10.33 (0.96) 5448 3-11 11/16 (1211) 3-5 11/16 (1059) 13.81 (1.28)

4252 2-11 11/16 (906) 3-9 11/16 (1160) 11.32 (1.05) 5452 3-11 11/16 (1211) 3-9 11/16 (1160) 15.13 (1.41)

4256 2-11 11/16 (906) 4-1 11/16 (1262) 12.31 (1.14) 5456 3-11 11/16 (1211) 4-1 11/16 (1262) 16.46 (1.53)

4260 2-11 11/16 (906) 4-5 11/16 (1364) 13.31 (1.24) 5460 3-11 11/16 (1211) 4-5 11/16 (1364) 17.78 (1.65)

4264 2-11 11/16 (906) 4-9 11/16 (1465) 14.30 (1.33) 5464 3-11 11/16 (1211) 4-9 11/16 (1465) 19.10 (1.77)

4268 2-11 11/16 (906) 5-1 11/16 (1567) 15.29 (1.42) 5468 3-11 11/16 (1211) 5-1 11/16 (1567) 20.43 (1.90)

4272 2-11 11/16 (906) 5-5 11/16 (1668) 16.28 (1.51) 5472 3-11 11/16 (1211) 5-5 11/16 (1668) 21.75 (2.02)

4276 2-11 11/16 (906) 5-9 11/16 (1770) 17.27 (1.60) 5476 3-11 11/16 (1211) 5-9 11/16 (1770) 23.08 (2.14)

4280 2-11 11/16 (906) 6-1 11/16 (1872) 18.26 (1.70) 5480 3-11 11/16 (1211) 6-1 11/16 (1872) 24.40 (2.27)

4284 2-11 11/16 (906) 6-5 11/16 (1973) 19.25 (1.79) 5484 3-11 11/16 (1211) 6-5 11/16 (1973) 25.73 (2.39)

4824 3-5 11/16 (1059) 1-5 11/16 (449) 5.12 (0.48) 6224 4-7 11/16 (1414) 1-5 11/16 (449) 6.84 (0.64)

4836 3-5 11/16 (1059) 2-5 11/16 (754) 8.59 (0.80) 6236 4-7 11/16 (1414) 2-5 11/16 (754) 11.48 (1.07)

4840 3-5 11/16 (1059) 2-9 11/16 (856) 9.75 (0.91) 6240 4-7 11/16 (1414) 2-9 11/16 (856) 13.03 (1.21)

4844 3-5 11/16 (1059) 3-1 11/16 (957) 10.91 (1.01) 6244 4-7 11/16 (1414) 3-1 11/16 (957) 14.57 (1.35)

4848 3-5 11/16 (1059) 3-5 11/16 (1059) 12.07 (1.12) 6248 4-7 11/16 (1414) 3-5 11/16 (1059) 16.12 (1.50)

4852 3-5 11/16 (1059) 3-9 11/16 (1160) 13.23 (1.23) 6252 4-7 11/16 (1414) 3-9 11/16 (1160) 17.67 (1.64)

4856 3-5 11/16 (1059) 4-1 11/16 (1262) 14.38 (1.34) 6256 4-7 11/16 (1414) 4-1 11/16 (1262) 19.22 (1.79)

4860 3-5 11/16 (1059) 4-5 11/16 (1364) 15.54 (1.44) 6260 4-7 11/16 (1414) 4-5 11/16 (1364) 20.76 (1.93)

4864 3-5 11/16 (1059) 4-9 11/16 (1465) 16.70 (1.55) 6264 4-7 11/16 (1414) 4-9 11/16 (1465) 22.31 (2.07)

4868 3-5 11/16 (1059) 5-1 11/16 (1567) 17.86 (1.66) 6268 4-7 11/16 (1414) 5-1 11/16 (1567) 23.86 (2.22)

4872 3-5 11/16 (1059) 5-5 11/16 (1668) 19.02 (1.77) 6272 4-7 11/16 (1414) 5-5 11/16 (1668) 25.40 (2.36)

4876 3-5 11/16 (1059) 5-9 11/16 (1770) 20.17 (1.87) 6276 4-7 11/16 (1414) 5-9 11/16 (1770) 26.95 (2.50)

4880 3-5 11/16 (1059) 6-1 11/16 (1872) 21.33 (1.98)

4884 3-5 11/16 (1059) 6-5 11/16 (1973) 22.49 (2.09)

Daylight Opening
CN

Daylight Opening 
Width

Daylight Opening
Height Daylight Opening

CN
Daylight Opening 

Width
Daylight Opening

Height
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Minimum and Maximum Guidelines

NOTE: Special Sizes are available in 1/64" (40) increments, not to exceed the frame size measurement maximum or minimum in the
table above.

in mm in mm in mm in mm Sq
 Feet Sq. Meters

ELDH 17 1/2 (445) 27 3/4 (705) 53 1/2 (1359) 83 3/4 (2127) 26 15/64 2.437

ELDH TR 17 1/2 (445) 15 3/4 (400) 61 1/2 (1562) 23 3/4 (603) 7 25/64 0.686

ELDH P 17 1/2 (445) 23 3/4 (603) 53 1/2 (1359) 83 3/4 (2127) 26 21/32 2.477

ELDH P 17 1/2 (445) 23 3/4 (603) 61 1/2 (1562) 75 3/4 (1924) 27 7/8 2.590

ELDH-C* 17 1/2 (445) 35 3/4 (908) 53 1/2 (1359) 67 3/4 (1721) 20 53/64 1.934

ELDH-RC** 17 1/2 (445) 35 3/4 (908) 53 1/2 (1359) 67 3/4 (1721) 20 53/64 1.934

in mm in mm in mm in mm Sq.
 Feet

Sq. 
Meters

ELDH 21 1/2 546 35 3/4 (908) 41.5 (1054) 67.75 (1721) 15 1/2 1.442

ELDH 21 1/2 546 35 3/4 (908) 37.5 (953) 75.75 (1924) 15 5/8 1.452

ELDH TR 21 1/2 546 15 3/4 (400) 61 1/2 (1562) 23 3/4 (603) 7 2/7 0.677

ELDH P 21 1/2 546 23 3/4 (603) 61 1/2 (1562) 63 3/4 (1619) 23 2.137

ELDH P 21 1/2 546 23 3/4 (603) 53 1/2 (1359) 75 3/4 (1924) 23 6/8 2.211

ELDH-C* 21 1/2 546 43 3/4 (1111) 41 1/2 (1054) 67 3/4 (1721) 15 1/2 1.442

ELDH-RC** 21 1/2 546 43 3/4 (1111) 41 1/2 (1054) 67 3/4 (1721) 15 1/2 1.442

Max Height

*ELDH-C = Cottage Style Unit

**ELDH-RC = Reverse Cottage Style Unit

Frame Size

Minimum and Maximum Guidelines

*ELDH-C = Cottage Style Unit

**ELDH-RC = Reverse Cottage Style Unit

Max Height

Min Width Min Height Max Width
Max Glass Size

Max Glass Size

Minimum and Maximum Guidelines - IZ3 Unit

Frame Size - IZ3 Unit

Unit Type

Unit Type

Min Width Min Height Max Width
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Certified Sizes and Ratings: Standard, High Performance and IZ3 Products

in mm in mm

Elevate
Double Hung

(Cottage 4268)
1.57 6.06 LC-PG40-H DP40 41 1/2 (1054) 67 3/4 (1721)

Elevate
Double Hung

(Cottage HP 4268)
1.57 7.52 LC-PG50-H DP50 41 1/2 (1054) 67 3/4 (1721)

Elevate 
Double Hung 

(4276)
1.57 6.06 LC-PG40-H DP40 41 1/2 (1054) 75 3/4 (1924)

Elevate 
Double Hung 

(HP 4276)
1.57 7.52 LC-PG50-H DP50 41 1/2 (1054) 75 3/4 (1924)

Elevate 
Double Hung 

(4284)
1.57 5.43 LC-PG35-H DP35 41 1/2 (1054) 83 3/4 (2127)

Elevate 
Double Hung 

(HP 4284)
1.57 6.06 LC-PG40-H DP40 41 1/2 (1054) 83 3/4 (2127)

Elevate
Double Hung

(5476)
1.57 6.06 LC-PG40-H DP40 53 1/2 (1359) 75 3/4 (1924)

Elevate
Double Hung

(HP 5476)
1.57 7.52 LC-PG50-H DP50 53 1/2 (1359) 75 3/4 (1924)

Elevate
Double Hung

(5484)
1.57 5.43 LC-PG35-H DP35 53 1/2 (1359) 83 3/4 (2127)

Elevate
Double Hung

(HP 5484)
1.57 6.06 LC-PG40-H DP40 53 1/2 (1359) 83 3/4 (2127)

Elevate
Double Hung Picture

(5484)
1.57 5.43 LC-PG35-FW DP35 53 1/2 (1359) 83 3/4 (2127)

Elevate
Double Hung Picture

(HP 5484)
1.57 6.06 LC-PG40-FW DP40 53 1/2 (1359) 83 3/4 (2127)

Elevate 
Double Hung Picture

(6276)
1.57 6.06 LC-PG40-FW DP40 61 1/2 (1562) 75 3/4 (1924)

Elevate
Double Hung Picture

(HP 6276)
1.57 7.52 LC-PG50-FW DP50 61 1/2 (1562) 75 3/4 (1924)

in mm in mm

Elevate
Double Hung

(Cottage 4268)
1.57 8.35 LC-PG55-H +55 / -65 41 1/2 (1054) 67 3/4 (1721)

Elevate
Double Hung

(4276)
1.57 8.35 LC-PG55-H +55 / -65 41 1/2 (1054) 75 3/4 (1924)

Elevate
Double Hung Picture

(5476)
1.57 8.35 LC-PG55-FW +55 / -65 53 1/2 (1359) 75 3/4 (1924)

Elevate
Double Hung Picture

(6264)
1.57 8.35 LC-PG55-FW +55 / -65 61 1/2 (1562) 63 3/4 (1619)

Certified Sizes and Ratings - Standard and High Performance Units

Max
Overall Width

Max
Overall HeightProduct Air Tested

to psf
Water Tested

to psf
Certification

Rating

Design 
Pressure

(DP)

Certified Sizes and Ratings - IZ3 Units

Max
Overall Width

Max
Overall HeightProduct Air Tested

to psf
Water Tested

to psf
Certification

Rating

Design 
Pressure

(DP)
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Egress Formulas

* Egress sash stop calculation is used for non-IZ3 units in the following ranges:
ELDH 3660
-Special Size Rough Opening Width greater than 34 1/2" (876) and up to 38 1/2" (978) combined with a Special Size Rough 
Opening Height equal to 60 1/4" (1530) and up to, but not including, 62" (1575) (i.e. 37 1/4" x 61 3/4")

** IZ3 limited sash stop calculation is used for the following units:
-IZ3 units with a Rough Opening width equal to 36 1/2" (927) or greater combined with a Rough Opening Height equal to    76 1/
7" (1937) or greater (i.e. 37 1/4" x 76 1/4")

*** All Cottage and Reverse Cottage units do not meet Egress requirements. For specific egress information, please contact your
Marvin Dealer.

For all sizes not listed above, the standard sash stop calculation can be used.  

Desired Dimension Formula

20" (508) Egress Opening Width (inches) = Frame OMW - 3.128" (79)

Standard (Non-IZ3 Units)
 = (Frame OMH/2) - 4.904" (128)

IZ3 and HP Units
= (frame OMH/2)-5.362" (140)

*Egress Sash Stop
= (Frame OMH / 2) - 4.104 (108)

**IZ3 Limited Sash Stop
=(Frame OMH/2)-9.862" (254)

5.7 sq. ft. (0.53) Egress Opening Area (sq. ft.) = (Egress Width x Egress Height) / 144

Egress Calculations for Special Sizes

Minimum Value for
Net Clear Opening

***Egress Opening Height (inches)(610)24"

Code restrictions may vary depending on your local 
building codes. For additional information contact your 

local department for IBC or IRC requirements.

EGRESS MEASUREMENTS

Clear Height at
bottom sash rail
to sill
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Measurement Conversions

NOTE:  For Reverse Cottage Style units, Top Sash becomes Bottom Sash and Bottom Sash becomes Top Sash

From To

in mm in mm

Masonry Opening Rough Opening + 1/2 (13) + 1/4 (06)

OM of Frame Rough Opening + 1 (25) + 1/2 (13)

Daylight Opening Rough Opening + 6 13/16 (173) + 4 7/16 (113) × 2

in mm in mm

Daylight Opening OM of Frame + 5 13/16 (148) + 4 13/64 (107) × 2

in mm in mm

OM of Frame OM of Top Sash -2 9/16 (65) -15/16 (24) ÷ 2

Daylight Opening OM of Top Sash + 3 1/4 (83) + 3 1/4 (83)

in mm in mm

OM of Frame OM of Bottom Sash -2 9/16 (65) -15/16 (24) ÷ 2

Daylight Opening OM of Bottom Sash + 3 1/4 (83) + 3 1/4 (83)

in mm in mm

OM of Frame OM of Top Sash -2 9/16 (65) -51/64 (20) × 0.402

Daylight Opening OM of Top Sash + 3 1/4 (83) + 3 1/4 (83)

in mm in mm

OM of Frame OM of Bottom Sash -2 9/16 (65) -2 37/64 (66) × 0.597

Daylight Opening OM of Bottom Sash + 3 1/4 (83) + 3 1/4 (83)

in mm in mm

Daylight Opening Glass (Standard Units) + 1 1/16 (27) + 1 1/16 (27)

Daylight Opening Glass (Impact Units) + 7/8 (22) + 7/8 (22)

OM of Frame Glass (Standard Units) -4 3/4 (121) -6 1/4 (159) ÷ 2

OM of Frame Glass (Impact Units) -4 15/16 (125) -6 5/8 (168) ÷ 2

in mm in mm

OM of Frame OM of Screen -2 (51) -1 5/8 (41)

Daylight Opening OM of Screen + 3 13/16 (97) + 3 3/8 (86) × 2

in mm in mm

OM of Bottom Sash OM of Screen + 9/16 (14) + 25/32 (20)

Daylight Opening Bottom sash OM of Screen + 3 13/16 (97) + 4 1/32 (102)

Double Hung Operating Unit

Top Sash (Equal Sash)

Unit Measurements

Rough Opening

Width Height

Half Screen

Full Screen

Bottom Sash (Equal Sash)

Bottom Sash (Cottage Style)

Top Sash (Cottage Style)

Frame

Glass
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Measurement Conversions (Transoms)

From To

in mm in mm

Masonry Opening Rough Opening + 1/2 (13) + 1/4 (06)

OM of Frame Rough Opening + 1 (25) + 1/2 (13)

Daylight Opening Rough Opening + 6 13/16 (173) + 6 9/16 (167)

in mm in mm

Daylight Opening OM of Frame + 5 13/16 (148) + 6 1/16 (154)

in mm in mm

OM of Frame OM of Sash -2 9/16 (65) -2 13/16 (71)

Daylight Opening OM of Sash + 3 1/4 (83) + 3 1/4 (83)

in mm in mm

Daylight Opening Glass (Standard Units) + 1 1/16 (27) + 1 1/16 (27)

Daylight Opening Glass (Impact Units) + 7/8 (22) + 7/8 (22)

OM of Frame Glass (Standard Units) + 4 3/4 (121) + 5 (127)

OM of Frame Glass (Impact Units) + 4 15/16 (125) + 5 3/16 (132)

Double Hung Picture/Transom Units

Unit Measurements
Width Height

Rough Opening

Glass

Frame

Sash
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Mulling Guidelines
Multiple assemblies can be factory mulled: up to 5 units wide by 1 unit high OR 3 units wide by 6 units high.
MAXIMUM ROUGH OPENING not to exceed 113 1/2" (2883) x 76 1/4" (1937) up to 5 units wide by 1 unit high.
MAXIMUM ROUGH OPENING not to exceed 84" (2134) x 92" (2337) up to 3 units wide by 5 units high.

NOTE: Field mulling beyond the above limitations is not recommended.

Calculating Total Rough Opening for Assemblies
WIDTH: ADD Frame Widths + 1" (25)

 Tolerance = 1/2" (13) from frame to Rough Opening at left and right jamb.
HEIGHT: ADD Frame Widths + 1/2" (13)

 Tolerance = 1/2" (13) from frame to Rough Opening at head jamb.
 Factory Mulling: The Elevate Double Hung may be mulled to Elevate Double Hung products, Direct Glaze Polygon, Round

Tops, and Elevate Aluminum Direct Glaze Round Tops.
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IZ3 Mulling Guidelines

IZ3 Certified Mull Limits: WDMA Hallmark certified to AAMA 450.
 If assemblies have individual units that have a lower design pressure than the mull; the entire assembly is rated at the lower

design pressure.
Mull certification includes 12" mull brackets fastened at all mull joints.
 Items not included in certified mulls: Standard mull assemblies, Elevate Direct Glaze Round Tops, and Elevate Aluminum Direct

Glaze Round Tops, multi-wide x multi-high assemblies.

Standard Mulls are not certified
Assembly DP is lowest DP of mull or any product
Stepped Mulls are not certified
 Tributary Width or Tributary Height = 1/2A + 1/2B

1 Directional Mull Limits

Product Max Span Max TW or TH Max R.O. DP

Elevate Double Hung Vertical Mulling IZ3 75 3/4" (1924) 53 1/2" (1359) 113 1/2" (2883) x 76 1/4" 
(1937)

+55/-65

Elevate Double Hung Horizontal Mulling 
IZ3

62" (1575) 47 1/8" (1213) 63" (1600) x 92" (2337) +55/-65
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Certified Frame to Frame Mulling Guidelines

Multiple assemblies can be factory mulled: up to 5 units wide by 1 unit high OR 3 units wide by 6 units high.
Calculating Total Rough Opening for Assemblies
WIDTH: ADD Frame Widths + 1" (25)

 Tolerance = 1/2" (13) from frame to Rough Opening at left and right jamb.
HEIGHT: ADD Frame Widths + 1/2" (13)

 Tolerance = 1/2" (13) from frame to Rough Opening at head jamb.
 Factory Mulling: The Elevate Double Hung may be mulled to Elevate Double Hung products, Direct Glaze Polygon, Elevate

Direct Glaze Round Tops, and Elevate Aluminum Direct Glaze Round Tops. 

1 Directional Mull Limits

Product Configuration Max Span Max TW or TH Max R.O. DP

Elevate Double Hung Vertical Frame - 
Frame Mulling

2-5W x 1H 67 3/4" (1720) 56 1/4" (1429) 113 1/2" (2883) x 68 1/4" 
(1734)

+50

Elevate Double Hung Horizontal Frame - 
Frame Mulling

1W x 5H 61 1/2" (1562) 45 3/4" (1162) 62 1/2" (1588) x 92" (2337) +50
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Certified 1/2" MRF Mulling Guidelines

Certified 1/2" Mull Limits: WDMA Hallmark certified to AAMA 450.
 If assemblies have individual units that have a lower design pressure than the mull; the entire assembly is rated at the lower

design pressure.
Mull certification includes 4" mull brackets fastened at all mull joints.

Assembly DP is lowest DP of mull or any product
Stepped Mulls, Palladians, Polygon Shapes, Through Jamb and Insert Products are not certified
 Tributary Width or Tributary Height = 1/2A + 1/2B

◦ If Mull Contains 1/2" MRF: TW or TH = (A + B + 1/2) / 2
◦ If Mull Contains no MRF (frame-to-frame): TW or TH = (A + B) / 2

1 Directional Mull Limits

Product Configuration Max Span Max TW or TH Max R.O. DP

Elevate Double Hung Vertical 1/2" MRF 
Mulling

2-5W x 1H 75 3/4" (1924) 56 1/4" (1429) 113 1/2" (2883) x 76 1/4" 
(1937)

+50

Elevate Double Hung Vertical 1/2 MRF 
Mulling

2-5W x 1H 83 3/4" (2127) 53 3/4" (1365) 108 1/2" (2756) x 84 1/4" 
(2140)

+40

Elevate Double Hung Horizontal 1/2" 
MRF Mulling

1W x 2-5H 61 1/2" (1562) 45 3/4" (1162) 62 1/2" (1588) x 92" (2337) +50

Multi-High, Multi-Wide Mull Limits

Product Configuration Max Span Max TW or TH Max R.O. DP

Elevate Double Hung Vertical 
Continuous    1/2" MRF Mulling

2-3W x 2-5H 91 1/2" (2324) 41 1/2" (1054) 84" (2134) x 92" (2337) +50

Elevate Double Hung Horizontal 
Continuous 1/2" MRF Mulling

2-3W x 2-5H 61 1/2" (1562) 41 1/2" (1054) 62 1/2" (1588) x 83 1/2" 
(2121)

+50
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Standard Unit Measurements: Double Hung

ft - in mm ft - in mm ft - in mm ft - in mm ft - in mm ft - in mm

22 1-10 (559) 1-10 1/2 (572) 1-9 1/2 (546) 1-6 15/16 (481) 1-7 1/2 (495) 1-3 11/16 (398)

26 2-2 (660) 2-2 1/2 (673) 2-1 1/2 (648) 1-10 15/16 (583) 1-11 1/2 (597) 1-7 11/16 (500)

30 2-6 (762) 2-6 1/2 (775) 2-5 1/2 (749) 2-2 15/16 (684) 2-3 1/2 (699) 1-11 11/16 (602)

32 2-8 (813) 2-8 1/2 (826) 2-7 1/2 (800) 2-4 15/16 (735) 2-5 1/2 (749) 2-1 11/16 (652)

34 2-10 (864) 2-10 1/2 (876) 2-9 1/2 (851) 2-6 15/16 (786) 2-7 1/2 (800) 2-3 11/16 (703)

36 3-0 (914) 3-0 1/2 (927) 2-11 1/2 (902) 2-8 15/16 (837) 2-9 1/2 (851) 2-5 11/16 (754)

38 3-2 (965) 3-2 1/2 (978) 3-1 1/2 (953) 2-10 15/16 (888) 2-11 1/2 (902) 2-7 11/16 (805)

42 3-6 (1067) 3-6 1/2 (1080) 3-5 1/2 (1054) 3-2 15/16 (989) 3-3 1/2 (1003) 2-11 11/16 (906)

48 4-0 (1219) 4-0 1/2 (1232) 3-11 1/2 (1207) 3-8 15/16 (1142) 3-9 1/2 (1156) 3-5 11/16 (1059)

54 4-6 (1372) 4-6 1/2 (1384) 4-5 1/2 (1359) 4-2 15/16 (1294) 4-3 1/2 (1308) 3-11 11/16 (1211)

Special Size ELDH are available to a minimum frame width of 1-5 1/2 (445) in increments of 1/64

ft - in mm ft - in mm ft - in mm ft - in mm ft - in mm ft - in mm

36 3-0 (914) 3-0 1/4 (921) 2-11 3/4 (908) 1-4 15/16 (430) 2-10 1/8 (867) 1-1 11/16 (348)

40 3-4 (1016) 3-4 1/4 (1022) 3-3 3/4 (1010) 1-6 15/16 (481) 3-2 1/8 (968) 1-3 11/16 (398)

44 3-8 (1118) 3-8 1/4 (1124) 3-7 3/4 (1111) 1-8 15/16 (532) 3-6 1/8 (1070) 1-5 11/16 (449)

48 4-0 (1219) 4-0 1/4 (1226) 3-11 3/4 (1213) 1-10 15/16 (583) 3-10 1/8 (1172) 1-7 11/16 (500)

52 4-4 (1321) 4-4 1/4 (1327) 4-3 3/4 (1314) 2-0 15/16 (633) 4-2 1/8 (1273) 1-9 11/16 (551)

56 4-8 (1422) 4-8 1/4 (1429) 4-7 3/4 (1416) 2-2 15/16 (684) 4-6 1/8 (1375) 1-11 11/16 (602)

60 5-0 (1524) 5-0 1/4 (1530) 4-11 3/4 (1518) 2-4 15/16 (735) 4-10 1/8 (1476) 2-1 11/16 (652)

64 5-4 (1626) 5-4 1/4 (1632) 5-3 3/4 (1619) 2-6 15/16 (786) 5-2 1/8 (1578) 2-3 11/16 (703)

68 5-8 (1727) 5-8 1/4 (1734) 5-7 3/4 (1721) 2-8 15/16 (837) 5-6 1/8 (1680) 2-5 11/16 (754)

72 6-0 (1829) 6-0 1/4 (1835) 5-11 3/4 (1822) 2-10 15/16 (887) 5-10 1/8 (1781) 2-7 11/16 (805)

76 6-4 (1930) 6-4 1/4 (1937) 6-3 3/4 (1924) 3-0 15/16 (938) 6-2 1/8 (1883) 2-9 11/16 (856)

80 6-8 (2032) 6-8 1/4 (2038) 6-7 3/4 (2026) 3-2 15/16 (989) 6-6 1/8 (1984) 2-11 11/16 (906)

84 7-0 (2134) 7-0 1/4 (2140) 6-11 3/4 (2127) 3-4 15/16 (1040) 6-10 1/8 (2086) 3-1 11/16 (957)

Special Size ELDH are available to a minimum frame height of 2-3 3/4 (705) to a maximum frame height of          6-11 3/4 (2127) 
in increments of 1/64

 Cottage/Reverse Cottage Style ELDH are available only in height from CN36 to CN68 in increments of 1/64. Total Daylight 
Opening is divided on a 2/5 to 3/5 ratio 

Standard Double Hung Unit Measurements

Height

Masonry
Opening

Rough
Opening

Frame
Size Daylight Opening

Screen OM

Screen OM

Sash Size

Sash Size

Standard Double Hung Unit Measurements

Width

CN

Masonry
Opening

Rough
Opening

Frame
Size Daylight Opening

CN
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Standard Unit Measurements: Double Hung Transoms 

ft - in mm ft - in mm ft - in mm ft - in mm ft - in mm

22 1-10 (559) 1-10 1/2 (572) 1-9 1/2 (546) 1-6 15/16 (481) 1-3 11/16 (398)

26 2-2 (660) 2-2 1/2 (673) 2-1 1/2 (648) 1-10 15/16 (583) 1-7 11/16 (500)

30 2-6 (762) 2-6 1/2 (775) 2-5 1/2 (749) 2-2 15/16 (684) 1-9 11/16 (551)

32 2-8 (813) 2-8 1/2 (826) 2-7 1/2 (800) 2-4 15/16 (735) 1-11 11/16 (602)

34 2-10 (864) 2-10 1/2 (876) 2-9 1/2 (851) 2-6 15/16 (786) 2-3 11/16 (703)

36 3-0 (914) 3-0 1/2 (927) 2-11 1/2 (902) 2-8 15/16 (837) 2-5 11/16 (754)

38 3-2 (965) 3-2 1/2 (978) 3-1 1/2 (953) 2-10 15/16 (888) 2-7 11/16 (805)

42 3-6 (1067) 3-6 1/2 (1080) 3-5 1/2 (1054) 3-2 15/16 (989) 2-11 11/16 (906)

48 4-0 (1219) 4-0 1/2 (1232) 3-11 1/2 (1207) 3-8 15/16 (1142) 3-5 11/16 (1059)

50 4-2 (1270) 4-2 1/2 (1283) 4-1 1/2 (1257) 3-10 15/16 (1192) 3-7 11/16 (1110)

54 4-6 (1372) 4-6 1/2 (1384) 4-5 1/2 (1359) 4-2 15/16 (1294) 3-11 11/16 (1211)

62 5-2 (1575) 5-2 1/2 (1588) 5-1 1/2 (1562) 4-10 15/16 (1497) 4-7 11/16 (1414)

ft - in mm ft - in mm ft - in mm ft - in mm ft - in mm

16 1-4 (406) 1-4 1/4 (413) 1-3 3/4 (400) 1-0 15/16 (329) 0-9 11/16 (246)

24 2-0 (610) 2-0 1/4 (616) 1-11 3/4 (603) 1-8 15/16 (532) 1-5 11/16 (449)

CN
Masonry
Opening

Rough
Opening Daylight OpeningSash SizeFrame

Size

CN
Masonry
Opening

Rough
Opening

Frame
Size Sash Size Daylight Opening

Special Size ELDH TR are available to a minimum frame width of 1-5 1/2" (445) in increments of 
1/64" up to a width of 5-1 1/2" (1562) 

Standard Double Hung Transom Unit Measurements

Width

Standard Double Hung Transom Unit Measurements

Height
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Standard Unit Measurements: Picture 

ft - in mm ft - in mm ft - in mm ft - in mm ft - in mm

22 1-10 (559) 1-10 1/2 (572) 1-9 1/2 (546) 1-6 15/16 (481) 1-3 11/16 (398)

26 2-2 (660) 2-2 1/2 (673) 2-1 1/2 (648) 1-10 15/16 (583) 1-7 11/16 (500)

30 2-6 (762) 2-6 1/2 (775) 2-5 1/2 (749) 2-2 15/16 (684) 1-11 11/16 (602)

32 2-8 (813) 2-8 1/2 (826) 2-7 1/2 (800) 2-4 15/16 (735) 2-1 11/16 (652)

34 2-10 (864) 2-10 1/2 (876) 2-9 1/2 (851) 2-6 15/16 (786) 2-3 11/16 (703)

36 3-0 (914) 3-0 1/2 (927) 2-11 1/2 (902) 2-8 15/16 (837) 2-5 11/16 (754)

38 3-2 (965) 3-2 1/2 (978) 3-1 1/2 (953) 2-10 15/16 (888) 2-7 11/16 (805)

42 3-6 (1067) 3-6 1/2 (1080) 3-5 1/2 (1054) 3-2 15/16 (989) 2-11 11/16 (906)

48 4-0 (1219) 4-0 1/2 (1232) 3-11 1/2 (1207) 3-8 15/16 (1142) 3-5 11/16 (1059)

50 4-2 (1270) 4-2 1/2 (1283) 4-1 1/2 (1257) 3-10 15/16 (1192) 3-7 11/16 (1110)

54 4-6 (1372) 4-6 1/2 (1384) 4-5 1/2 (1359) 4-2 15/16 (1294) 3-11 11/16 (1211)

62 5-2 (1575) 5-2 1/2 (1588) 5-1 1/2 (1562) 4-10 15/16 (1497) 4-7 11/16 (1414)

ft - in mm ft - in mm ft - in mm ft - in mm ft - in mm

24 2-0 (610) 2-0 1/4 (616) 1-11 3/4 (603) 1-8 15/16 (532) 1-5 11/16 (449)

36 3-0 (914) 3-0 1/4 (921) 2-11 3/4 (908) 2-8 15/16 (837) 2-5 11/16 (754)

40 3-4 (1016) 3-4 1/4 (1022) 3-3 3/4 (1010) 3-0 15/16 (938) 2-9 11/16 (856)

44 3-8 (1118) 3-8 1/4 (1124) 3-7 3/4 (1111) 3-4 15/16 (1040) 3-1 11/16 (957)

48 4-0 (1219) 4-0 1/4 (1226) 3-11 3/4 (1213) 3-8 15/16 (1142) 3-5 11/16 (1059)

52 4-4 (1321) 4-4 1/4 (1327) 4-3 3/4 (1314) 4-0 15/16 (1243) 3-9 11/16 (1160)

56 4-8 (1422) 4-8 1/4 (1429) 4-7 3/4 (1416) 4-4 15/16 (1345) 4-1 11/16 (1262)

60 5-0 (1524) 5-0 1/4 (1530) 4-11 3/4 (1518) 4-8 15/16 (1446) 4-5 11/16 (1364)

64 5-4 (1626) 5-4 1/4 (1632) 5-3 3/4 (1619) 5-0 15/16 (1548) 4-9 11/16 (1465)

68 5-8 (1727) 5-8 1/4 (1734) 5-7 3/4 (1721) 5-4 15/16 (1650) 5-1 11/16 (1567)

72 6-0 (1829) 6-0 1/4 (1835) 5-11 3/4 (1822) 5-8 15/16 (1751) 5-5 11/16 (1668)

76 6-4 (1930) 6-4 1/4 (1937) 6-3 3/4 (1924) 6-0 15/16 (1853) 5-9 11/16 (1770)

80 6-8 (2032) 6-8 1/4 (2038) 6-7 3/4 (2026) 6-4 15/16 (1954) 6-1 11/16 (1872)

84 7-0 (2134) 7-0 1/4 (2140) 6-11 3/4 (2127) 6-8 15/16 (2056) 6-5 11/16 (1973)

Daylight Opening

CN

Masonry
Opening

Rough
OpeningCN

Frame
Size

Frame
Size

Sash SizeMasonry
Opening

Rough
Opening Daylight Opening

ELDH P with a frame width of 4-5 1/2 (1359) and less can have a maximum frame height of 6-11 3/4 (2127), 
ELDH P with a frame width greater than 4-5 1/2 (1359) can only have a maximum frame height of 6-3 3/4 
(1924).

Sash Size

Special Size ELDH P are available in frame width minimum of 1-5 1/2 (445) in increments of 1/64" up to a 
width of 5-1 1/2" (1562).

Standard Double Hung Picture Unit Measurements

Width

Standard Double Hung Picture Unit Measurements

Height
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Section Details: Operating - Double Hung (4 9/16" Jambs)
Scale: 3" = 1’ 0"
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Section Details: Operating - Double Hung (6 9/16" Jambs)
Scale: 3" = 1’ 0"
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Section Details: Operating - Double Hung (4 9/16" Jambs) - IZ3
Scale: 3" = 1’ 0"
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Section Details: Operating - Double Hung (6 9/16" Jambs) - IZ3 
Scale: 3" = 1’ 0"

1 3/32"
(28)

5 21/32"
(144)

4 9/16"
(116)

D
ay

lig
ht

O
pe

ni
ng

Fr
am

e
Si

ze
3 3/16"

(81)

D
ay

lig
ht

O
pe

ni
ng

1 5/8"
(41)

2 15/16"
(74)

2 7/8"
(73) 1 5/8"

(41)

Frame
Size

2 15/16"
(75)

2 15/16"
(75)

1 5/8"
(41)

1 5/8"
(41)

Daylight
Opening

6 9/16"
(167) 7 21/32"

(195)

2 7/16"
(62)

1 3/32"
(28)

Head
Jamb

Check
Rail

Sill

Jamb

High
Performance

Sill

Jamb
Interior Painted

Units Only

2 15/16"
(74)

Head Jamb
Interior Painted

Units Only



ELDH-49 11708532
Architectural Detail Manual

                                                                      Elevate Double Hung

2023-04-17

Section Details: Double Hung Picture/Transom (4 9/16" Jambs)
Scale: 3" = 1’ 0"



                                                                     Elevate Double Hung

ELDH-50 11708532
Architectural Detail Manual

2023-04-17

Section Details: Double Hung Picture/Transom (6 9/16" Jambs)
Scale: 3" = 1’ 0"
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Section Details: Double Hung Picture/Transom (4 9/16" Jambs) - IZ3
Scale: 3" = 1’ 0"
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Section Details: Double Hung Picture/Transom (6 9/16" Jambs) - IZ3 
Scale: 3" = 1’ 0"

NOTE: Units shown do not have Interior Jamb Caps. 
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Section Details: Mullions (Frame-to-Frame) - Double Hung
Scale: 3" = 1’ 0"

NOTE: IZ3 logo represents units that are certified for IZ3 glazing with a wind zone 3
Units shown do not have Interior Jamb Caps.
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Section Details: Mullions (1/2" MRF) - Double Hung
Scale: 3" = 1’ 0"

NOTE: Units shown do not have Interior Jamb Caps. 
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Divided Lite Options
Scale: 3" = 1’ 0"
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Available Divided Lite Patterns
Scale: 3" = 1’ 0"

Double Hung - Operator

Default Rectangular Lite Pattern per Sash - GBG, SDL

NOTE: For Cottage/Reverse Cottage Style units Lite Patterns will be 2H or 3H by ( )W, depending whether top or bottom sash of
Cottage/Reverse Cottage unit, from the Chart Above. Frame size not to exceed CN68 in height or less than CN36 in height.
CN 50 Width is not available as "’standard", and must be ordered as a "special size" unit. However, Lite Pattern according to
chart will apply. 

Double Hung - Operator

Optional Standard Cottage Pattern per Sash - GBG, SDL

22 26 30 32 34 36 38 42 48 54
36 2W2H 3W2H 3W2H 3W2H 3W2H 3W2H 4W2H 4W2H 4W2H 5W2H
40 2W2H 3W2H 3W2H 3W2H 3W2H 3W2H 4W2H 4W2H 4W2H 5W2H
44 2W2H 3W2H 3W2H 3W2H 3W2H 3W2H 4W2H 4W2H 4W2H 5W2H
48 2W2H 3W2H 3W2H 3W2H 3W2H 3W2H 4W2H 4W2H 4W2H 5W2H
52 2W2H 3W2H 3W2H 3W2H 3W2H 3W2H 4W2H 4W2H 4W2H 5W2H
56 2W2H 3W2H 3W2H 3W2H 3W2H 3W2H 4W2H 4W2H 4W2H 5W2H
60 2W2H 3W2H 3W2H 3W2H 3W2H 3W2H 4W2H 4W2H 4W2H 5W2H
64 2W2H 3W2H 3W2H 3W2H 3W2H 3W2H 4W2H 4W2H 4W2H 5W2H
68 2W2H 3W2H 3W2H 3W2H 3W2H 3W2H 4W2H 4W2H 4W2H 5W2H
72 2W3H 3W3H 3W3H 3W3H 3W3H 3W3H 4W3H 4W3H 4W3H 5W3H
76 2W3H 3W3H 3W3H 3W3H 3W3H 3W3H 4W3H 4W3H 4W3H 5W3H
80 2W3H 3W3H 3W3H 3W3H 3W3H 3W3H 4W3H 4W3H 4W3H 5W3H
84 2W3H 3W3H 3W3H 3W3H 3W3H 3W3H 4W3H 4W3H 4W3H 5W3H

Standard 
CN

Standard CN Width

22 26 30 32 34 36 38 42 48 54

All Heights 3-Lite 4-Lite 4-Lite 4-Lite 4-Lite 4-Lite 5-Lite 5-Lite 5-Lite 6-Lite

Standard 
CN Height

Standard CN Width



ELDH-57 11708532
Architectural Detail Manual
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Available Divided Lite Patterns
Scale: 3" = 1’ 0"

Double Hung - Picture/Transom

Default Rectangular Lite Pattern per Sash - GBG, SDL

Optional Standard Cottage Pattern per Sash - GBG, SDL 

22 26 30 32 34 36 38 42 48 50 54 62
16 2W1H 3W1H 3W1H 3W1H 3W1H 3W1H 4W1H 4W1H 4W1H 5W1H 5W1H 6W1H
24 2W2H 3W2H 3W2H 3W2H 3W2H 3W2H 4W2H 4W2H 4W2H 5W2H 5W2H 6W2H
36 2W4H 3W4H 3W4H 3W4H 3W4H 3W4H 4W4H 4W4H 4W4H 5W4H 5W4H 6W4H
40 2W4H 3W4H 3W4H 3W4H 3W4H 3W4H 4W4H 4W4H 4W4H 5W4H 5W4H 6W4H
44 2W4H 3W4H 3W4H 3W4H 3W4H 3W4H 4W4H 4W4H 4W4H 5W4H 5W4H 6W4H
48 2W4H 3W4H 3W4H 3W4H 3W4H 3W4H 4W4H 4W4H 4W4H 5W4H 5W4H 6W4H
52 2W4H 3W4H 3W4H 3W4H 3W4H 3W4H 4W4H 4W4H 4W4H 5W4H 5W4H 6W4H
56 2W4H 3W4H 3W4H 3W4H 3W4H 3W4H 4W4H 4W4H 4W4H 5W4H 5W4H 6W4H
60 2W4H 3W4H 3W4H 3W4H 3W4H 3W4H 4W4H 4W4H 4W4H 5W4H 5W4H 6W4H
64 2W4H 3W4H 3W4H 3W4H 3W4H 3W4H 4W4H 4W4H 4W4H 5W4H 5W4H 6W4H
68 2W4H 3W4H 3W4H 3W4H 3W4H 3W4H 4W4H 4W4H 4W4H 5W4H 5W4H 6W4H
72 2W6H 3W6H 3W6H 3W6H 3W6H 3W6H 4W6H 4W6H 4W6H 5W6H 5W6H 6H6H
76 2W6H 3W6H 3W6H 3W6H 3W6H 3W6H 4W6H 4W6H 4W6H 5W6H 5W6H 6H6H
80 2W6H 3W6H 3W6H 3W6H 3W6H 3W6H 4W6H 4W6H 4W6H 5W6H 5W6H 6H6H
84 2W6H 3W6H 3W6H 3W6H 3W6H 3W6H 4W6H 4W6H 4W6H 5W6H 5W6H 6H6H

Standard 
CN Height

Standard CN Width

22 26 30 32 34 36 38 42 48 50 54 62
Picture 
Heights 3-Lite 4-Lite 4-Lite 4-Lite 4-Lite 4-Lite 5-Lite 5-Lite 5-Lite 6-Lite 6-Lite 7-Lite

Standard 
CN Height

Standard CN Width
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Available Divided Lite Patterns
NOTES:
Direct Glaze Round Top with GBG or SDL will only align with the default lite cut of the unit it is intended to be mulled with.
Rectangle GBGs for special size units will default to the next smaller standard size lite pattern. Also available will be Prairie

patterns, Cottage patterns, and customer specified equal rectangular lite patterns.
Rectangular SDL for special size units will default to the next smaller standard size lite pattern. Also available will be Prairie

patterns, Cottage patterns, and customer specified equal rectangular lite patterns.
Prairie GBG and SDL available in 9 lite and 6 lite top, bottom, left, and right patterns.
Cottage GBGs and SDL for special sizes units will default to the next smaller standard size lite pattern. Cottage GBGs and SDL

are also available in customer selected lite patterns.
Round Top lite patterns will not align with Double Hung optional GBG or SDL lite patterns.
Maximum number of lites wide and high for equal lite SDL option is 11 lites.
Minimum DLO measurement for equal lite SDL option is 4" (102) and will be validated by OMS.
Minimum DLO measurement for equal lite GBG option is 3" (76) and will be validated by OMS.
Standard DLO measurement for Prairie GBG and SDL options is 4" (102). Special DLO corners are n/a.
Standard DLO height measurement for Cottage SDL option is 10" (254). Minimum DLO height is 8" (203) for one high pattern.

Minimum DLO height is 4" (102) for two high pattern.
Standard DLO height measurement for Cottage GBG option is 10" (254). Minimum DLO height is 3" (76) for both one and two

high patterns.
Simulated Rail: Rectangular, Prairie 6-Lite and 9-Lite SDL patterns are available with Simulated Rail.
Simulated Rail: Custom ratio and specified DLO are available with Simulated Rail and will be validated by OMS.
GBGs are not available on IZ3

7/8"
(22)

23/32"
(18)

7/8"
(22)

Wood SDL With Spacer Bar
GBG

Aluminum Grille Between GlassWood SDL Without Spacer Bar

Rectangle GBG 
or SDL

Prairie
GBG or SDL

Cottage
GBG or SDL 

Prairie SDL
w/ Simulate 
Check Rail

Custom 
Simulated Rail

Conversions Formula:
Total DLO - Total Bar Width

Number of lites = Individual DLO
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30º Bay Units 
Scale: 3/4" = 1’ 0"

NOTES:
 IZ3 glazed units are not available in Bow/Bay configuration.
Structural support members supplied by others.
Units shown do not have Interior Jamb Caps.

1/2"
(13)

R
ou
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Operable Picture ft-in mm ft-in mm

24 N/A 2-1 7/16 (646) 2-1 11/16 (652)

36 N/A 3-1 7/16 (951) 3-1 11/16 (957)

40 40 3-5 7/16 (1053) 3-5 11/16 (1059)

44 44 3-9 7/16 (1154) 3-9 11/16 (1160)

48 48 4-1 7/16 (1256) 4-1 11/16 (1262)

52 52 4-5 7/16 (1357) 4-5 11/16 (1364)

56 56 4-9 7/16 (1459) 4-9 11/16 (1465)

60 60 5-1 7/16 (1561) 5-1 11/16 (1567)

64 64 5-5 7/16 (1662) 5-5 11/16 (1668)

68 68 5-9 7/16 (1764) 5-9 11/16 (1770)

72 N/A 6-1 7/16 (1865) 6-1 11/16 (1872)

76 N/A 6-5 7/16 (1967) 6-5 11/16 (1973)

80 N/A 6-9 7/16 (2069) 6-9 11/16 (2075)

84 N/A 7-1 7/16 (2170) 7-1 11/16 (2176)

CN MO Height RO Height

Double Hung Bay / Bow Height Dimensions

Rough Opening

Masonry Opening

1/4"
(6)

1/4"
(6)

Rough Opening to
Projection Corner

ELDH22- 20 13/64" (513)
ELDH26- 23 43/64" (601)
ELDH30- 27 9/64" (689)
ELDH32- 28 55/64" (733)
ELDH34- 30 19/32" (777)
ELDH36- 32 21/64" (821)
ELDH38- 34 1/16" (865)

Projection Corner to
Projection Corner

ELDH22- 24 1/64" (610)
ELDH26- 28 1/64" (711)
ELDH30- 32 1/64" (813)
ELDH34- 36 1/64" (915)
ELDH36- 38 1/64" (965)
ELDH38- 40 1/64" (1016)
ELDH42- 44 1/64" (1118)

4 9/16"
(116)

Exterior of
Sheathing

30° Bay with Operator  Center Unit

Projection

Jamb to Jamb

11/16"
(17)

11/16"
(17)
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ELDH-60 11708532
Architectural Detail Manual
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30º Bay Units 
Scale: 3/4" = 1’ 0"

NOTES:
 Factory assembled bay units include head and seat boards.
Structural support members and interior trim supplied by others.
 IZ3 glazed units are not available in Bay configurations.
Units shown do not have Interior Jamb Caps.

Masonry Opening

1/4"
(6)

1/4"
(6)

Rough Opening

Projection Corner to
Projection Corner

ELDHP38- 40" (1016)
ELDHP42- 44" (1118)
ELDHP50- 52" (1321)
ELDHP54- 56" (1423)
ELDHP62- 64" (1626)

Rough Opening to
Projection Corner

ELDH22- 20 13/64" (513)
ELDH26- 23 43/64" (601)
ELDH30- 27 9/64" (689)
ELDH32- 28 55/64" (733)
ELDH34- 30 19/32" (777)
ELDH36- 32 21/64" (821)
ELDH38- 34 1/16" (865)
ELDH42- 37 17/32" (953)

4 9/16"
(116)

30° Bay with Picture  Center Unit

Jamb to Jamb

11/16"
(17)

11/16"
(17)
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30º Bay Units - Width Dimensions

NOTES:
White and Designer Black interior finish on head and seat boards is available at no additional charge for factory mulled bay

assemblies only.

ft-in mm ft-in mm ft-in mm ft-in mm

22-22-22 5-4 63/64 (1650) 5-4 27/64 (1636) 4-11 15/32 (1510) 0-11 3/8 (289)

22-26-22 5-8 63/64 (1752) 5-8 27/64 (1738) 5-3 15/32 (1612) 0-11 3/8 (289)

22-30-22 6-0 63/64 (1854) 6-0 27/64 (1840) 5-7 15/32 (1714) 0-11 3/8 (289)

22-32-22 6-2 63/64 (1904) 6-2 27/64 (1890) 5-9 15/32 (1764) 0-11 3/8 (289)

22-34-22 6-4 63/64 (1955) 6-4 27/64 (1941) 5-11 15/32 (1815) 0-11 3/8 (289)

22-36-22 6-6 63/64 (2006) 6-6 27/64 (1992) 6-1 15/32 (1866) 0-11 3/8 (289)

22-38-22 6-8 63/64 (2057) 6-8 27/64 (2043) 6-3 15/32 (1917) 0-11 3/8 (289)

22-42-22 7-0 63/64 (2158) 7-0 27/64 (2144) 6-7 15/32 (2018) 0-11 3/8 (289)

22-48-22 7-6 63/64 (2311) 7-6 27/64 (2297) 7-1 15/32 (2171) 0-11 3/8 (289)

22-50-22 7-8 63/64 (2362) 7-8 27/64 (2348) 7-3 15/32 (2222) 0-11 3/8 (289)

22-54-22 8-0 63/64 (2463) 8-0 27/64 (2449) 7-7 15/32 (2323) 0-11 3/8 (289)

22-62-22 8-8 63/64 (2666) 8-8 27/64 (2652) 8-3 15/32 (2526) 0-11 3/8 (289)

26-22-26 5-11 29/32 (1826) 5-11 23/64 (1812) 5-6 25/64 (1686) 1-1 3/8 (340)

26-26-26 6-3 29/32 (1928) 6-3 23/64 (1914) 5-10 25/64 (1788) 1-1 3/8 (340)

26-30-26 6-7 29/32 (2030) 6-7 23/64 (2016) 6-2 25/64 (1890) 1-1 3/8 (340)

26-32-26 6-9 29/32 (2080) 6-9 23/64 (2066) 6-4 25/64 (1940) 1-1 3/8 (340)

26-34-26 6-11 29/32 (2131) 6-11 23/64 (2117) 6-6 25/64 (1991) 1-1 3/8 (340)

26-36-26 7-1 29/32 (2182) 7-1 23/64 (2168) 6-8 25/64 (2042) 1-1 3/8 (340)

26-38-26 7-3 29/32 (2233) 7-3 23/64 (2219) 6-10 25/64 (2093) 1-1 3/8 (340)

26-42-26 7-7 29/32 (2334) 7-7 23/64 (2320) 7-2 25/64 (2194) 1-1 3/8 (340)

26-48-26 8-1 29/32 (2487) 8-1 23/64 (2473) 7-8 25/64 (2347) 1-1 3/8 (340)

26-50-26 8-3 29/32 (2538) 8-3 23/64 (2524) 7-10 25/64 (2398) 1-1 3/8 (340)

26-54-26 8-7 29/32 (2639) 8-7 23/64 (2625) 8-2 25/64 (2499) 1-1 3/8 (340)

26-62-26 9-3 29/32 (2842) 9-3 23/64 (2828) 8-10 25/64 (2702) 1-1 3/8 (340)

30-22-30 6-6 27/32 (2002) 6-6 9/32 (1988) 6-1 5/16 (1862) 1-3 3/8 (391)

30-26-30 6-10 27/32 (2104) 6-10 9/32 (2090) 6-5 5/16 (1964) 1-3 3/8 (391)

30-30-30 7-2 27/32 (2206) 7-2 9/32 (2192) 6-9 5/16 (2066) 1-3 3/8 (391)

30-32-30 7-4 27/32 (2256) 7-4 9/32 (2242) 6-11 5/16 (2116) 1-3 3/8 (391)

30-34-30 7-6 27/32 (2307) 7-6 9/32 (2293) 7-1 5/16 (2167) 1-3 3/8 (391)

30-36-30 7-8 27/32 (2358) 7-8 9/32 (2344) 7-3 5/16 (2218) 1-3 3/8 (391)

30-38-30 7-10 27/32 (2409) 7-10 9/32 (2395) 7-5 5/16 (2269) 1-3 3/8 (391)

30-42-30 8-2 27/32 (2510) 8-2 9/32 (2496) 7-9 5/16 (2370) 1-3 3/8 (391)

30-48-30 8-8 27/32 (2663) 8-8 9/32 (2649) 8-3 5/16 (2523) 1-3 3/8 (391)

30-50-30 8-10 27/32 (2714) 8-10 9/32 (2700) 8-5 5/16 (2574) 1-3 3/8 (391)

30-54-30 9-2 27/32 (2815) 9-2 9/32 (2801) 8-9 5/16 (2675) 1-3 3/8 (391)

30 Wide Units

26 Wide Units

22 Wide Units

MO Width RO Width Jamb to Jamb Projection

30 Degree Double Hung Bay - Width Dimensions
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30º Bay Units - Width Dimensions

NOTES:
White and Designer Black interior finish on head and seat board is available at no additional charge for factory mulled bay

assemblies only. 

ft-in mm ft-in mm ft-in mm ft-in mm

32-22-32 6-10 19/64 (2090) 6-9 3/4 (2076) 6-4 25/32 (1950) 1-4 3/8 (416)

32-26-32 7-2 19/64 (2192) 7-1 3/4 (2178) 6-8 25/32 (2052) 1-4 3/8 (416)

32-30-32 7-6 19/64 (2294) 7-5 3/4 (2280) 7-0 25/32 (2153) 1-4 3/8 (416)

32-32-32 7-8 19/64 (2344) 7-7 3/4 (2330) 7-2 25/32 (2204) 1-4 3/8 (416)

32-34-32 7-10 19/64 (2395) 7-9 3/4 (2381) 7-4 25/32 (2255) 1-4 3/8 (416)

32-36-32 8-0 19/64 (2446) 7-11 3/4 (2432) 7-6 25/32 (2306) 1-4 3/8 (416)

32-38-32 8-2 19/64 (2497) 8-1 3/4 (2483) 7-8 25/32 (2357) 1-4 3/8 (416)

32-42-32 8-6 19/64 (2598) 8-5 3/4 (2584) 8-0 25/32 (2458) 1-4 3/8 (416)

32-48-32 9-0 19/64 (2751) 8-11 3/4 (2737) 8-6 25/32 (2611) 1-4 3/8 (416)

32-50-32 9-2 19/64 (2802) 9-1 3/4 (2788) 8-8 25/32 (2661) 1-4 3/8 (416)

34-22-34 7-1 49/64 (2178) 7-1 13/64 (2164) 6-8 1/4 (2038) 1-5 3/8 (441)

34-26-34 7-5 49/64 (2280) 7-5 13/64 (2266) 7-0 1/4 (2140) 1-5 3/8 (441)

34-30-34 7-9 49/64 (2382) 7-9 13/64 (2368) 7-4 1/4 (2241) 1-5 3/8 (441)

34-32-34 7-11 49/64 (2432) 7-11 13/64 (2418) 7-6 1/4 (2292) 1-5 3/8 (441)

34-34-34 8-1 49/64 (2483) 8-1 13/64 (2469) 7-8 1/4 (2343) 1-5 3/8 (441)

34-36-34 8-3 49/64 (2534) 8-3 13/64 (2520) 7-10 1/4 (2394) 1-5 3/8 (441)

34-38-34 8-5 49/64 (2585) 8-5 13/64 (2571) 8-0 1/4 (2445) 1-5 3/8 (441)

34-42-34 8-9 49/64 (2686) 8-9 13/64 (2672) 8-4 1/4 (2546) 1-5 3/8 (441)

34-48-34 9-3 49/64 (2839) 9-3 13/64 (2825) 8-10 1/4 (2699) 1-5 3/8 (441)

34-50-34 9-5 49/64 (2890) 9-5 13/64 (2876) 9-0 1/4 (2749) 1-5 3/8 (441)

36-22-36 7-5 15/64 (2266) 7-4 43/64 (2252) 6-11 23/32 (2126) 1-6 3/8 (467)

36-26-36 7-9 15/64 (2368) 7-8 43/64 (2354) 7-3 23/32 (2228) 1-6 3/8 (467)

36-30-36 8-1 15/64 (2470) 8-0 43/64 (2456) 7-7 23/32 (2329) 1-6 3/8 (467)

36-32-36 8-3 15/64 (2520) 8-2 43/64 (2506) 7-9 23/32 (2380) 1-6 3/8 (467)

36-34-36 8-5 15/64 (2571) 8-4 43/64 (2557) 7-11 23/32 (2431) 1-6 3/8 (467)

36-36-36 8-7 15/64 (2622) 8-6 43/64 (2608) 8-1 23/32 (2482) 1-6 3/8 (467)

36-38-36 8-9 15/64 (2673) 8-8 43/64 (2659) 8-3 23/32 (2533) 1-6 3/8 (467)

36-42-36 9-1 15/64 (2774) 9-0 43/64 (2760) 8-7 23/32 (2634) 1-6 3/8 (467)

32 Wide Units

34 Wide Units

36 Wide Units

30 Degree Double Hung Bay - Width Dimensions

MO Width RO Width Jamb to Jamb Projection
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30º Bay Units - Width Dimensions

NOTES:
White and Designer Black interior finish on head and seat board is available at no additional charge for factory mulled bay

assemblies only. 

ft-in mm ft-in mm ft-in mm ft-in mm

38-22-38 7-8 11/16 (2354) 7-8 9/64 (2340) 7-3 11/64 (2214) 1-7 3/8 (492)

38-26-38 8-0 11/16 (2456) 8-0 9/64 (2442) 7-7 11/64 (2316) 1-7 3/8 (492)

38-30-38 8-4 11/16 (2558) 8-4 9/64 (2544) 7-11 11/64 (2417) 1-7 3/8 (492)

38-32-38 8-6 11/16 (2608) 8-6 9/64 (2594) 8-1 11/64 (2468) 1-7 3/8 (492)

38-34-38 8-8 11/16 (2659) 8-8 9/64 (2645) 8-3 11/64 (2519) 1-7 3/8 (492)

38-36-38 8-10 11/16 (2710) 8-10 9/64 (2696) 8-5 11/64 (2570) 1-7 3/8 (492)

38-38-38 9-0 11/16 (2761) 9-0 9/64 (2747) 8-7 11/64 (2621) 1-7 3/8 (492)

38-42-38 9-4 11/16 (2862) 9-4 9/64 (2848) 8-11 11/64 (2722) 1-7 3/8 (492)

42-22-42 8-3 5/8 (2530) 8-3 1/16 (2516) 7-10 7/64 (2390) 1-  3/8 (543)

42-26-42 8-7 5/8 (2632) 8-7 1/16 (2618) 8-2 7/64 (2492) 1-9 3/8 (543)

42-30-42 8-11 5/8 (2734) 8-11 1/16 (2719) 8-6 7/64 (2593) 1-9 3/8 (543)

42-32-42 9-1 5/8 (2784) 9-1 1/16 (2770) 8-8 7/64 (2644) 1-9 3/8 (543)

42-34-42 9-3 5/8 (2835) 9-3 1/16 (2821) 8-10 7/64 (2695) 1-9 3/8 (543)

42-36-42 9-5 5/8 (2886) 9-5 1/16 (2872) 9-0 7/64 (2746) 1-9 3/8 (543)

42-38-42 9-7 5/8 (2937) 9-7 1/16 (2923) 9-2 7/64 (2797) 1-9 3/8 (543)

30 Degree Double Hung Bay - Width Dimensions

MO Width RO Width Jamb to Jamb Projection

38 Wide Units

42 Wide Units
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45º Bay Units 
Scale: 3/4" = 1’ 0"

NOTES:
 IZ3 glazed units are not available in Bow/Bay configuration.
Structural support members supplied by others.

1/2"
(13)
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Operable Picture ft-in mm ft-in mm

24 N/A 2-1 7/16 (646) 2-1 11/16 (652)

36 N/A 3-1 7/16 (951) 3-1 11/16 (957)

40 40 3-5 7/16 (1053) 3-5 11/16 (1059)

44 44 3-9 7/16 (1154) 3-9 11/16 (1160)

48 48 4-1 7/16 (1256) 4-1 11/16 (1262)

52 52 4-5 7/16 (1357) 4-5 11/16 (1364)

56 56 4-9 7/16 (1459) 4-9 11/16 (1465)

60 60 5-1 7/16 (1561) 5-1 11/16 (1567)

64 64 5-5 7/16 (1662) 5-5 11/16 (1668)

68 68 5-9 7/16 (1764) 5-9 11/16 (1770)

72 N/A 6-1 7/16 (1865) 6-1 11/16 (1872)

76 N/A 6-5 7/16 (1967) 6-5 11/16 (1973)

80 N/A 6-9 7/16 (2069) 6-9 11/16 (2075)

84 N/A 7-1 7/16 (2170) 7-1 11/16 (2176)

CN MO Height RO Height

Double Hung Bay / Bow Height Dimensions

  Rough Opening to
   Projection Corner
ELDH22-16 25/32" (426)
ELDH26-19 5/8"  (498)
ELDH30-23 7/16"  (595)

  Projection Corner to
   Projection Corner
ELDH22-25 1/16"   (637)
ELDH26-29 1/16"   (738)
ELDH30-33 1/16"   (840)
ELDH34-37 1/16"   (941)
ELDH36-39 1/16"   (992)
ELDH38-41 1/16"  (1043)
ELDH42-45 1/16"  (1145)

Rough Opening

1/4"
(6)

1/4"
(6)

Masonry
Opening

Projection

Exterior of
Sheathing

4 9/16"
(116)

• • ••••••

45 degree Bay - Jamb Detail Operator Center Unit

Jamb to Jamb

11/16"
(17)

11/16"
(17)



ELDH-65 11708532
Architectural Detail Manual

                                                                      Elevate Double Hung

2023-04-17

45º Bay Units 
Scale: 3/4" = 1’ 0"

NOTES:
 Factory assembled bay units include head and seat boards.
Structural support members and interior trim supplied by others.
 IZ3 glazed units are not available in Bay configurations.

  Rough Opening to
   Projection Corner
ELDH22-16 25/32"  (426)
ELDH26-19 5/8"    (498)
ELDH30-23 7/16"   (595)

  Projection Corner to
   Projection Corner
ELDHP22-25 1/16"   (637)
ELDHP26-29 1/16"   (738)
ELDHP30-33 1/16"   (840)
ELDHP34-37 1/16"   (941)
ELDHP36-39 1/16"   (992)
ELDHP38-41 1/16"  (1043)
ELDHP42-45 1/16"  (1145)

Rough Opening

1/4"
(6)

1/4"
(6)

Masonry
Opening

Projection

Exterior of
Sheathing

4 9/16"
(116)

• • ••••••

45 degree  Bay - Jamb Detail Picture Center Unit

Jamb to Jamb

11/16"
(17)

11/16"
(17)



                                                                     Elevate Double Hung

ELDH-66 11708532
Architectural Detail Manual

2023-04-17

45º Bay Units - Width Dimensions

NOTES:
White and Designer Black interior finish on head and seat board is available at no additional charge for factory mulled bay

assemblies only. 

ft-in mm ft-in mm ft-in mm ft-in mm

22-22-22 5-0 15/32 (1536) 4-11 15/32 (1510) 4-4 13/16 (1342) 1-4 9/16 (421)

22-26-22 5-4 15/32 (1637) 5-3 15/32 (1612) 4-8 13/16 (1443) 1-4 9/16 (421)

22-30-22 5-8 15/32 (1739) 5-7 15/32 (1714) 5-0 13/16 (1545) 1-4 9/16 (421)

22-32-22 5-10 15/32 (1790) 5-9 15/32 (1764) 5-2 13/16 (1596) 1-4 9/16 (421)

22-34-22 6-0 15/32 (1841) 5-11 15/32 (1815) 5-4 13/16 (1646) 1-4 9/16 (421)

22-36-22 6-2 15/32 (1891) 6-1 15/32 (1866) 5-6 13/16 (1697) 1-4 9/16 (421)

22-38-22 6-4 15/32 (1942) 6-3 15/32 (1917) 5-8 13/16 (1748) 1-4 9/16 (421)

22-42-22 6-8 15/32 (2044) 6-7 15/32 (2018) 6-0 13/16 (1850) 1-4 9/16 (421)

22-48-22 7-2 15/32 (2196) 7-1 15/32 (2171) 6-6 13/16 (2002) 1-4 9/16 (421)

22-50-22 7-4 15/32 (2247) 7-3 15/32 (2222) 6-8 13/16 (2053) 1-4 9/16 (421)

22-54-22 7-8 15/32 (2349) 7-7 15/32 (2323) 7-0 13/16 (2154) 1-4 9/16 (421)

22-62-22 8-4 15/32 (2552) 8-3 15/32 (2526) 7-8 13/16 (2358) 1-4 9/16 (421)

26-22-26 5-6 1/8 (1679) 5-5 1/8 (1654) 4-10 15/32 (1485) 1-7 25/64 (492)

26-26-26 5-10 1/8 (1781) 5-9 1/8 (1756) 5-2 15/32 (1587) 1-7 25/64 (492)

26-30-26 6-2 1/8 (1883) 6-1 1/8 (1857) 5-6 15/32 (1688) 1-7 25/64 (492)

26-32-26 6-4 1/8 (1933) 6-3 1/8 (1908) 5-8 15/32 (1739) 1-7 25/64 (492)

26-34-26 6-6 1/8 (1984) 6-5 1/8 (1959) 5-10 15/32 (1790) 1-7 25/64 (492)

26-36-26 6-8 1/8 (2035) 6-7 1/8 (2010) 6-0 15/32 (1841) 1-7 25/64 (492)

26-38-26 6-10 1/8 (2086) 6-9 1/8 (2060) 6-2 15/32 (1892) 1-7 25/64 (492)

26-42-26 7-2 1/8 (2187) 7-1 1/8 (2162) 6-6 15/32 (1993) 1-7 25/64 (492)

26-48-26 7-8 1/8 (2340) 7-7 1/8 (2314) 7-0 15/32 (2146) 1-7 25/64 (492)

26-50-26 7-10 1/8 (2391) 7-9 1/8 (2365) 7-2 15/32 (2196) 1-7 25/64 (492)

26-54-26 8-2 1/8 (2492) 8-1 1/8 (2467) 7-6 15/32 (2298) 1-7 25/64 (492)

26-62-26 8-10 1/8 (2695) 8-9 1/8 (2670) 8-2 15/32 (2501) 1-7 25/64 (492)

30-22-30 5-11 25/32 (1823) 5-10 25/32 (1798) 5-4 1/8 (1629) 1-10 7/32 (564)

30-26-30 6-3 25/32 (1925) 6-2 25/32 (1899) 5-8 1/8 (1731) 1-10 7/32 (564)

30-30-30 6-7 25/32 (2026) 6-6 25/32 (2001) 6-0 1/8 (1832) 1-10 7/32 (564)

30-32-30 6-9 25/32 (2077) 6-8 25/32 (2052) 6-2 1/8 (1883) 1-10 7/32 (564)

30-34-30 6-11 25/32 (2128) 6-10 25/32 (2103) 6-4 1/8 (1934) 1-10 7/32 (564)

30-36-30 7-1 25/32 (2179) 7-0 25/32 (2153) 6-6 1/8 (1985) 1-10 7/32 (564)

30-38-30 7-3 25/32 (2230) 7-2 25/32 (2204) 6-8 1/8 (2035) 1-10 7/32 (564)

30-42-30 7-7 25/32 (2331) 7-6 25/32 (2306) 7-0 1/8 (2137) 1-10 7/32 (564)

30-48-30 8-1 25/32 (2484) 8-0 25/32 (2458) 7-6 1/8 (2289) 1-10 7/32 (564)

30-50-30 8-3 25/32 (2534) 8-2 25/32 (2509) 7-8 1/8 (2340) 1-10 7/32 (564)

30-54-30 8-7 25/32 (2636) 8-6 25/32 (2611) 8-0 1/8 (2442) 1-10 7/32 (564)

30-62-30 9-3 25/32 (2839) 9-2 25/32 (2814) 8-8 1/8 (2645) 1-10 7/32 (564)

45 Degree Double Hung Bay - Width Dimensions

30 Wide Units

26 Wide Units

RO Width Jamb to Jamb Projection

22 Wide Units

MO Width



ELDH-67 11708532
Architectural Detail Manual

                                                                      Elevate Double Hung

2023-04-17

Section Details: Installation Suggestion - Brick Veneer With Steel Frame Construction
Scale: 1 1/2" - 1’ 0"

NOTES:
Picture unit installation similar.
 The above wall sections represent typical wall conditions, these details are not intended as installation instructions. Please refer

to the installation instructions provided with the purchased units.
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1/4"
 (6)

Masonry
Opening

1/4"
(6)

Head
Jamb
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Sill



                                                                     Elevate Double Hung

ELDH-68 11708532
Architectural Detail Manual

2023-04-17

Section Details: Installation Suggestion - Wood Siding With 2x6 Frame Construction
Scale: 1 1/2" - 1’ 0"

NOTES:
 The above wall sections represent typical wall conditions, these details are not intended as installation instructions. Please refer

to the installation instructions provided with the purchased units.
Picture unit installation similar. Picture units may require both nailing fin and installation brackets.
Double Hung unit shown with jamb extension.

1/2"
(13)

Frame
Size

1/2"
(13)

Rough
Opening

Head
Jamb

Jambs

Sill
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                                                                      Elevate Double Hung

2023-04-17

Section Details: Installation Suggestion - Stucco With 2x4 Frame Construction
Scale: 1 1/2" - 1’ 0"

NOTES:
 The above wall sections represent typical wall conditions, these details are not intended as installation instructions. Please refer

to the installation instructions provided with the purchased units.
Picture unit installation similar. 
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8. 50 South School Street, Unit 3  - Recommended Approval 

 

 
Background: The applicant is seeking approval for the installation of an EV charger. 

Staff Comment: Recommended Approval 
 

 

Stipulations:  

 

1. _________________________________________________ 

2. _________________________________________________ 

3. _________________________________________________ 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 



City of Portsmouth, NH 10/26/2023

LUHD-695

Historic District Commission Work

Session or Administrative Approval

Application

Status: Active

Submitted On: 10/19/2023

Primary Location

50 SOUTH SCHOOL ST

Portsmouth, NH 03801

Owner

Philip and Tamara Schwartz

SOUTH SCHOOL ST 50 PORTSMOUTH, NH

03801

Applicant

Philip Schwartz

978-270-9718

philiplschwartz@gmail.com

50 South School Street, Unit 3

Portsmouth, NH 03891

Application Type

Please select application type from the drop down

menu below

Administrative Approval

Alternative Project Address

Project Information

Brief Description of Proposed Work*

Description of Proposed Work (Planning Staff)

Project Representatives

Relationship to Project

Owner

If you selected "Other", please state relationship

to project.

Full Name (First and Last)

Philip Schwartz

Business Name (if applicable)

Mailing Address (Street)

50 South School St, #3

City/Town

Portsmouth

State

NH

Zip Code

03801

Installation of an EV Charge











 



9. 40 Market Street     - Recommended Approval 

 

 
Background: The applicant is seeking approval for the installation of HVAC equipment at 

the rear of the building. 

Staff Comment: Recommended Approval 
 

 

Stipulations:  

 

1. _________________________________________________ 

2. _________________________________________________ 

3. _________________________________________________ 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 



 

 

Updated Proposed Location of Outdoor Condenser, as Requested by Planning Department 

10/13/2023  

42 Market Street, Apt. 3, Portsmouth, NH  



City of Portsmouth, NH October 27, 2023

40 Market Street

Property Information

Property ID 0117-0030-0000
Location 40 MARKET ST
Owner CAPITAL SECURITY FINANCIAL SER

MAP FOR REFERENCE ONLY
NOT A LEGAL DOCUMENT

City of Portsmouth, NH makes no claims and no warranties,
expressed or implied, concerning the validity or accuracy of
the GIS data presented on this map.

Geometry updated 08/24/2023
Data updated 3/9/2022

Print map scale is approximate.
Critical layout or measurement
activities should not be done using
this resource.

1" = 60.906147757693184 ft



10. 795 Middle Street   - Recommended Approval 

 

 
Background: The applicant is seeking approval for a change to a previously approved fence 

design. 

Staff Comment: Recommended Approval 
 

 

Stipulations:  

 

1. _________________________________________________ 

2. _________________________________________________ 

3. _________________________________________________ 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 



City of Portsmouth, NH 10/26/2023

LUHD-613

Historic District Commission Work

Session or Administrative Approval

Application

Status: Complete

Submitted On: 5/10/2023

Primary Location

Owner

VESSELS COREY T & SHELLEY A

795 MIDDLE ST PORTSMOUTH, NH 03801

Applicant

Shelley Vessels

603-689-8236

shelleyvessels@gmail.com

795 Middle St

Portsmouth , NH 03801

Application Type

Please select application type from the drop down

menu below

Administrative Approval

Alternative Project Address

Project Information

Brief Description of Proposed Work*

Description of Proposed Work (Planning Staff)

Acknowledgement

I certify that the information given is true and

correct to the best of my knowledge.*

By checking this box, I agree that this is equivalent

to a handwritten signature and is binding for all

purposes related to this transaction*

I hereby certify that as the applicant for permit, I

am*

Owner of this property

If you selected "Other" above, please explain your

relationship to this project. Owner authorization is

required.

(Original scope of work for the June 07, 2023 HDC meeting): Adding a 3 1/2 foot 

scalloped wood fence to perimeter of the front yard

(New scope of work for the November 01, 2023 HDC meeting): change to a previously 

approved design, install a flat top fence versus the approved scalloped design.

a change to a previously approved fence design (scalloped fence was approved, flat 

top fence was installed).



 

Previously approved 

 

 

 

 

 

 

 

 

 

 

 

 



 
Installed fence 



 
Installed fence 

 

 



11. 111 State Street    - Recommended Approval 

 

 
Background: The applicant is seeking approval for changes to a previously approved design. 

Staff Comment: Recommended Approval 
 

 

Stipulations:  

 

1. _________________________________________________ 

2. _________________________________________________ 

3. _________________________________________________ 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 



City of Portsmouth, NH 10/26/2023

LUHD-693

Historic District Commission Work

Session or Administrative Approval

Application

Status: Active

Submitted On: 10/18/2023

Primary Location

111 STATE ST

Portsmouth, NH 03801

Owner

COVENTRY REALTY LLC

3 PLEASANT ST 4TH FLR PORTSMOUTH, NH

03801

Applicant

Tracy Kozak

603-731-5187

tracyskozak@gmail.com

3 Congress Street, Suite 1

Portsmouth, New Hampshire 03801

Application Type

Please select application type from the drop down

menu below

Administrative Approval

Alternative Project Address

Project Information

Brief Description of Proposed Work*

Description of Proposed Work (Planning Staff)

Project Representatives

Relationship to Project

Architect

If you selected "Other", please state relationship

to project.

Full Name (First and Last)

tracy kozak

Business Name (if applicable)

arcove

Mailing Address (Street)

3 Congress St

City/Town

Portsmouth

State

NH

Zip Code

03801

Minor revisions to previously approved shed dormer, elevator overrun, and 

windows. Add new bike rack and roof hatch.



COPYRIGHT © 2022

SCALE:
10/13/23

COVER
111 STATE STREETH0.1

   111  STATE  STREET
ADDITION & RENOVATION

COVENTRY REALTY, LLC

DRAWING LIST

H0.1 COVER
H1.3B PROPOSED ROOF PLAN
H2.2 CHAPEL STREET ELEVATION
H2.3 SHEAFE STREET ELEVATION
H3.1 AXONOMETRIC
H3.2 VIGNETTE, CHAPEL STREET
H3.4 VIGNETTE, SHEAFE STREET

HDC PUBLIC HEARING
  NOVEMBER  2023

MINOR REVISIONS TO PREVIOUSLY APPROVED APPLICATION

A.
•
•
•

B.
•
•

C.
D.
•
•

E.

Updates per Construction Document coordination:

Rear addition, at shed dormer over egress stair:
1x6 frieze board added under soffits, to match existing roof details
Front wall moved 12" closer to wall below, for 4" setback.
Roof pitch changed from 6:12 to 5:12
Elevator Over-run :  
Added 1x2 shadow board to fascia
Raised elevator roof  by 12".
Proposed door at Sheafe St porch replaced with two 6/6 windows.
Proposed windows on Sheafe St infill addition, 2nd & 3rd floors:
 Four side windows shifted further apart
 Removed the two center windows.
Small third story windows at proposed additions changed from 6/6 to 6/3 to match 
existing 3rd story dormer windows.

F. Added a bike rack at rear porch
G.  Add roof access hatch.
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SCALE:  1/8"   1'-0"
10/13/23

PROPOSED ROOF PLAN
111 STATE STREETH1.3B
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COPYRIGHT © 2022

SCALE:  1/8"   1'-0"
10/13/23

CHAPEL STREET ELEVATION
111 STATE STREETH2.2
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COPYRIGHT © 2022

SCALE:  1/8"   1'-0"
10/13/23

SHEAFE STREET ELEVATION
111 STATE STREETH2.3



COPYRIGHT © 2022

SCALE:
10/13/23

AXONOMETIC
111 STATE STREETH3.1

B

A,D,E

E

C

F
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SCALE:
10/13/23

VIGNETTE - CHAPEL STREET
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COPYRIGHT © 2022

SCALE:
10/13/23

VIGNETTE - SHEAFE STREET
111 STATE STREETH3.4

A,D,E



12. 425 Islington Street   - Recommended Approval 

 

 
Background: The applicant is seeking approval for replacement windows on the second 

floor. 

Staff Comment: Recommended Approval 
 

 

Stipulations:  

 

1. _________________________________________________ 

2. _________________________________________________ 

3. _________________________________________________ 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 



City of Portsmouth, NH 10/26/2023

LUHD-696

Historic District Commission Work

Session or Administrative Approval

Application

Status: Active

Submitted On: 10/20/2023

Primary Location

425 ISLINGTON ST

Portsmouth, NH 03801

Owner

Daniel McGreevy

Islington St 425 Portsmouth, Nh 03870

Applicant

Daniel McGreevy

603-498-3545

dmcgreevy13@gmail.com

425 Islington St

Unit 3

Portsmouth, NH 03801

Application Type

Please select application type from the drop down

menu below

Administrative Approval

Alternative Project Address

Project Information

Brief Description of Proposed Work*

Description of Proposed Work (Planning Staff)

Project Representatives

Relationship to Project

Owner

If you selected "Other", please state relationship

to project.

Full Name (First and Last)

Daniel McGreevy

Business Name (if applicable)

Mailing Address (Street)

425 Islington St, Unit 3

City/Town

Portsmouth

State

NH

Zip Code

03870

Updating windows



Dear Portsmouth Planning Team, Historic Committee, and to whomever else reviews the
applications,

I am the owner of 425 Islington St in Portsmouth. I recently purchased this property as an
owner-occupier of one of the four units.

I have found after purchasing the property that the windows are in poorer condition than I
previously thought, so I am looking to replace the upstairs windows. I am looking to replace
either one units of 4 units, or the entire upstairs, which would be 8 total windows.

Here are examples of the existing vinyl windows:







My plan that I am submitting is to replace them with the highest quality and most durable vinyl
windows that I have been able to find on the market. I have been working with United Home
Experts to identify the best windows to fit these specifications.

The windows we have identified are ProVia Endure Windows. These windows are high quality
and amish-made award windows with many premium features.

Here are pictures of information they have shared:











I am planning to replace the existing windows with:

Here are what these windows will look like:







13. 33 Johnson Court   - Recommended Approval 

 

 
Background: The applicant is seeking approval for the replacement of decking and railings 

with a TREX material. 

Staff Comment: Recommended Approval 
 

 

Stipulations:  

 

4. _________________________________________________ 

5. _________________________________________________ 

6. _________________________________________________ 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 



City of Portsmouth, NH 10/26/2023

LUHD-694

Historic District Commission Work

Session or Administrative Approval

Application

Status: Active

Submitted On: 10/19/2023

Primary Location

33 JOHNSON CT

Portsmouth, NH 03801

Owner

MORALES FAMILY 2020 TRUST & MORALES

ALBERT R & KRISTIN M TTEES

33 JOHNSON CT PORTSMOUTH, NH 03801

Applicant

Bradley Castellanos

917-450-7319

btcastellanos@gmail.com

95 Walnut Avenue

North Hampton, NH 03862

Application Type

Please select application type from the drop down

menu below

Administrative Approval

Alternative Project Address

Project Information

Brief Description of Proposed Work*

Description of Proposed Work (Planning Staff)

Acknowledgement

I certify that the information given is true and

correct to the best of my knowledge.*

By checking this box, I agree that this is equivalent

to a handwritten signature and is binding for all

purposes related to this transaction*

I hereby certify that as the applicant for permit, I

am*

Other

If you selected "Other" above, please explain your

relationship to this project. Owner authorization is

required.

Contractor/Carpenter

Replacing deck boards and rail systemon on small 6.25'x 12.5' elevated deck with new 

trex decking and rail system. The current deck boards are wood and soft in areas while 

the railings are tired. No changes or additions will be made to the structure/framing of 

the deck. The new decking and rail system (posts, balusters, and rails) will be the 

same color and style as the existing. 



Bradley Castellanos                      October  18, 2023 

Bradley Castellanos LLC 
95 Walnut Ave, North Hampton, NH 03862 
(917) 450-7319 
Btcastellanos@gmail.com 

 

 
              
Supporting images and documents for decking and rail replacement at: 
 
Kristin and Al Morales Residence  
33 Johnson Ct 
Portsmouth, NH 03801 
(603) 867-0721 
              
 

Condition of Current Deck 
 

mailto:Btcastellanos@gmail.com










 
 

 
New Decking in Trex “Rainer” and sample images of Trex Select Rail System in white with square composite 

Balusters and Specifications: 
 



 



 
 



 



 
_____________________________________________________________________________________________ 
 

Estimate for New Composite Deck (76” x 152”) 
 

• Remove posts, rails, and balusters save to be put on after new deck is installed. 
Remove and dispose old deck boards. ~8hrs 

• Cut, layout, and Install new deck boards with cortex screws and plugs. Picture 
frame, boarder around perimete. Install new posts, rails, and balusters. ~24hrs 

Labor:            ~32hrs@70:                                  $2,240.00 
 
Materials: Trex Decking: Transcend  “Rainer”.  

• $116 @14 boards: $1,624.00 
• 2 boxes of cortex screws and matching plugs: 

$180.00 
• Miscellaneous hardware, lumber: $200.00 

Trex Select Rail and baluster kit. 
• $200 @ 4  - 72”  white rail kits w/square balusters:            

$800 
 

                             $2,804.00 
 
Total Project Estimate: $5,044.00 

 
 

Thank you! 
 
 
 
 



14. 113 Daniel Street  - Recommended Approval 

 

 
Background: The applicant is seeking approval for the removal of an existing chimney. 

Staff Comment: Recommended Approval 
 

 

Stipulations:  

 

1. _________________________________________________ 

2. _________________________________________________ 

3. _________________________________________________ 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 



City of Portsmouth, NH 10/27/2023

LUHD-697

Historic District Commission Work

Session or Administrative Approval

Application

Status: Active

Submitted On: 10/25/2023

Primary Location

113 DANIEL ST

Portsmouth, NH 03801

Owner

JTM REALTY LLC

111 DANIEL ST PORTSMOUTH, NH 03801

Applicant

Jason Stiles

603-817-6741

jasonstiles91@yahoo.com

1527 Islington st

111 Daniel,st,Portsmouth,NH

Portsmouth , NH 03801

Application Type

Please select application type from the drop down

menu below

Administrative Approval

Alternative Project Address

Project Information

Brief Description of Proposed Work*

Description of Proposed Work (Planning Staff)

Acknowledgement

I certify that the information given is true and

correct to the best of my knowledge.*

By checking this box, I agree that this is equivalent

to a handwritten signature and is binding for all

purposes related to this transaction*

I hereby certify that as the applicant for permit, I

am*

Owner of this property

If you selected "Other" above, please explain your

relationship to this project. Owner authorization is

required.

To bring down an old chimney, falling apart from 10 feet down to 2 or 1 foot ,, for the 

safety of my neighbors next-door at 121 Daniel St.. the company doing the job is 

Hoyt Masonry LLC



City of Portsmouth, NH October 27, 2023

113 Daniel Street

Property Information

Property ID 0107-0004-0000
Location 113 DANIEL ST
Owner JTM REALTY LLC

MAP FOR REFERENCE ONLY
NOT A LEGAL DOCUMENT

City of Portsmouth, NH makes no claims and no warranties,
expressed or implied, concerning the validity or accuracy of
the GIS data presented on this map.

Geometry updated 08/24/2023
Data updated 3/9/2022

Print map scale is approximate.
Critical layout or measurement
activities should not be done using
this resource.

1" = 60.906387305066396 ft



 



15. 411 The Hill   - Recommended Approval 

 

 
Background: The applicant is seeking approval for the installation of HVAC equipment (2) 

condensers. 

Staff Comment: Recommended Approval 
 

 

Stipulations:  

 

1. _________________________________________________ 

2. _________________________________________________ 

3. _________________________________________________ 
 

 

 



City of Portsmouth, NH 10/27/2023

LUHD-699

Historic District Commission Work

Session or Administrative Approval

Application

Status: Active

Submitted On: 10/27/2023

Primary Location

411 DEER ST

Portsmouth, NH 03801

Owner

Colmax LLC

Leighton rd 20 Dover , NH 03820

Applicant

Paul Delisle

603-502-2771

delisle47@gmail.com

20 Leighton Rd

Dover , NH 03820

Application Type

Please select application type from the drop down

menu below

Administrative Approval

Alternative Project Address

Project Information

Brief Description of Proposed Work*

Description of Proposed Work (Planning Staff)

Install 2 Minisplit condenosrs on each side of the house
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